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Abstract 
This thesis demonstrates that  acoustic variability, acoustic measurement error, and phoneme 
classification error can be interpreted as predictable entailments of articulatory variability. 
Speech production theory is tapped to explain sources of variability in the acoustic signal, 
including random variation in a turbulent spectrum, increased losses a t  the glottis, and 
coloration of the spectrum by su bglottal and back cavity resonances. Measurements of 
the burst front cavity resonance, and of formant frequencies, which are defined as the 
eigenfrequencies of the vocal tract, are developed using both knowledge-based and HMh4 
design methods, and are evaluated using the tools of acoustic phonetics and of statistical 
speech classification. 
The error or uncertainty of both rule-based and HMM algorithms is evaluated by com- 
parison to  the measurements of human judges on a test set. Measurement error of the 
rule-based algorithm is evaluated using aggregate statistical models, including explicit mod- 
els of outliers and heteroskedasticity, and a non-parametric model of the effect on error of 
phonetic context. Measurement uncertainty of the HMM formant tracker is calculated by 
the HMM itself during the measurement process. The uncertainty models generated by the 
HMM formant tracker are compared to formants transcribed by human judges, and shown 
to provide imperfect but generally acceptable predictions of the measurement error. 
Acoustic variability and acoustic measurement error are evaluated using the tools of 
phonetic classification. Context-independent linear discriminant classification of stop place, 
using tokens from the TIMIT multi-speaker database, is shown to be 89% correct using 
manual formant and burst spectral measurements, but only 76% correct using automatic 
measurements. I t  is demonstrated that  the difference between the classification of man- 
ual and automatic measurements can be accurately predicted using a heteroskedastic error 
model. Context-dependent classification experiments using both rule-based and HMM for- 
mant measurements result in 83-84% correct classification over the TIMIT TEST database. 
The pattern of classification errors as a function of phonetic context is shown to be similar 
to  the pattern of errors of human listeners, indicating that the types of acoustic variability 
which confuse the classifier may be similar to the types of variability which confuse human 
listeners. 
Thesis Supervisor: Kenneth N. Stevens 
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Chapter 1 
Introduction: The Acoustic 
Correlates of Place 
The sounds of English can be classified in terms of the quantized rotations, translations. 
and stiffnesses of about six articulators: the lips, tongue blade, tongue body, soft palate. 
pharyns, and vocal folds (Chomsky and Halle, 1968). Every phonetic distinction which 
enters the acoustic signal is placed there by the actions of these six or so articulators. 
It follo~vs that a computer rvhich is capable of tracking the salient changes in these sis 
articulators over time should be capable of recognizing most of the linguistic content of an 
utterance. 
Sot  all changes in the vocal tract shape. however, are linguistically salient. -4 listener 
(who can't see the speaker) has no information about tongue and lip positions except what 
he can get from the formant frequencies and amplitudes during a vorvel or glide, or the front 
cavity resonances during a stop release or fricative. Since this is the only information about 
the tongue and lips available to the listener, it follo~vs, again, that a computer capable of 
tracking the formants and front cavity resonances over time should be capable of recognizing 
most of the linguistic information carried by the tongue and lips, including consonant place 
and vowel quality. 
The prospect of a compact. complete representation of the linguistic information in the 
signal prompted the development. in the 1970s and 1980s. of several speech recognizers 
based partly on formant analysis (see e.g. Matt ,  1977). .A11 of these recognizers failed, 
in part, for the same reason: the formant tracking algorithms made mistakes, and the 
higher-level knowledge sources were unable to recover from the low-level mistakes. Nore 
recently. several phonetic studies have explored the possibility of using formant tracks to 
discriminate consonant place (I<eri~ley-Port. 1982, Sussman et al., 1991) and vowel quality 
(Hillenbrand et al., 1995). These phonetic studies almost without exception rely on human 
judges to measure the formant frequencies, because automatic formant tracking algorithms 
are considered unreliable. Both the early recognition studies and the more recent phonetic 
studies assume that formant measurements must be perfect in order to be useful. Since the 
formant measurements produced by a tracking algorithm are never perfect, the algorithms 
have been judged to be useless. 
This thesis proposes the use of imperfect automatic formant and front cavity reso- 
nance rlleasurements as a tool in the analysis of phonetic variability. Phonetic classification 
(specifically. classification of consonant place) is used in this thesis as an experimental tool 
for analysis of the variability in automatic formant and burst spectral measurements. but 
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Figure 1-1: F2 onset (first measurable F2) as a function of F2 target (40x11s after consonant 
release). ineasured by human judges in 131 stop tokens from TIh,IIT. 
phonetic classification is not the primary goal of this thesis. Rather. :his thesis seeks to 
demonstrare that acoustic variability. acoustic measurement error. and phoneme classifica- 
tion error can all be interpreted as the product of articulatory variability, and that  the most 
useful analysis of any one of these ~nanifestations of speech variability is often an analysis 
nhich considers all four. 
This thesis seeks to develop methods of analysis nhich draw on the accumulated kno~vl- 
edge of both acoustic phonetics and speech recognition. First, a series of speech ~~roduc t ion  
models are drawn from the field of acoustic phonetics, which describe in detail the articula- 
tory sources of all of the types of acoustic variability considered later in the thesis. Second. 
the field of speech recognition contributes several useful statistical models, including mix- 
ture Gaussian error models and a hidden LIarkol. formant tracking algorithm. Finally. the 
production and the statistical models are used jointly. together with a few results from 
speech perception studies, to study and interpret the results of three phoneme classification 
experiments. 
1.1 Measurements Used in this Thesis 
Before we try to model measurement error? we first must decide what to measure. Following 
the philosophy set out above, we will try to measure formant and front cavity resonance 
information a t  consonant releases. This section will explore what that might mean in a 
little more detail. 
Sussman et al. (1991) have demonstrated discrimination of consonant place on the basis 
of ''locus equations," that is, by modeling the onset frequency of the second formant (F2) as 
a linear function of its frequency a t  the center of the vowel. Figure 1-1 is a plot of onset F2 
versus vowel center F2? measured by human judges on 66 voiced and 65 unvoiced stop-vorvel 
syllables from the TIXIIT database (Zue et al., 1990). (The labeling of these 131 syllables 
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Figure 1-2: F3 onset :first measurable F3) as a function of F3 target (40ms after consonant 
release): measured by human judges in 131 stop tokens from the "test" subdirector>. of 
TIAIIT. 
n-ill be described in more detail in chapter 3 of this thesis). This plot is not nearly as clean 
as the plots in Sussman's study, but it includes a lot of variation specifically excluded in 
that article: these tokens are extracted from a variety of word contexts, and are produced 
by more than 100 different speakers, ~vith no preliminary averaging of tokens. Despite the 
extra ~.ariability, there is potentially useful information in this plot. Labial and velar onset 
frequencies seem to rise in parallel as a funct~on of the vorvel target. while alveolar onsets 
are entirely confined between 1500 and 2500 Hertz (except one /duh/ ' with an onset ar 
1200 Hertz). Labial onsets, in fact, are mostly separate from the other two clouds, with the 
lowest onset frequencies for almost every possible target. 
Figure 1-2 is a plot of F3 onset frequency versus vowel center F3, for the same 131 stop 
releases. The three places of articulation are not as well separated in this plot as they were 
in figure 1-1, but there is at least a tendency for the F3 onset of labial stops to be lower. 
for each F3 target, than the onset frequencies of alveolar and velar stops. Perhaps if we 
combine information from figures 1-1 and 1-2, we can do a little better a t  separating out 
the labial stops. 
Figure 1-3 displays information from the two previous plots, compressed into two di- 
mensions using linear discriminant analysis. Linear discriminant analysis (LD.4) is generally 
considered a bad algorithm for phonetic classification, because it ignores all information ex- 
cept the means of each cloud, and the total average covariance. One of the main points of 
Sussman's study, in particular, was that inter-phoneme differences in covariance, which are 
not modeled by LDA, are important in classifying stops. Despite the obvious drawbacks of 
LD.\: it ~vill be used extensiveljr in this thesis for simple, preliminary classification tasks. 
'Phonetic quality is represented. in this thesis. using TIh,lIT notation. For example, /d/  is the voiced 
alveolar stop release, and /uh/ is the lax high back vowel. 
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Figure 1-3: Composite F2 and F3  measurements, designed to differentiate lip and tongue 
places of articulation. 
Reasons for this choice will be discussed in section 1.5. 
In figure 1-3. the abscissa is an LD.4 composite of F2 measures. and the ordinate is an 
LD-1 conlposite of F3 measure. Both composite measurements were designed to separate 
the data into two clouds. one c10:id consisting of labial stops, the other consisting of alveolar 
and velar stops (which we can collectively refer to as "lingual" stops). I11 this figure, by 
combining the F2 and F3 locus plots. we have vastly improved the separation of labial and 
lingual stops. I11 fact, figure 1-3 may represent the best labial/lingual separation we can get 
(on this data set) using measurements of F2 and F3. I t  is time to add another measurement. 
Blumstein and Stevens (1979) suggest a classification scheme which takes ad~.ailtage of 
the fact that alveolar and velar stops are released into a resonant front cavity, while the 
turbulent burst of a labial stop is released directly into open space. The resonant shaping 
of an alveolar or velar stop can add 10 to 20 dB to its amplitude, making alveolar and velar 
stops typically more intense than labials. Figure 1-4 plots the amplitude of the largest peak 
in the F2-FG range of the burst spectrum, as measured by human judges on the same 131 
stops. against an LD.A composite of the four formant measuremellts introduced previously. 
-4mplitudes are measured in decibels, with reference to an arbitrary constant. TIAIIT 
recording levels are norrnalized (Zue et al., 1990); observations by the judges suggest that 
variation in the recording level probably accounts for no more than 6-10dB of the range of 
variability in each cloud. 
The separation in figure 1-4 is quite good. -4 reasonable curved boundary between the 
labial and lingual clouds would result in six or seven errors. or an  error rate of about 5%. r-\ 
linear boundary, calculated, for example, using LDA, would result in at least eight errors. 
Sow that we've identified most of the labial stops. we need measurements to separate 
the velar and alveolar stops. Figure 1-5 sholvs the front cavity resonance, a t  release of the 
alveolar and velar stops from the previous figures, plotted as a function of F2 onset. Tlle 
separation is almost total: the front cavity resonance of velar stops only rises above 2500 
Burst Amplitude vs. Composite Formant Measure (o=labial.+=alveolar,x=velar) 
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Figure 1-4: -41nplitude of the highest peak in the F2-FCi range of the burst spectrum, plotted 
against a composite formant measurement designed to separate lip and tongue stops. 131 
tokelis, measured by human judges, from the "test" subdirectory of TIh.IIT. 
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Figure 1-5: Frequency of the front cavity resonance, as a function of F2 onset. 88 alveolar 
and velar stop releases, extracted from the "test" subdirectory of TIhlIT, measured by 
human judges. 
Hertz in front vo~irel context, that is, when the F2 onset is high, and there is orlly one 
alveolar token with a front cavity resonance below 3000 Hertz. In fact, the phonemically 
alveolar token at 2000 Hertz is not phonetically alveolar: the preceding vowel, an /er/, has 
pulled the tongue blade back to a retroflex place of articulation. A linear boundary between 
the alveolar and velar stops in this figure results in complete separation of alveolar and velar 
tokens: the retroflex alveolar should perhaps receive special handling, because of the novel 
place of articulation. 
To summarize: with only four formant measurements and two burst spectral measure- 
ments, we have succeeded in separating all but 6 or 7 out of 131 manually labeled utterances. 
As a classification argument, of course, this reasoning is sometvhat circular. First, we are 
testing on the training data. Chapter 5 will demonstrate that  a simple pairwise LD.4 
classifier. trained on a separate training set, classifies this data with 89% accuracy. 
Second. the argument in this section is some\vhat circular because the human judges. 
who had access to the orthography, may have introduced some bias into the measurements. 
The question of measurement bias is an important one, ~vhich is difficult to avoid when 
asking human transcribers to make complex measurements. The only way to directly ad- 
dress the question of measurement bias is by coding the measurement procedures into an 
algorithm. and testing for differences between the algorithm and the measurements it is 
supposed to imitate. If human measurements can be used to classify speech, and if al- 
gorithlns can imitate human measurements, then it should be possible to classif!. speech 
automatically using the algorithms. The problem of classifying speech using human mea- 
surenients has been addressed here br~efly: the problem of writing algorithms to imitate 
human measurements will be the subject of this thesis. 
1.2 Previous Studies: Automatic Formant Tracking 
llan!. high quality automatic formant trackers have been developed over the years. This 
section will discuss only the ttvo ~vliich have contributed most directly to the work in this 
thesis: an LPC-based tracker, which was used to provide inputs for the rule-based system 
described in chapter 3 of this thesis, and an earlier hidden AIarkov model (Hl I l I )  tracker. 
the design of which provided much of the foundation for the tracker developed in chapter 1. 
This section will discuss these two formant trackers in chronological order, beginning with 
the HI111 tracker. 
1.2.1 An HMM formant model 
One of the first formant trackers to make use of a global dynamic programming search 
algorithm n-as the HMhl formant tracker developed by Kopec (1986). 
In I<opec's HAlAl formant tracker, the formant frequencies are vien*ed as hidden "states" 
of the speech production mechanism, which condition the production of output spectra. 
The search space consists of the set of possible formant frequency combinations, simplified 
by either vector or scalar quantization, in order to reduce the computational load. The 
transition probabilities are trained on data, and are generally monotonicallg decreasing as 
a function of the absolute change in frequency. 
'Stops with retroflex and lateral right contexts were omitted from this database, specifically to avoid 
confounding alveolar, retroflex, and lateral places of articulation. The retroflex stop shown in figure 1-5 
assimilated retroflex articulation from its left context, which was not examined prior t o  analysis. 
Kopec's tracker uses a discrete output model. The spectrum of a speech frame being 
examined is first vector quantized using an LPC distance metric, and the local probability 
of affiliation with each candidate formant is determined by table lookup. These local output 
probabilities are then combined with the transition probabilities using the forward-backward 
algorithm, and the resulting a posteriori formant probability distribution is used to calculate 
the conditional expected value of the formant. 
The formant frequencies generated by Kopec's algorithm mere tested as additional fea- 
tures in an HhlM digit recognizer with explicit duration models, whose other acoustic 
features included the LPC spectrum, and the low-pass and total spectral energies (Bush 
and Kopec, 1987). As with all previous attempts to use formants in speech recognition, 
there was no attempt to explicitly model the measurement uncertainty of the formants, 
and the recognition algorithm may therefore have suffered from formant tracking errors. 
Since the recognition algorithm was given the same LPC spectra from which the formant 
frequencies were calculated, the authors argue, the possibly erroneous formant frequencies 
were effectively a corrupted version of information already available to the recognizer. Even 
so, the first derivative of F2 was found to increase digit recognition scores. First derivatives 
of F1 and F3 decreased recognition scores very slightly, while static information about any 
fornlant significantly decreased recognitiori scores. 
1.2.2 Finding the roots of the LPC polynomial 
Linear predictive coding (LPC) was first proposed as an algorithm for efficiently finding the 
resonant frequencies of the vocal tract (.Atal and Hanauer, 1971), and is still used for that 
purpose. The formant tracker developed by Talkin (1987) and distributed by Entropic Signal 
Processing (1993) consists of two stages: a signal processing stage, which generates formant 
candidates by solving for the roots of an LPC polynomial, and a dynamic programming 
stage. which finds the most likely sequence of formants from the set proposed by LPC. 
In his 1987 presentation, Talkin suggests several technical guidelines for LPC analysis. 
Perhaps the most interesting of these is his discussion of window choice. Talkin suggests 
that a window with high spectral sidelobes can significantly degrade a spectrum with a 
large dynamic range. The formant tracker distributed by Entropics uses, by default. a 
19ms cosine-to-the-fourth (cos**4) ~vindo~v. This windolv has a temporal and frequency 
resolution similar to that of a lGms rectangular window or 32ms Hanning window. but has 
much lon-er spectral sidelobes than eit!ier. 
In the second stage of the formant tracking algorithm, all possible mappings between 
the LPC roots and the desired formants are enumerated: and a Iriterbi algorithm is used 
to find the optimum alignment. Local formant assignment costs are proportional to the 
bandwidth of the LPC root: and to the absolute deviation between the root frequency 
and an average formant value. Transition costs are proportional to the change in formant 
frequency, divided by an estimate of overall spectral change. 
1.3 Previous Studies: Acoustic Cues for Place Classification 
111 deciding what to measure, this thesis will depend on several previous acoustic phonetic 
studies which have explored the acoustic correlates of consonant place. X,lost of the acous- 
tic correlates of stop consonant place proposed in the literature fall into three categories: 
descriptions of the spectral shape of the onset, measurements of formant motion, and time- 
frequency spectral plots, commonly referred to as dynamic spectra. Of the various acoustic 
correlates of place proposed for nasal consonants, formant and dynamic spectral measure- 
ments are the only acoustic features which have been proven to be useful for classification. 
1.3.1 Onset spectral measurements for classification 
One of the first studies investigating the use of onset spectra to classify the place of stop 
consonants was published by Halle, Hughes, and Radley in 1957. In this study, the authors 
gated twenty milliseconds from the releases of 99 stops (11 contexts, 3 places of articulation, 
3 speakers). The authors noted first that velar stops in front vowel contexts were "acute," 
with strong peaks above 2000 Hertz, while velar stops in back vowel context were "grave," 
with spectral peaks at much lower frequencies. The authors therefore adopted a two-tiered 
ciassification system. A stop was first classified as either acute or grave. on the basis of a 
ratio of high-frequency to  total spectral energy. Acute stops were then judged to be velar if 
most of the energy was concentrated between 2000 and 4000 Hertz. and alveolar otherwise. 
Grave stops were classified as labial or velar based on measurements of the peak frequency. 
and of the dominance of the largest spectral peak. These measures resulted in about 79% 
correct classification of place. 
Blumstein and Stevens (1979) classified the onset spectra of stops (band-limited to 5000 
Hertz) by fitting them to fised templates. The templates were developed in part based on 
speech production theory, and in part based on the analysis of 30 training tokens produced 
b!. two speakers. The templates were then tested using pre-emphasized LPC spectra with 
a 26 millisecond window. band-limited at 5000 Hertz. from the onsets of 150 stops uttered 
by six speakers. The labial template was characterized as "diffuse falling," and required 
the largest high frequency peak and the largest low frequency peak to fall within lOdB 
of each other. with variability allon7ed below about 1500 Hertz. The alveolar template 
was characterized as "diffuse rising," and required the largest two spectral peaks, with the 
esception of a possible F2 peak near 1800 Hertz. to fit within a pair of reference lines 
separated by lOdB and rising a t  about lOdB per kiloHertz. Finally, the velar template was 
characterized as "compact," and effectively required a single peak between 1200 and 3500 
Hertz to be about lOdB larger than all other peaks in this range. Using these templates. 
the authors were able to classify the test tokens with about 85% accuracy. 
1.3.2 Formant frequency information 
It has been known, since the perceptual work of Delattre, Liberman, and Cooper in 1955. 
that formant frequencies may signal the place of a stop, but the degree to which formant 
frequencies are actually used for this purpose in naturally occurring consonants has been 
the subject of considerable controversy. 
In 1961, Lehiste and Peterson measured formant transitions a t  the release of 1263 conso- 
nants (one speaker), and found so much overlap between the different consonants that they 
declared formants to be useless for the classification of naturally occurring stops. Their 
cor~clusion was quantified in 1982 by Kewley-Port, who measured, by hand, three-point 
approximations to the formant trajectories in 120 test tokens uttered by a single speaker. 
She found that the onset frequencies of F2 and F3, taken together, correctly classified 97% 
of the tokens given a known votvel context (and given a classifier trained on the test data), 
but stop place identification independent of vowel context was only 68% correct. 
Sussman, McCaffrey, and hlatthe~vs (1991) modeled vowel-dependent formant coarticu- 
lation as a simple linear relationship between the formant at voice onset and the formant at 
vowel center. They found that the degree of coarticulation - the correlation between these 
two measures - varied significantly depending on the place of articulation, and that correct 
modeling of this correlation was essential to correct, classification. They used a quadratic 
discriminant to classify the average of five repetitions of each of 600 test syllables (3 stops, 
10 vo~vels, 20 speakers), and achieved 77% correct classification of these average utterances. 
1.3.3 Dynamic spectral information 
Most recent classification studies have used dynamic spectral information as input, typically 
computed as a simplification of periodic spectra in the first 40 to 70 milliseconds after 
consonant release. Ke~vley-Port (1983) classified the three voiced stops with 88% accuracy 
by using a template method, based partially on the templates of Blumstein and Stevens, with 
40 millisecond sequences of LPC spectra (step 5ms) as input. Waibel et al. (1989) used 
highly-trained speaker-dependent neural networks (three speakers; training and test sets 
each contained 2620 tokens per speaker), with 150 millisecond mel-frequency spectrograms 
as input (step lOms), to classify the three voiced stops with 98.5% accuracy. 
In a study comparing several acoustic feature sets, Xossair and Zahorian (1991) realized 
their best classification performance using a 60 millisecond smoothed cepstrogram (step 
10ms) on training and test databases which each consisted of 1260 tokens from 15 speakers 
(5 male, 5 female, 5 children). The first seven cepstral coefficients (including the spectral 
mean) were temporally smoothed using a third-order discrete cosine representation, and 
then modeled using a Gaussian classifier. The six English stops were classified with 91% 
accuracy; place classification given the voicing of a stop was also roughly 94% correct. 
Sossair and Zahorian compared their results with a dynamic spectral representation. 
described above, to the results achieved with a static onset cepstrum, and ~vith formant 
frequencj. and amplitude tracks. The static onset cepstrum was calculated ~ i ~ i t h  a 261ns 
~vinclon. (nieant to imitate the window used by Blumstein and Stevens) and bilinear fre- 
quency warping. and yielded 82% correct place classification. Formant frequencies and 
amplitudes were calculated using an automatic formant tracker; the first three formant 
frequencies alone yielded 65-70% correct ciassification, while the combination of formant 
frequencies and amplitudes yielded 8045% correct classification. 
1.3.4 Classification using TIMIT 
A11 of the published studies reviewed above report classification scores using isolated or 
stressed monosyllables. In contrast, the speech heard by humans in normal conversation 
contains stop releases in a wide variety of phonetic and prosodic contexts, and this added 
variability presumably makes identification of the place of a stop somewhat more difficult. 
-411 of the experiments reported in this thesis rely on data from the TIhiIIT database 
(Zue et al., 1990), a national standard for the development of phonetic classifiers. TIAIIT 
consists of transcribed sentences read by 630 speakers. Stop release tokens in TIMIT occur 
in a wide variety of phonetic and prosodic contexts. 
One of the first classification studies using data extracted from TIMIT was published 
by Lame1 (1988), who classified stop consonants using a rule-based classification system. 
Based on manual transcriptions of formant frequency, burst information, and voice onset 
time. Lame1 reported 90% correct classification of stop consonant place. 
llost state of the art classifiers depend on a sort of dynamic spectral representation, 
usually consisting of me1 frequency cepstral coefficients (XIIFCCS) and their temporal deriva- 
Classified As: 
Place of Tokens labial alveolar velar 
alveolar 
velar 503 92 
Table 1.1: Stop place classification scores derived from the data of Chun (1996). The 
classifier is trained using the TIRUT TRAIN database (3696 sentences), and classification 
scores are reported for the TIMIT DEV database (400 sentences). 
tives. Chun (1996) reported classification results using 36 time-averaged hilFCCs (12 coeffi- 
cients x 3 frames), 24 AilFCC derivatives (12 x 2 ) :  and the logarithm of segment duration. 
Results for the classification of place of unvoiced and voiced stops have been extracted from 
his data, and are sho~r-n in table 1.1; overall classification of stop place is 91% correct. 
1.4 Discussion: Acoustic Correlates of Place 
The available studies shoiv remarkable agreement on the sufficiency for place classification of 
the three reviewed types of acoustic correlates. Burst spectral cues are apparently sufficient 
to classify place with 80-85% accuracy. Formanr; frequencies, taken alone, are sufficient to 
classify place with about 6570% accuracy (Sussman et  al. apparently achieved higher rates 
by averaging out some of the relevant variability). Dynamic spectral cues are sufficient to 
classify place with greater than 90% accuracy across speakers. and lvith 98.5% accuracy 
using IYaibel's highly trained speaker-dependent model. 
This thesis proposes to study formant frequencies and burst spectral cues for use in the 
clg,sification of consonant place. Our experiments in section 1.1, and in chapter 5 ,  support 
the conclusions of Lame1 (1988), who found that a combination of formant frequencies and 
burst spectral information measured by human judges can be used to classify the place of 
TI l I IT  stop consonants with about 90% accuracy. Since the best reported classification of 
stop place in TIAIIT is about 91% correct (Chun, 1996), we can conclude that burst spectral 
measure~nents and formant frequencies measured by human judges are sufficient to classify 
stop place with an accuracy roughly equal to the state of the art. 
Duplicating the measurements of human judges automatically, ho~vever. is difficult. Au- 
to~natic measurenlents of formant frequencies and burst spectral measurements do not seem 
to have been used together for classification in the past, but Nossair and Zahorian's (1991) 
automatic measurements of formant frequency and amplitude provided significantly worse 
classification than a periodic cepstral measurement. Formant and burst spectral measure- 
ments, it seems, suffer degradation caused by acoustic measurement error, while a dynamic 
cepstral representation does not. If the primary goal of this thesis were classification, there- 
fore. it would be logical to begin with a state of the art dynamic cepstral representation. 
In this thesis, phonetic classification is not the primary goal. Instead, classification is 
used here as a tool for the analysis of speech production variability, and the primary goal 
is an integrated analysis of variability in production, acoustics, and phonetic classification. 
The goal of an integrated analysis is most easily reached if the acoustic measurements reflect 
known relationships between articulation and acoustics. 
Formant frequencies, and the front cavity resonance of a burst spectrum, can be defined 
in either articulatory or acoustic terms. In this thesis, both measurements are defined in 
articulatory terms (as the eigenfrequencies of the vocal tract, and of specified vocal tract 
cavities, respectively), but the acoustic definition (as a particular set of ordered spectral 
peaks) is closely related, and often results in almost identical parameter values. Since 
formant frequencies and the front cavity resonance can be defined in either articulatory or 
acoustic terms, they are not strictly either articulatory or acoustic measurements. Rather, 
the measurements of formants and front cavity resonance at  a particular stop release can be 
defined as a physical instantiation of aspects of the theory of acoustic speech production, 
effectively serving as a bridge between uniquely articulatory and uniquely acoustic measures. 
-4s a bridge between articulation and acoustics, formant frequencies and the burst front 
cavity resonance are uniquely suited for the integrated analysis of variability proposed in 
this thesis. -411 error analysis and classification experiments in this thesis are therefore based 
on acoustic measurements of formant frequency and burst spectral characteristics. 
1.5 Discussion: Classification as a Tool for the Analysis of 
Variability 
The goal of this thesis is an analysis of acoustic speech variability in terms of the known 
relationships between articulation and acoustics. In order to make the results as accessible 
as possible to other researchers, the experiments in this thesis use data from a large speech 
database (TIMIT) which is available to all interested researchers from the Linguistic Data 
Consortium. a broad consortium of companies, universities: and government agencies based 
at the University of Pennsylvania. The choice of a purely acoustic database. however, limits 
the degree to which articulatory esplanations of variability can be confirmed using statistical 
methods. 
Two types of variability are the focus of most of the analysis in this thesis. First. 
measurement errors are analyzed extensively: production models are developed to analyze 
the sources of measurement error. and statistical tools are used to describe the distribution 
and context dependence of error. Second, variability in formant frequencies and burst 
spectral measurements is analyzed as a function of consonant place. and of phonetic context. 
.\caustic measurement variability as a function of phonetic category is generally ana- 
lyzed. in the literature. using one of two types of statistical tool. Analysis of variance (and 
other sinlilar tools) seeks to determine whether the difference between categories. compared 
to the variation within a category, is too large to have been produced by random variation. 
Classification analysis, on the other hand, seeks to determine whether there is any overlap 
between categories, that is, whether the difference between categories is sufficiently large to 
completely separate the categories. 
\'ariation of acoustic measures as a function of consonant place, and the interaction 
between measurement error and consonant place, are primarily analyzed in this thesis using 
the tools of phonetic classification. Classification analysis is chosen as a more useful tool 
than analysis of variance for three reasons. 
First, classification analysis is, in a sense, less forgiving than analysis of variance. Xnal- 
ysis of variance seeks only to find out whether the phonemes are separated; classification 
analysis attempts to find measurements ~irhich separate them with no overlap. 
Second. classification analysis using formant and burst spectral measurements can be 
easily compared to results published in the literature. Thus, for example, the effect of mea- 
surement error is characterized in chapter 5 of this thesis as a drop in a phonetic classification 
score, from 89% using manual measurements, to 76% using automatic measurements. Both 
numbers can be compared, with reasonable confidence that the comparison is warranted. 
to the classification scores obtained by other researchers using the TIhlIIT database. 
Third, the separation of consonant place using classification analysis can be compared to 
the ability of human listeners to discriminate stops. Variability in the acoustic production of 
speech sounds is easily measured, but it is often more difficult to characterize the relationship 
between acoustic variability and perceptual errors. Chapter 5 will compare the error pattern 
of a phonetic classifier, as a function of phonetic context, to the error patterns of human 
listeners. This analysis is intended to suggest that the sources of perceptual error may be 
modeled by analyzing the sources of classification error, although any more rigorous pursuit 
of this suggestion is beyond the scope of this thesis. 
For the reasons given above, phonetic classification is used extensively in this thesis as 
a tool for the analysis of speech production variability. Before proceeding, ho~vever, n.e still 
need to discuss the choice of a classifier structure. 
In this thesis, acoustic measurement error and phonetic classification error are treated 
as manifestations of acoustic variability. It turns out that the relationship between classifi- 
cation error and acoustic variability can be modeled very precisely by feeding a parametric 
model of the acoustic measurement distribution to the classification rules of a parametric 
classifier. This method for modeling classification error will be described in section 5.1. 
Of the available parametric classifiers. a classifier based on linear discriminant analysis 
(LDX) is perhaps the easiest to visualize, and to analyze numerically. In an LD.4 classifier. 
a set of acoustic measurements is first ~veighted and summed to produce a one or two dimen- 
sional linear discriminant representation, and then the linear discriminant representation 
is classified using a fixed classification threshold. The linear discriminant representation of 
the data can be plotted for visual inspecthn (as in section 1.1). and the probability of a 
measurement crossing the threshold and being ~nisclassified can be expressed in closed forin 
as the integral of the acoustic measurement distribution (as shown in sect ion 5.1). 
Linear discriminant analysis is not the best structure for phonetic classification. as 
discussed in section 1.1, but it lends itself well to an analjrsis of classification error as a 
function of acoustic variability. In this thesis. classification is a tool, used in the pursuit 
of better models of variability. Since LD.\ classification lends itself to the more important 
analysis goals. it is used in most of the reported classification experiments in this thesis. 
1.6 Thesis Outline 
The goal of this thesis is an integrated analysis of speech production variability, in which the 
descripti1.e ponrer of statistical models is combined with the explanatory power of speech 
production models. The organization of the thesis is designed to build the reader's under- 
standing of speech variability in three stages. First, chapter 2 describes variability in models 
of speech production, and the link between articulatory and acoustic variability. Second. 
chapters 3 and 4 describe the link between acoustic variability and acoustic measurement 
error. Finally, chapter 5 describes the dependence of classification error on acoustic mea- 
surement error: and chapters 5 and 6 discuss the extent to ~vhich the relationship between 
acoustic variability and phonetic classification can be used as a model of the relationship 
between variability and human speech perception. 
Chapter 2 demonstrates that models of speech production can be used to explain. and 
under certain circumstances to predict, characteristics of acoustic variability. -4 model of 
turbulence noise is developed to show that in some cases, the form of ilariability in the speecll 
spectrum can be derived entirely from physical principles, without considering variations in 
speaker anatomy or speaking style. The more common case, in which anatomy and speaking 
style play an important role in the form of variability, is exemplified by a discussion of the 
transfer function amplitudes of front and back cavity resonances during frication. In this 
case, it is argued that physical principles can set useful limits on the range of variability, 
but that more detailed knorvledge of the form of variability must be gathered empirically. 
-4 method for the empirical study of variability is proposed, in which variability in acoustic 
phonetic measurements is described using statistical models, and explained using speech 
production models. 
Chapters 3 and 4 describe procedures for combining production knowledge and empirical 
observation in the design of acoustic measurement algorithms. In chapter 3, a knowledge 
engineering approach is attempted, in which a trained phonetician designs rule-based algo- 
rithms to imitate his own formant and burst spectral measurements on a training corpus. 
The size and frequency of measurement errors produced by the finished algorithms are then 
evaluated on an independent test set, and aggregate statistical models of the distribution 
of error are developed. Finally, the usefulness of aggregate models of measurement error in 
studies of speech production variability is discussed. It is argued that many acoustic mea- 
surement errors can be predicted by the presence of ambiguities in the acoustic spectrum, 
that this information is useful, and that the aggregate error models developed in chapter 3 
ignore this information. 
Chapter 4 demonstrates that the uncertainty in a given formant measurement can be 
predicted from the presence of measurable ambiguities in the acoustic spectrum. -4 novel 
procedure for combining production knowledge and empirical observation is suggested. in 
which production knowledge guides the design of an HhllM formant tracking algorithm, 
which is then trained on empirical data. It is shown that in formant tracking applications, 
an HSISI formant tracker is able to generate a poster:~ri estimates of the measurement 
uncertainty for each formant, based on the information about acoustic cues contained in 
the model structure and parameters. The a posteriori uncertainty estimates generated by 
the proposed formant tracker are evaluated by comparison to the known measurements of 
two human judges on a test set. 
Finally, chapter 5 describes several phonetic classification experiments which explore 
the relationships among acoustic variability, acoustic measurement error, and classification 
error. First, linear discriminant classification of place is tested using both manual and 
automatic acoustic measurements. The difference between the performance using manual 
measurements and the performance using automatic measurements is taken to be the effect 
of measurement error, and it is shown that the difference in classification performance is 
well predicted by the aggregate error models of chapter 3. Second, both rule-based and 
HAIAI measurement algorithms are used in context-dependent classification of place over a 
large database. 1Trhile the total classification score is some~vhat disappointing, the pattern 
of errors as a function of phonetic context is shown to be similar to the pattern of errors 
of human listeners, indicating that the kinds of acoustic variability ~irhich most confuse the 
classifiers may be the same kinds of \variability which confuse human listeners. 
Chapter 6 summarizes conclusions. and suggests future work. 
Chapter 2 
Speech Production Theory 
The speech production mechanism can be modeled as the filtering of a variety of high- 
impedance, nonlinear sources through two linear filters (Fant, 1960). The first filter, T (  f ), 
represents the ~ o c a l  tract transfer function from a source flow S( f )  to the volume velocity 
at the mouth, 
G ( j )  = T(.f)S(f) (2.1) 
The second filter is the radiation characteristic R( f ) ,  which models the conversion from 
mouth flon to radiated sound pressure, 
In this thesis, the radiation characteristic is assumed, throughout, to be the characteristic 
of a simple point source: 
~f - j n x j r / c  R ( f )  = j-e 2r 
.cr.hcre p is the density of air (approximately 0.00112g/cm3), and r is the distance between 
the mouth and the microphone. 
This chapter covers lariability in the source spectrum S(f). variability in the transfer 
function T (  f ) ,  and finally, predicted correlations between T(f)  and the place of articulation 
of a consonant. The first two sections each conclude with a discussion of measurement issues 
stemrning from. respectively, source variability and transfer function variability; when work 
in these sections is believed to be original, it is identified as such. Readers who are not 
already familiar with speech production theory may find this review overly concise, and 
may wish to refer to the more thorough presentations in Flanagan (1972) or Stevens (in 
preparation). 
Although this chapter is intended to serve as a review of speech production theory, it is 
also intended to contribute to our understanding of speech variability. This chapter begins 
by reviewing standard acoustic phonetic models of average speech production, of the type 
~vhich are often used in speech analysis and speech synthesis. After establishing models 
of average production, however, some of the sections in this chapter proceed to develop 
acoustic phonetic models of the range, or even of the probability distribution, of speech 
production \,ariability. Some of these models will be used in chapter 3 as background for 
the design of acoustic correlate measurements, but all of them are also intended to serve 
as examples in support of one of the hjrpotheses central to this thesis. The discussions of 
variability in this chapter are intended to support the hypothesis that speech production 
-) [ Aspiration 1 Voicing Transient 
Frication 
Figure 2-1: During the release of an unvoiced stop, four distinct acoustic sources are ac- 
tivated. The source contributions overlap in time; for example, ringing of the transient 
continues past the onset of frication. 
models, which 11a1.e been used successfully in the past to explain sample acoustic correlate 
rneasuremelits, are also helpful in esplaining the aggregate distribution of acoustic correlate 
variability. 
2.1 Speech Sources 
During the release of a stop. three or four distinct acoustic sources are activated. in the 
sequence shown in figure 2-1, with some temporal overlap between sources. First, when the 
oral constriction is released. the pressure drop across the constriction is equalized with an 
audible air flow transient. which may escite the transfer function with sufficient strength to 
ring audibly for several milliseconds. During and after the ringing of the transient. turbulent 
flow develops in the constriction. generating frication sources at the constriction for 5-20 
milliseconds or more. 
-1s pressure drops in the vocal tract. frication ceases. and the source of escitation shifts to 
the glottis. If t i e  stop is unvoiced and syllable initial, the vocal folds are actively held open 
for 10-100 milliseconds after release, during which time the turbulent glottal jet generates 
audible aspiration noise. If the stop is voiced, on the other hand, regular sonorant voicing 
begins as soon as the oral pressure is lo\v enough, and usually within 25 milliseconds after 
release. 
This section reviews the spectral shapes of transient, turbulent, and voicing sources. 
2.1.1 Transient source 
Il'hen the oral constriction is first opened during release of a stop, the pressure drop across 
the constriction is equalized with an audible air flow transient. 
Given an adequate rnodel of the variable resistor in figure 2-2, it is possible to ap- 
ply standard transmission line theory to predict the shape of the acoustic transient. The 
relationship between pressure and flow across most vocal tract constrictions can be ap- 
R, Constriction 
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Figure 2-2: Transmission line model of the vocal tract configuration immediately after 
release of a stop. The characteristic impedance of the vocal tract is 20, the constriction 
resistance is R,(t), the glottal impedance is set to infinity, and the radiation impedance is 
set to zero. The back cavity is charged to a non-zero pressure, which is equalized quickly 
"OIVS. as the admittance of the constriction g, 
prosimated using a conservation of energy constraint, as follo\vs. .4ssuming that  the area 
.-It upstream from the vocal tract is much larger than the area A, of the constriction, the 
average velocity of individual air particles v needs to increase considerably upon entering 
the constriction in order to maintain a constant volume velocity Uo = vA. By equating the 
increase in kinetic energy to a corresponding loss in potential energy, tve derive Bernoulli's 
~i-here k = 1 is a coilsta~it nhich depends on the shape of the constriccion. The equivalent 
acoustic resistance of the constriction can be derived by linearizing equation 2.4 for sinall- 
scale perturbat ions to a relatively steady-state gross floiv, U = Uo + dU:  
Based on equation 2.4 and standard transn~ission line theory, AIassey (1991) has shown 
that the flon. through the constriction initially grows in direct proportion to the constric- 
tion area. -4ssuming that the area of the constriction at  the moment of release is well 
approsirnated by some power of f .  =l,(t) z aota,  the initial flow transient spectrum (before 
consideration of the radiation characteristic) is proportional to a. f-(a+') at higher frequen- 
cies. Empirically. llassey has shown that the transient spectrum typically shows an f - 2  
dependence. 
2.1.2 Turbulent sources 
Stevens (1971) has described two types of sources which are important in the production 
of what we perceive as turbulence noise. Figure 2-3 shows schematized circuit models for 
these two sources. 
The first source: called a "monopole source." consists of random fluctuations in the flow 
through the constriction. These random fluctuations can be modeled as a flow source in 
parallel with the constriction impedance, as shown in figure 2-3a. The spectrum of the 
flow source has a low-pass characteristic, as shown in figure 2-4a. The amplitude of this 
source may vary considerably, depending on the lengt,h of the constriction, and depending 
on ~vllether or not there are any flow obstacles upstream from the constriction. 
(a) Turbulent signal: Monopole flow source 
P, (t) Turbulent 
(b) Turbulent signal: Dipole pressure source 
Figure 2-3: Circuit models for the monopole and dipole turbulent acoustic sources. Radia- 
tion impedance and impedance of the back cavity are ignored; the mouth flow U,(t) is just 
the flow through a short circuit at one end of the transmission line. The monopole source 
U,(t) is in parallel with the constriction impedance; the dipole source P,(t) is connected in 
series. typically 1-3cm downstream from the constriction. 
(a) Monopole Turbulent Source Spectrum (after Pastel. 1987) 
(b) Dioole Turbulent Source Speclrum (after Shadle. 1085) 
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Figure 2-4: (a) Alonopole turbulent source spectrum, based on the radiated spectra reported 
by Pastel (1987). (b) Flow source spectrum composed of the product of a dipole turbulent 
source, based on spectra reported by Shadle (1985), and a coupling factor G,(f) which 
assumes a vocal tract area of 5cm2 and a distance of 2cm between constriction and source. 
.Implitudes reported by Pastel and Shadle have been adjusted to represent 300Hz bands, a 
flow of 420 cm3/s, and a constriction area of 0.08 cm2. 
The second source, called a "dipole source," is caused by the collision of turbulent 
vortices with obstacles downstream from the constriction. These collisions cause random 
pressure fluctuations, which can be modeled as a series pressure source as shown in figure 2- 
3b. The amplitude of this source depends on several factors, including at  least the shape 
and angle of the flow obstacle (Gordon, 1969). The shape of the obstacle, and therefore 
the shape of the total turbulent source spectrum, depends significantly on the location and 
shape of the constriction. 
The transfer function between the dipole pressure source. Ps(f), and the mouth flov 
&(f) contains zeros at frequencies approximately equal to nc/2x, where x is the distance 
from the constriction to the flow obstacle. and n = 0,1,2: . . . . For most acoustic purposes, 
these zeros in the transfer function can be combined with the source spectrum to form an 
equivalent flow source spectrum Us (f ): 
where Zo is tlie characteristic impedance of the vocal tract. For an obstacle about 2~111 
don-nstream from the glottis, the spectrum of the equivalent flow source has roughly the 
frequency dependence shown in figure 2-4b. 
Aspiration 
The jet of air corning through the glottis is always turbulent, and therefore always produces 
turbulent noise. During modal voicing, however. this turbulence noise is usually hidden 
11y the voicing spectrum. -Aspiration usually becomes audible when the glottis is actively 
opened in order to produce an /h/. or the aspirated onset of an unvoiced stop. 
In aspiration. the dipole source dominates most of the spectrum. Since tlie coupling 
function G,( f )  has a zpro at low frequencies. and because the radiation spectrum is propor- 
tional to f .  aspiration only strongly excites poles with frequencies above about 1000 Hertz. 
In particular, during the early part of aspiration after a stop release, the first formant is 
usually below 500 Hertz, and is therefore only weakly escited by the aspiration source. Since 
the bandwidth of the first formant is also quite  vide during aspiration (see section 2.2.2). 
it is often difficult to find any spectral evidence for the first formant during aspiration. 
F'rication 
\\'hen an oral constriction, formed by the tongue or lips, is at least as narrow as the 
glottal constriction, pressure builds up across the oral constriction, and flow through the 
constriction becomes turbulent. This frication turbulence generates monopole and dipole 
acoustic sources similar to the sources produced at  the glottis during aspiration. 
As with aspiration, the shape of the frication source spectrum depends on the relative 
contributions of the monopole and dipole sources. and therefore, on the efficiency of the flow 
obstacles which cause dipole sources. Since the efficiency of the florv obstacle is a function 
of place of the consonant, it is possible that place of the consonant may be reflected in 
the shape of the source spectrum. During release of a velar stop. for example, Stevens (in 
preparation) has calculated that the dipole source dominates the spectrum above 2000-3000 
Hertz, and the monopole source dominates the lower-frequency spectrum. During release of 
an alveolar stop, the dipole spectrum is typically 5-10dB more intense than that of a velar. 
giving the source spectrum a high-pass characteristic. During release of a labial stop, the 
Schematized glottal flow pulses and spectrum 
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Figure 2-5: Schematized glottal flow waveform and spectrum. 
dipole spectrum is typically 5-lOdB less intense than the dipole spectrum of a velar, giving 
the source spectrum a low-pass characteristic. Stevens notes, ho~r-ever, that these relative 
amplitudes are quite variable, and may depend on both speaker and phonetic contest. 
2.1.3 Glottal vibration 
In normal glottal vibration. the pressure drop between the trachea and the vocai tract 
drives a jet of air through the glottis. which in turn drives the vocal folds to vibrate, much 
!ike a flag flapping in a strong wind (Titze, 1994) . The opening and closing of the glottis 
rnvclulates the glottal jet into a series of somewhat ~riangular flow pulses. This pulse train 
excites the vocal tract transfer function. and a delayed, filtered version of the pulse train is 
radiated from the mouth. 
Figure 2-5 shows a scllematized giottal flow waveform and spectrum, based on the 
paranietrized model of Fant. Liljencrants. and Lin (1986). The waveform is periodic with pe- 
riod TO. and the spectrum is only non-zero a t  frequencies ~vllich are multiples of FO = 1/TO. 
The waveform is roughly triangular, and there is a slope discontinuity a t  the instant of glot- 
tal closure. The slope discontinuity in the waveform transforms into a magnitude DFT 
proportional to l/ f 2  at  high frequencies, equivalent to a log-magnitude DFT with a slope 
of -12dB/octave. 
2.1.4 Measurement issues: time-averaged power spectrum 
Glottal vibration and transient sources are deterministic: a model of a voicing or transient 
source. adequately fitted to the data, tells us exactly the form of the Fourier transform 
S( f ) .  Given the form of S(  f ). and a measurement Xi f )  of the spectrum of speech radiated 
from the mouth, it is possible to estimate the transfer function (at frequencies where S ( f )  
is non-zero) by just dividing, T(f)  = X ( f ) / ( R ( f ) S ( f ) ) .  
Turbulent sources are stochastic: the Fourier transform X(  f )  of any finite length turbu- 
lent signal is a random vector. A model of a turbulent source can describe the expected value 
of the source spectrum, and perhaps even the distribution of its components, but no model 
will ever predict the exact value of an observation of X ( f ) .  There is a tendency, in speech 
analysis, to assume that any observation of the Fourier transform of the radiated speech 
waveform is approximately equal to its expected value, E[X(  f )] = R( f )T( f )  E[S( f )]. This 
section sketches an original derivation of the probability density of the squared spectrum 
lx(f)I2, and demonstrates that lx'(f)I2 is often quite different from its expected value. The 
time-al~eraged power spectrum (discussed in, for example Shadle 1985) is then presented 
as a better estimate of the expected value E[I,Y( f ) 1 2 ] ,  and, by way of proof, an original 
deri\.ation of its probability density is presented. 
If a turbulent acoustic signal is modeled as a stationary Gaussian random process. and 
assuming that the radiation characteristic has removed any mean flow, the acoustic signal 
x(t)  is completely characterized by its power spectrum (Papoulis, 1984), that is, by the 
Fourier transform of the autocorrelation: 
where the operator E[] denotes expectation, and E [x(O)x(.r)] is the autocorrelation of .x. 
Linear system theory tells us that the power spectrum of radiated speech is calculated by 
multiplying the power spectrum of the source. P,( f ) .  by the squares of the transfer function 
and radiation characteristic: 
Tlius. if n-e know the power spectrum of the source, and given a good estimate of the 
radiated power spectrum, the vocal tract transfer function can be estimated by simple 
division. The shape of the source power spectrum has been described in section 2.1.2. 
This sectiorl considers the problem of accurately estimating the power spectrum of radiated 
speech. 
The power spectrum is often estimated using a magnitude-squared short-time Fourier 
transform (squared STFT): 
where w(t) is some u-indolv function ivhich is zero for It( > T/2,  and x(t) are samples of 
the radiated speech signal. The squared STFT is a biased est,imator of P,(f), but it is an 
unbiased estimator of the smoothed power spectrum 
 here Tl'(f) is the transform of w ( t ) ,  and * indicates convolution. 
The real part Re{X(f)) of the Fourier transform is just a weighted sum of zero-mean 
Gaussian random variables, and is therefore itself a zero-mean Gaussian random variable. 
The square of any zero-mean Gaussian random variable is a scaled first order x2 random 
variable, where the order of the X2 variable can be denoted with a subscript: 
where the probability distribution of a x?, variable can be found in, for example, (Drake, 
1988). If Re{X(f)) and Im{X(f ) )  can be assumed to be have the same variance, 
then their squares can be added to produce a scaled second order X2 random variable: 
The 1-ariance of X; is 4, so 
In other words, the squared STFT is a particularly inefficient estimator of the power spec- 
trum: the ratio of the standard deviation of the estimate to its expected value is 1.0. ' 
The inefficiency of the Fourier transform as an estimator of the power spectrum is ~vell 
knon-n. Papoulis suggests reducing the estimator variance by smoothing the spectrum. This 
thesis rilakes use of a time-averaged power spectrum (see for example Shadle, 1985) which 
is functionally equir-alent to power-spectral smoothing (using appropriate windows), but 
requires significantly less computation. - 
-4 time-averaged power spectrum P,(f) is the average of several squared STFT spec- 
tra. computed using temporally sequential ~vindo~vs. If the signal is considered station- 
ary. and the nindows do not overlap. then each squared DFT 1A',(f)l2, n = 1.. . . . S. is 
an independent, identically distributed estlnlate of the power spectrum. In particular, if 
\Br(Re{S))=\-ar(Im{S)).  samples of the average squared spectrum are variables of 
order 2 S :  
- 
By taking logarithms. we can separate P,( f )  into a purely deterministic mean component. 
and a zero-mean random component: 
Based on equation 2.16, it is possible to calculate confidence limits on the amplitudes 
of spurious peaks and valleys in a time-averaged power spectrum. For example, a spectral 
estimate composed of the average of two consecuti\re spectra is distributed as a random 
'The assumption tha t  \'ar(Re{X})=Var(Im{S)) is satisfied by white noise filtered by an LTI system, 
but ]nay not be satisfied for other stochastic signals. I\'ithout using this assumption, Papoulis (p. 494) 
derived an inequality stating tha t  the standard dewation of iA'(f)12 is greater than or equal to  its expected 
value. Equation 2.13 can be viewed as a special case of h ~ s  result, in which the more restrictive assumption 
allo\vs us to  derive the probability distribution exactly. 
l~ariable. Based on standard x2 tables. me can calculate that about one percent of all such 
spectral samples are more than l l d B  below their expected values, and one percent are more 
than 5.2dB above. Notice the imbalance between positive and negative variation: random 
spectral nulls are much more likely than random spectral peaks. 
If neighboring frequency components are independent (as is true of Gaussian white 
noise processes), a random spectral null or peak in P,(f) almost always has the shape and 
width of the transformed windo~iy, w2(f). Using a 6ms Hanning window, for example, any 
grid of spectral samples separated by frequencies of 210.006 FZ 330Hz can be vien-ed as 
independent. If the spectrum is computed as the average of two consecutive 6ms Hanning 
windows, the analysis of the previous paragraph suggests that about one out of every 
hundred 330Hz bands measured in running speech (with non-overlapping windows) contains 
a randomly generated spectral peak of 5.2dB or more, while an equal number contain 
a randomly generated spectral null of l l d B  or more. The half-power b a n d ~ i d t h  of these 
spectral peaks and nulls is equal to the half-power bandwidth of It?( f ) .  which, for a Hanning 
window, is slightly less than the 330Hz band spacing. 
In reality. time-averaged power speccra are almost always computed using overlapping 
temporal windolvs. If rectangular n~indorirs are used. it is possible to prove linear dependence 
between STFT transforms computed using overlapping ~vindo~vs, so there is no theoretical 
advantage to using overlapping windows. If non-rectangular ~vindows are used. the spectral 
samples computed using overlapping ~i-indo~vs are correlated, but not linearly dependent, so 
using overlapping windows may improve the spectral estimate. \T7indons with tapered edges. 
for example. arc minimally dependent on ii-aveform samples a t  the edges of the window: 
he~lristically speaking, therefore. a spectral estimate P,(f) computed using windows n-hicli 
overlap by about TI2 should contain more information about the power spectrum than an 
estilnate colnputcd using lion-overlapping windows. 
2.2 Speech Filters 
This section discusses the relationship between positions of the articulators and the vo- 
cal tract transfer function. Factors which may make formants or front cavity resonance 
peaks difficult to measure, including pole-zero pairs and changes in formant bandwidth. are 
discussed in some detail. 
2.2.1 All-pole models 
The vocal tract. during a voivel is often modeled as an acoustic transmission line, with no 
side branches, and with no coupling through the glottis between the vocal tract and the 
trachea. To the extent that this model is correct, the vocal tract transfer function can be 
modeled with an all-pole spectrum: 
\\-here s = j2x f is the complex radial frequency in Hertz, s, = j 2xFn  - n B n  is the complex 
pole frequency, composed of the formant frequency F n  and bandwidth Bn ,  and s i  is the 
complex coxljjugate of sn. For example, i f  the vocal tract is modeled as a uniform tube of 
length 1, the formant frequencies are quarter-wave resonances of the tube: 
During the frication burst of a velar or alveolar stop, the cavity in front of the constriction 
can be productively modeled as a short uniform tube of length If, with no coupling through 
the constriction to the back cavity. According to this model, the transfer function T ( f )  is as 
given in equation 2.17, but with resonant frequencies Ffn which are quarter-wave resonances 
of the front cavity 
The frication burst of a labial stop is not shaped by a resonant cavity. If there is no coupling 
to the back cavity, the source flow spectrum S(  f )  of a labial burst is radiated directly, wit11 
a transfer function of T ( f )  = 1. 
So te  that we use a different notation for front cavity resonances Ffn than for formants 
F n .  In this thesis, an indexed formant frequency F n  always refers to the n t h  resonance of 
the entire vocal tract, and front cavity resonances are differentiated by the subscript f .  Since 
the front cavity is part of the vocal tract. the front cavity resonances are al~vays a subset of 
the formants, {Ff l ,  Ff2, . . .) C ( F l ,  F2 ,  . . .). The correspondence between the sets {Ff,) 
and { F n )  depends on the location of the consonantal constriction; this correspondence is 
discussed in more detail in section 2.3. 
-It the frequency of a vocal tract resonance? equation 2.17 can be approximated as 
In circuit theory. the first term on the right. FnlBn. is called the Q of the pole. The sec- 
ond term reflects the influence of lower-frequency formants, and the higher-pole correction 
H(Fn) reflects the influence of higher-frequency formants. 
The higher-pole correction can be large. If the vocal tract is uniform, circuit theory 
suggests that the higher pole correction is sufficiently large to make the amplitude of a 
formant peak IT(Fn)l  independent of the formant frequency F n ,  and dependent only on 
the I~andnidth  Bn. Stevens (in preparation) has shown that the amplitudes of resonances 
in the transfer function of a uniform tube are approximately 
rvhese S is the average formant spacing. If the vocal tract is not uniform, however, formant 
amplitudes depend significantly on the relative formant spacing. For non-uniform tubes. 
therefore. equation 2.21 may not be a good approximation, and equation 2.20 may be used 
to represent the influence of relative formant frequencies on amplitude. 
2.2.2 Factors which influence formant bandwidth 
Flanagan (1972) lists five sources of loss which contribute significantly to the formant band- 
~vidths B n ,  and therefore to the formant amplitudes: losses caused by viscosity, heat con- 
duction, non-zero wall admittance, non-zero giottal admittance, and non-zero radiation 
Figure 2-6: Circuit used for calculating the contribution of constriction losses to bandwidth. 
Resistance Rc and inductance LC are sho~vn in parallel with a constriction source flow Us;  
vocal tract is shoivn as a transmission line with characteristic impedance 20. 
impedance. Of these losses, only radiation losses and glottal losses (and constriction losses. 
which have the same form as glottal losses) will be important in this thesis. 
The impedance of any constriction in the vocal tract, including a constriction at the 
glottis, can be represented by a resistance and inductance in parallel with a source flow C;.. 
as shown in figure 2-6. The resistance R, and inductance LC can be calculated, based on 
Bernoulli's equation and Sewton' law, to be 
where 1, and -4, are the length and area of the constriction, Uo is the average flow through 
the constriction, and k is a constant that depends on the constriction shape, but is usuallj. 
close to unity. If the vocal tract is modeled as a uniform tube. with a constant characteristic 
impedance Zo, the contribution of constriction losses to the bandwidth of each formant is 
where I t  is the length of the vocal tract. 
Flanagan (1972) estimates that glottal losses typically add about GOHz to t,he bandwidth 
of F1, and are less important for the higher formants. Matt and Klatt (1990) suggest, how- 
ever, that differences in glottal configuration from speaker to speaker may cause considerable 
variation in glottal losses; their measurements, as well as those of Hanson (1995), show a 
range of about 12dB in the implied bandwidth of F1. Phoneme-dependent differences in 
glottal configuration can also cause different amounts of loss. Equations 2.22 and 2.23 
suggest that the contribution of glottal loss to the bandwidth of low-frequency formants 
is proportional to the square of the glottal area, so that if the glottal area doubles in size 
during aspiration, the bandwidth of F1 will quadruple. 
The radiation impedance can also be represented by a series resistance and inductance, 
as shown in figure 2-7, but the radiation resistance turns out to be a function of frequency. 
If the mouth is modeled as a circular opening in a sphere, the radiation resistance is 
Figure 2-7: Circuit used for calculating the contribution of radiation losses to bandwidth. 
Radiation inductance L, and resistance R,(f) are shown in series with the vocal tract 
transmission line. 
where the correction t e r ~ n  K ( f )  is approximately 1.5 between the frequencies of 2000 and 
6000 Hertz (Stevens, in preparation). If the vocal tract is modeled as a uniform tube. with a 
constant cross-sectional area .At and characteristic impedance Zo = PC/&,  the contribution 
of the radiation impedance to each formant bandwidth is 
Given a lTcm vocal tract with an average area of 5cm2. the contribution of radiation losses 
to bandn-idth is roughly ( F n / 3 5 0 ) ~  Hertz. 
T.Yllex~ the vocal tract is not uniform. t!le contribution of wall losses, glottal impedance, 
and radiation impedance to the bandwidth of each formant depends on details of the vocal 
tract shape. For example, consider the three-tube model of /i/ shown in figure 2-8a. The 
second resonance of this configuration is a half-~i-ave resonance of the back ca~rity. The 
energy distribution of this resonance is strongly coupled to the glottal impedance, but almost 
completel~. decoupled from the radiation impedance: the bandwidth might be calculated 
using the circuit model shown in figure 2-8b, where the four-pole network includes models 
of wall losses in the pharynx region. The third formant is a quarter-waxre resonance of the 
front cavity. and is therefore strongly coupled to the radiation impedance. The third formant 
is largely decoupled from the glottis, but instead of a glottal impedance, the bandwidth of 
the third formant is influenced by the constriction impedance, which can be modeled with 
the lu~nped element representation shown in figure 2-8c. 
There is little recent work available on the relationship between vocal tract shape and 
formant bandwidths. The effect of vocal tract shape on formant bandwidth can be mod- 
eled quickly using available articulatory synthesizers (hilaeda, 1982, Lin: 1990) , but these 
synthesizers have apparently never been used for a comprehensive study of bandwidth. Lin 
(1990) suggests that a comprehensive model of loliyer formant bandwidths would be difficult, 
given our current lack of knowledge about the distribution of mall losses inside the vocal 
tract. Higher formant bandwidths, on the other hand, depend primarily on the radiation 
impedance, for which nre have fairly precise models (Flanagan, 1972), and should therefore 
be more susceptible to analysis by synthesis. 
2.2.3 Pole-zero pairs 
Often during the release of a consonant, the constriction a t  liyhich acoustic sources are 
produced becomes large enough to allow coupling between the cavities in front of and 
(a) Three-tube model: Production of an /i/ 
/b) Circuit model: Back cavity resonances 
(c) Circuit model: Front cavity resonances 
Figure 2-8: Three-tube model of the vocal tract, and circuit models of the back and front 
cavities, during production of an /i / .  Lg and Rg are the glottal resistance and inductance. 
LC and R, are the constrict,ion resistance and inductance, and L, and R,( f) are the radiation 
resistance and inductance. 
behind the source. \Then this happens, the spectrum is colored by local perturbations near 
the resonance frequencies of the back cavity. 
Every resonance of a cavity upstream from the acoustic source contributes a complex 
pole pair and complex zero pair to the transfer function. A pole-zero pair can be modeled 
as a local multiplicative perturbation to the transfer function: a t  frequencies far from the 
pole-zero pair, the effect of the zero cancels the effect of the pole, and the total amplitude 
of the perturbation Tpz( f )  is a constant. 
IYhen the constriction is completely closed, there is no coupling between the back cavity 
and the front cavity, and the pole frequencies sp = -nBp + j2nFp and zero frequencies 
s, = -TB, + j2xFz are exactly equal. IYhen the constriction is slightly open, the back 
cavity pole and zero frequencies separate. and the pole, in particular, becomes more visible 
in the radiated spectrum. 
The peak amplitude of the pole-zero perturbation can be approximated by assuming 
that the frequencies of the pole and zero are much larger than their bandwidths. Under 
this approximation. the peak amplitude of the perturbation is the Q of the pole, multiplied 
by a factor which depends on the separation of the pole and zero: 
The follon-ing sections discuss the frequencies and amplitudes of pole-zero pairs which 
niay color the transfer function during aspiration and frication, respectivelj.. 
Subglo t t a l  resonances  in  aspira t ion 
Ishizaka et al. (1976) measured the input impedance of the subglottal system on Japanese 
traclieotoinized subjects. They found the first two resonances of the subglottal system to 
be at roughly 640 and 1400 Hertz, with Qs of roughly 10 and 18dB. 
For a volume velocity source at the glottis, zeros in the transfer function occur at peaks 
of the subglottal impedance, which are usuaily very close to the measured resonance fre- 
quencies of 640 and 1400 Hertz. Poles of the transfer function occur a t  frequencies for which 
the sum of the subglottal, glottal. and supragiottal impedances is zero. In particular, it can 
be shown that the frequencies of the first two subglottal zeros are below the corresponding 
pole frequencies for any reasonable F1 and F2 (see Fant et al. 1972 for a discussion). 
Given the pole and zero frequencies, the peak amplitudes of subglottal pole-zero per- 
turbation functions ITpZ(f)l can be calculated using the subglottal Qs found by Ishizaka et 
al., and the formula in equation 2.27. For example, if the first two pole-zero pairs in the vo- 
cal tract transfer function are a t  (800Hz.640Hz) and (1500Hz,1400Hz), as in the aspiration 
spectra of one of the subjects of Fant et al. (1972), the amplitudes of the transfer function 
perturbation Tpz( f )  at  the frequencies of the two poles are roughly (Tp,(800)1 =5dB and 
iTp2(1500)1 =l.SdB. 
Under normal circumstances. an LPC formant tracker ignores subglottal resonances. be- 
cause the poles do not contribute to the global shape of the spectrum. Section 2.2.5 considers 
circuinstances under which subglottal resonances may interfere with LPC measurement of 
the vocal tract formants. 
(a) Labial frication: No front cavity 
L 
Frication - 
(b) Alveolar/Velar frication: Front and back cavities 
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Figure 2-9: Source-filter models of frication at  the lips, and of frication at  a tongue con- 
scriction. 
- 
Back  cavity resonances i n  frication 
R(f) 
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\Ye have previously described the transfer function of a frication burst. from equivalent 
source flow U,(f) to mouth flow Um(f),  as lilting an all-pole spectrum, ~v i th  peaks a t  the 
front cavity resonant frequencies Fj ,  (sectiori 2.2.1). Often, hen-ever, the constriction is 
large enough to allo~v coupling to the back cavity, and resonances of the back cavity cause 
pole-zero perturbations in the transfer function. 
In a model which allo~vs coupling to the back cavity, the transfer function of a labial stop 
is entirely composed of pole-zero pairs, as shown in figure 2-9a. There is no front cavity. 
but there are back ca~rity resonances at  every formant frequency. 
Frication produced at  a tongue blade or tongue body constriction is filtered by poles 
and zeros associated with the back cavity, and also by poles associated with the front cavity 
(figure 2-9b). Zeros occur a t  peaks of the back cavity impedance, that is, at  resonant 
frequencies of the back cavity. Poles occur at  frequencies for which the sum of the back 
cavity, constriction, and front cavity impedances is zero, that is, at  the resonant frequencies 
of the vocal tract-the formant frequencies. 
The amplitude of the spectral peaks corresponding to each back cavity resonance depend 
on Q = F,,/B,,, and the ratio Fp,/Fz, of the frequencies of the spectral pole and zero. 
Empirically, labial and velar stops produced with a palatal constriction (in syllables like 
"keel7' and "pyem") often have well-separated pole-zero pairs near the frequency of the 
constriction resonance, which is typically F3 or F4. Alrreolar stops which are released 







In order to pronounce a nasal consonant with no loss of sonorant voicing, the ~~elopharyngeal 
port must be opened prior to oral closure, and kept open until after the oral constriction 
is released. During closure, or when the oral constriction is smaller than the opening 
of the velopharyngeal port, the transfer function is dominated by resonances of the nasal- 
+- 
-  R(f) 
pharyngeal system (Fujimura, 1962). \{'hen the velopharyngeal port is smaller than the oral 
constriction. but still open, the transfer function is dominated by the oral formants, but 
there are still pole-zero pairs near the frequencies of the nasal-pharyngeal resonances. Chen 
(1991) has documented the presence of pole-zero pairs a t  about 300 Hertz and 1000 Hertz 
in the speech of hearing impaired subjects, corresponding to  the first two nasal resonances 
reported by Fujimura. 
The spectrum of a vowel immediately after release of a nasal consonant can be approxi- 
mately modeled as an all-pole transfer function Tap( f ), modified by pole-zero perturbations 
T,,( f )  at approximately 300 and 1000 Hertz. The pole-zero perturbations continue to color 
the spectrum until the velopharyngeal port closes. Typically, the velopharyngeal port closes 
within 10-20ms after release of a nasal consonant, but there is considerable variability, de- 
pending primarily on segmental and prosodic context. 
.After release of a nasal consonant, pole-zero perturbations may interfere with the mea- 
surement of formant frequencies. Specifically, the large pole-zero perturbations at about 
300Hz and lOOOHz are likely to interfere with measurement of F1. and possibly of F2 as 
well. This interference will only affect formant measurements while the velopharyngeal port 
is open. and therefore typically only for the first 10-20ms follonring release. 
2.2.5 Measurement issues: LPC 
Linear predicti1.e coding. or LPC (.Atal and Hanauer, 1971) is the commonly used name for 
a group of algorithms which efficiently compute the poles of an all-pole spectrum. If any 
spectrurn can be modeled as the product of a flat source spectrum and an all-pole transfer 
function. S( f )  cc T (  f ), LPC can be used to estimate the resonances of the transfer function 
T(f 1. 
LPC assigns pole frequencies in order to minimize an error term. This section analyzes 
the error term as the product of a local term representing the fit to an individual peak. 
and a global term representing the global spectral fit. Based on this analysis, an original 
qualitati1.e analysis is given of the conditions under which large formant frequency errors 
are expected to occur. 
Local a n d  global spec t ra l  e r ro r  t e r m s  
Rabiner and Schafer (1978) show that the LPC algorithm finds a unity-ga.in, all-pole esti- 
mate T (  f )  of the - spectrum X(  f )  which minimizes the error term 
where f, is the sampling frequency, and 
The error term in equation 2.28 is a global spectral error, but since the radiated spectrum 
is in the numerator, a given fractiona! error near a peak of X ( f )  is weighted more h e a d y  
than the same fractional error near a valley. The result is that each pole estimated by LPC 
is a compromise between a global spectral fit, and a local fit to a single spectral peak. 
If the order of the model is chosen correctly, the estimated formant frequencies F^n are 
usually close to the true formants F n .  In evaluating the possibility of a formant frequency 
error, it is instructive to evaluate the LPC error term at the formant frequencies. If T ( f )  is 
all-pole with the form given in equation 2.17, the integrand in equation 2.28 near a formant 
frequency is approximately 
2 rjl (F j2 ) (Fn2  - f i 2 ) )  (:g;) (2.30) 
-2 
ij=l (Fj )(Fn2 - Fj2) 
Here, the error integrand has been separated into a local error term, expressing the depen- 
dence of error on bandwidth, and two global error terms, expressing the dependence of error 
on the relative formant frequencies. The first term on the right hand side of the equation 
sho~vs the local constraint: the estimated formant frequency is loosely constrained within 
about half a bandwidth of the true formant, but if the difference IFn - ZI is larger than 
about half a bandwidth, the error increases sharply. The seconAand third terms show the 
global constraint: the relative formant positions of the model T (  f )  must be similar to those 
of the observed spectrum. 
Subglottal  resonances 
Equation 2.30 shows that LPC usually ignores a pole-zero perturbation in the spectrum. 
even if the amplitude of the pole is large, because if LPC assigns too many complex pole pairs 
to any given frequency band, the relative spacing of the formant frequencies will be incorrect. 
.According to this reasoning, LPC only assigns a complex pole pair to a spectral perturbation 
if it also fails to assign a pole pair to a nearby formant. Since the LPC error metric ~veights 
spectral errors by the amplitude of the DFT spectrum. a spectral perturbation usually does 
not "steal" a co~nples pole pair in this manner unless the perturbation amplitude is greater 
than the amplitude of the neighboring formant peak. 
\Ye have seen in section 2.2.3 that under normal circumstances, the amplitude of a 
pole-zero spectral perturbation is usually considerably less than the amplitudes of nearby 
formants. For a perturbation to have a higher amplitude than a nearby formant, the 
formant must be unusually weak. There are several reasons why this might happen; this 
section discusses three. 
First. during aspiration, a formant may be temporarily wiped out by a spectral null 
caused by random variation in the source spectrum. According to the calculations in sec- 
tion 2.1.4, roughly one out of every 100 independent samples of the time-averaged power 
spectrum is affected by a random spectral null of -1ldB or more. If the spectrum is cal- 
culated using a Gms Hanning window, the bandwidth of the spectral null is 2/0.006 z 330 
Hertz, which is sufficiently wide to temporarily wipe out a formant. 
Second, the bandwidth of the formant may become so large that there is no resonant 
peak at the frequency of the formant. This is most often a problem with the F1 peak 
during aspiration, because of the large glottal area. If, for example, the average glottal area 
doubles during aspiration, then the glottal inductance Lg and resistance Rg in equation 2.23 
decrease by factors of 2 and 4, respectively. Decreasing R, by a factor of 4 increases the 
first formant bandwidth B1 by a factor of 4, to more than 200 Hertz. which is sufficiently 
large to nearly wipe out the F1 resonant peak in the spectrum. The enlarged glottal area 
in aspiration also provides increased separation of the first subglottal pole and zero, ivith 
the result that the first subglottal pole is often more prominent than F1 in the aspiration 
following release of an unvoiced stop. 
Third: two formants which are close together may merge into a single spectral peak. The 
resonance curve of an excited formant always contributes to the spectrum, but a nearby 
formant n-ith a higher amplitude (and narrower bandwidth) often tilts the resonance curve 
so severely that there is no convex peak a t  the frequency of the lower-amplitude formant. 
For convenience, this phenomenon can be referred to as "formant merger," where the lower- 
amplitude formant is said to merge with the higher-amplitude formant. If there is a sub- 
glottal resonance near the merged formants, or if the global spectral shape is ambiguous. 
LPC occasionally assigns a single complex pole pair to the merged formants. Hillenbrand, 
Getty, Clark and IVheeler (1995) found that about 3% of their vowel nuclei contained an 
F2-F3 merger which could not be resolved by interactively changing the LPC analysis order, 
while about 1% of tokens contained an unresolvable F1-F2 merger. 
-4 subglottal resonance which is ignored by LPC analysis may still cause problems for 
formant tracking. If a moving formant frequency crosses the frequency of a pole-zero pertur- 
bation. linear system theory predicts that the frequency of the formant skips discontinuously 
across the frequency of the subglottal resonance (Hanson and Stevens, 1995). The size of 
the discontinuity depends on the relative amplitudes of the subglottal and supraglottal 
impedance. and is typically between about 200 and 300 Hertz. 
2.2.6 Measurement issues: frication spectrum 
The burst spectrum often contains spectral perturbations a t  the frequencies of back cavity 
and even subglottal resonances. as n-ell as peaks corresponding to the front cavity reso- 
nances. This section discusses and compares factors influencing the amplitudes of front 
and back cavity resonances in a frication spectrum. As part of this discussion. original 
quantitative limits on the amplitudes of front and back cavity resonance amplitudes are 
deri~.ed. 
The discussion below focuses on anlplitudes of the transfer function between an equiv- 
alent source flow &(f)  and the mouth flow Um(f ). To compute actual radiated spectral 
amplitudes. the transfer function amplitudes discussed below must be multiplied by the 
amplitudes of the equivalent flow source Us( f )  and the radiation characteristic R ( f ) .  As 
discussed in section 2.1.2, there is usually a downward tilt in the spectrum U s (  f jR(f) at high 
frequencies. but the tilt depends significantly on the relative amplitudes of the monopole 
and dipole frication sources, and therefore on the shape and position of the constriction. 
.At very low frequencies. the frication spectrum is dominated by the monopole source, 
and is not at all well modeled by a simple spectral tilt. Figure 2-4a indicates that the 
monopole frication spectrum has a concentration of energy below about 700Hz (although 
this is difficult to see. because the figure only shorvs frequencies above 5OOHz). Empirically, 
radiated frication spectra often contain one or more large peaks a t  low frequencies, typically 
below about 700Hz. 
Front cavity resonances 
Transient and frication sources a t  the release of a stop excite the resonances of the front 
cavity. with local perturbations caused by resonances of the back cavity and constriction. 
If the front cavity is modeled as a uniform tube, the resonance frequencies are as reviewed 
in section 2.2.1: 
where Sf = c/21f is the average front cavity resonance spacing, and Tap(Fn) is the all-pole 
component of the transfer function. 
The bandwidths of high-frequency front cavity resonances depend largely on radiation 
losses, while the bandwidths of low-frequency resonances may be controlled by losses at the 
constriction. Since radiation losses are proportional to Ffn, equation 2.31 predicts that the 
transfer function amplitude of a high-frequency front cavity resonance should fall as l /F jn .  
If we ignore the constriction inductance, the contribution of the constriction to bandwidth 
can be approximated as a fixed constant, 
where Zo is the characteristic impedance, and Rc is the constriction resistance. \Tit11 this 
approximation, the amplitude of resonance peaks in the transfer function can be n-ritten: 
The cutoff frequency f c  varies considerably depending on the area of the constriction and 
the area of the front cavity, but is typically in the mid-frequency range. If. for esample. 
R, = 100 acoustic ohms, and A f  z 5cm2, jc is approximately 2000Hz. 
If the front cavity is modeied as a uniform tube. equation 2.31 specifies that all of 
the front cavity resonances are odd multiples of the first resonance frequency Ffl. In this 
case, equation 2.33 can be used to compute the relative amplitudes of transfer function 
resonance peaks in different frequency bands, regardless of the exact resonance frequencies. 
If F f l  is much larger than f,. for example, equation 2.33 predicts that ITa,(Ff2)1, the 
transfer function amplitude of the second front cavity resonance, is 20 log(9) = 19dB below 
!T(Ffl)l .  If the cutoff frequency f c  is somewhere between Fjl and F f 2 .  as might be true 
at  the release of a velar stop. the difference between their transfer function amplitudes will 
be somen-here between 0 and 19dB. The differences in amplitude of the radiated spectral 
peaks will typically be somewhat less, because the product R ( f ) l i , ( j )  usually has a slightly 
positive tilt during frication. 
Back cavity resonances 
Resonances of the subglottal system, the back cavity, and the oral constriction often con- 
tribute multiplicative pole-zero perturbations to the transfer function. The amplitude of 
the transfer function a t  the frequency Fp of a back cavity resonance is approximately the 
amplitude of the pole-zero perturbation Tpr( f)! as given in equation 2.27: 
The amplitude of the perturbation can be estimated if we recognize that, as discussed in 
section 2.2.3, the poles are a t  formant frequencies of the entire vocal tract, while the zeros 
are at  resonant frequencies of the back cavity. For poles and zeros beloli~ the frequency 
of the first front cavity resonance, it can be shown that the pole and zero frequencies are 
interleaved, Fzl < Fpl < FZ2 < Fp2 < . - ., SO that the spacing between a pole and zero will 
never be larger than half the spacing between adjacent formants. If the average spacing of 
vocal tract formants is S, we can use the inequality Fp 5 F, + S/2 in equation 2.34 to get 
Section 2.2.1 mentions that the amplitude of a formant peak in a vowel transfer function, 
assuming a uniform vocal tract, is approximately 2SI7rB. Essentially, then, equation 2.35 
sho~vs that the transfer function amplitude of a back cavity resonance should be less than 
or equal to the transfer function amplitude of the corresponding formant in the follorving 
vowel. 
The relative amplitudes of back cavity and front cavity resonances can be computed by 
combining equations 2.35 and 2.31: 
Since the vocal tract formant spacing S is much less than the front cavity spacing Sf for 
most consonantal configurations, equation 2.36 demonstrates that the amplitude of a back 
cavity resonance will be much less than the amplitude of any front cavity resonance ~v i th  a
similar band~vidth. 
The bandwidth of a low-frequency front cavity resonance is controlled by constriction 
losses (see equation 2.33), and is therefore siinilar in size to the bandwidths of back cavity 
resonances. The bandwidth of a high-frequency front cavity resonance, however, is con- 
trolled by radiation losses: and, at very high frequencies. may be significantly larger than 
the bandlvidths of some back cavity resonances. Thus we find that the transfer function 
amplitude of a front cavity resonance is larger than the transfer function amplitudes of any 
back ca~.ity resonances, unless the front cavity resonance is a t  very high frequency. The 
words ..very high frequency" will be made slightly more quantitative in the empirical study 
of section 3.3.3. 
2.3 Evolution of Vocal Tract Resonances a t  Release of a Con- 
sonant 
Tliis section describes, for each class of consonants, the theoretical basis for predicted 
correlations between consonant place and measurements of the vocal tract resonances. This 
section describes the correlations we expect to see in the measurements later in this thesis. 
but it is not strictly necessary as background reading for the thesis. 
2.3.1 First formant trajectory 
For all three places of articulation, the first vocal tract resonance a t  release is a Helmholtz 
resonance, which can be calculated by modeling the back cavity as an acoustic capacitor, 
and the front cavity as an inductor in parallel with the inductance of the vocal tract walls 
(figure 2-10). Given the length and area of the constriction I, and A,, and the volume of 
the back cavity 1%: the first formant frequency can be approximated as 
Figure 2-10: Low-frequency lossless circuit model of the vocal tract after release of a stop, 
used for calculating the first formant frequency. The back cavity is treated as a lumped 
capacitor Cb, which resonates with the parallel inductances of the yielding wall, L,, and 
st,op constriction, LC. 
(a) Labial release, uniform VT (b) Labial release before an / i /  
Figure 2-11: Simplified tube models of the vocal tract immediately after release of a labial 
stop. with different shapes of the back cavity. 
n-here. i11 the second step. the lumped element values LC = p l c / . 4 ,  and Cb = p 2 / \ b  have 
been used. The resonant frequeiicy of the closed vocal tract. 1/27i d m ,  has been mea- 
sured at about 220 Hertz. 
Equation 2.37 predicts that, after F1 begins to rise an-ay from the closed-tract reso- 
nance. the frequency of F1 rises in proportion to the square root of the constriction area. 
The constant of proportionality depends on the shape of the constriction. Labial and alve- 
olar consonants, for example, have short constrictions (typically 1-2cm), so equation 2.37 
predicts that F1 should rise quickly at release of a labial or alveolar consonant. The con- 
striction of a velar consonant is typically 3-5 times as long as that of a labial or al~~eolar. 
so equation 2.37 predicts that F1 should rise about half as fast. Empirically. most of the 
F1 transition usually occurs within about 20 ms following the release of a labial or alveolar 
stop, and within about 50 ms following the release of a velar stop. 
2.3.2 Labial releases 
The resonances of the vocal tract immediately after release of a labial consonant can be 
estimated using a model similar to that shown in figure 2-lla. The back cavity, consisting 
of the entire vocal tract, is nearly closed a t  both ends; there is no front cavity. 
If the back cavity is modeled as a uniform tube, the formants F2,F3,. . . immediately 
after release take the values 
nc F n = -  
21 (2.38) 
If the vocal tract length 1 is about 17cm, the formants a t  onset are roughly F2=1040 Hertz, 
F3=2080 Hertz, etc. As the constriction area increases, these formant frequencies rise 
toward the vowel target formants. 
During labial closure, the tongue often moves toward the configuration of the following 
I c 
(a) Velar release, back context (b) Velar release, front context 
Figure 2-12: Simplified tube models of the vocal tract immediately after release of a velar 
stop, with backed and fronted tongue positions. 
vowel. so that the back cavity may be significantly non-uniform a t  release. Changes in the 
back cavity shape can affect both the onset frequency and rate of change of formants a t  
release of a labial stop. 
1Ianuel and Stevens (1995), for example. have modeled a labial stop followed by a high 
front vowel using a model similar to that shown in figure 2-l lb.  In this model, the palatal 
constriction resonance starts a t  c/4x, where x is the length of the constriction. By the time 
the lip area is the same as the constriction area (typically about lOms after release), the 
palatal constriction resonance doubles in frequency to c/2x, while the resonance of the back 
cayit!. renlains nearly unchanged. If the constriction is 7cm in length and the back cavity is 
10~111. for example, the constriction resonance rises from about 1300 to about 2500 Hertz, 
~vhile the back cavity resonance is constant at about 1800 Hertz. 
2.3.3 Velar releases 
-At release of a velar consonant. the 1-ocal tract resonances can be divided into resonances 
of the front cavity, back cavity, and constriction. The actual lengths of the front cavity 
and constriction depend significantly on the 1ollorving vowel. This section describes velar 
stops using the traditional distinction between backed and fronted constrictions (e.g. Halle. 
Hughes. and Radley, 1957). because this traditional distinction is a useful predictor of the 
cavity affiliations of F2 and F3 (see belo~v). Lehiste and Peterson (1961), however, argue 
that the location of an English velar closure varies continuously depending on the following 
volrel, and that the front and back allophones described below should be considered as 
points on a continuum. rather than well-separated phonetic categories. 
If the consonant is follon~ed by a typical back vowel (e.g. /aa/ or /ah/ ) ,  the stop closure 
can be modeled using a tube model similar to the one shown in figure 2-12a. In this model. 
the front cavity is roughly 6-8cm long, and the first two front cavity resonances are at 1100- 
1500 and 3300-4500 Hertz. The transfer function amplitude a t  the frequency of the first 
resonance is controlled by constriction losses, while the amplitude of the second resonance 
is controlled by radiation losses, as discussed in section 2.2.6. The relative amplitudes will 
vary considerably depending on the areas of the front cavity and of the constriction. As a 
replesentative example, if the front cavity area is 5cm2, and the constriction resistance is 
allout 80 acoustic ohms. then the transfer function amplitudes of the first two resonances 
are roughly 20dB and 6-lOdB, depending on frequency. The peaks in the radiated sound 
spectrum are a t  these amplitudes, scaled by the radiation characteristic. and by a linear 
combination of the monopole and dipole frication sources discussed in section 2.1.2. 
In back vowel context, F2 usually starts at the frequency of the first front cavity res- 
onance. while F3 starts a t  the half-wave resonance of the back cavity. If the constriction 
is about lcln long, for example, and for a 17cm vocal tract, the front cavities given above 
(a) Alveolar tongue tip release (b) Retroflex tongue tip release 
Figure 2-13: Simplified tube models of the vocal tract immediately after release of alveolar 
and retroflex stops. 
~vould correspond to back cavities of 8-10cm in length, with F3 onset frequencies of roughly 
1800-2200 Hertz. 
-4 model of a velar release before a front van-el is shown in figure 2-12b. Before a front 
vowel. velar stops in English tend to become palatalized, with a long palatal constriction 
(typically 4-5cm) and a short front cavity (typically 3-4cm). The first front cavity resonance 
is typicalljr 2000-3000 Hertz. and has a transfer function amplitude of 17-23dB. Because of 
the high impedance of the constriction, the separation F,/F, of the zero and pole associated 
witii the first constriction resonance- is often large, and the pole (typically ac about 1000 
Hertz) is often prominent in the frication spectrum. 
In front vowel context, F3 usually starts a t  the frequency of the first front cavity res- 
onance. and F2 starts a t  the half-wave resonance of the back cavity. Empirically, the first 
l~ack cavity resonance is in the same range (roughly 1800-2200 Hertz) regardless of rvlletller 
the velar is l~acked (in which case the resonance becomes F3) or fronted (in which case i t  
l~ccoines F2). 
2.3.4 Alveolar, retroflex, and lateral releases 
Production of an alveolar constrictio~~ (figure 2-13a) constrains the position of the tongue 
more than does production of a velar and labial constriction. The length of the front cavity. 
between the tongue tip and the lips, is usually 1-2cm in length (depending on the degree 
of lip rounding); if the radiation inductance is taken into consideration, the effective front 
cavity length is roughly 1.5-2.5cm. The tongue body is always fronted to support the tongue 
tip. .At the release of an alveolar, F2 is approximately a half-wave resonance of the back 
cavity. Constraints on the tongue body position (hlanuel and Stevens, 1995) cause the onset 
frequency of F2 after an alveolar stop to be considerably less variable than the F2 onsets 
of velar and labial stops: this frequency is typically 1500-1900 Hertz for male speakers, and 
1900-2200 Hertz for females (Sussman et al., 1991). 
The onset frequency of F3 is approximately a full-nlave resonance of the back cavity. 
Basic acoustic theory predicts that the frequency of a full-wave back cavity resonance should 
be twice that of the half-wave resonance. Empirically, the onset frequency of F3 after 
al.iveolars is higher than it is a t  labial and velar releases, but is usually less than twice the 
frequency of F2. 
Assuming a front cavity of 1.75-3cm in length, the first front cavity resonance in the 
frication transfer function is between 3000 and 5000 Hertz (usually the onset frequency of 
F4 or F5). If the cross-sectional area is about 3cm2, the transfer function amplitude at  
the resonant frequency is between 12 and 21dB. When an alveolar stop is released quickly, 
transient ringing or back cavity coupling often introduces large perturbations in the burst 
spectrum. Stevens and Blumstein (1979) found large back cavity resonances at the frequency 
of the first subglottal resonance (700-1000 Hertz), and a t  the onset frequency of F2. 
The shape and position of an alveolar constriction is rarely influenced by the features 
of a neighboring vowel, but a neighboring phoneme which requires a specific tongue blade 
configuration often dramatically changes the shape of an alveolar consonant. \\'hen an 
alveolar consonant is follo~ved (or sometimes preceded) by a retroflex glide or vowel (/r /  
or /er/), the tongue blade closure during the consonant moves back behind the alveolar 
ridge, effectively adopting the retroflex place of articulation. \Then an alveolar consonant 
is followed by a lateral phoneme (/I/ or /el/), the closure is often released on one side of 
the tongue, rather than a t  the tip, effectively adopting the lateral place of articulation. 
A retroflex stop (figure 2-13b) has a much longer front cavity than an alveolar stops. In 
the neighboring retroflex vowel or liquid, F3 is usually a front cavity resonance, often with 
a frequency below 2000 Hertz (Peterson and Barney, 1952). corresponding to a front cavity 
length of about 4.5cm. At the release of a stop or nasal which has assimilated retroflex 
articulation, the front cavity may be slightly shorter than 4.5cm: empirically, the front 
ca~.ity resonance of a retroflex stop tends to be between 2000 and 3000 Hertz. The onset 
value of F3 tends to be associated with the front cavity resonance, while the onset frequency 
of F2 is associated with the back cavity. 
Lateral vowels and liquids are characterized by a low F2, a possible pole-zero pair at the 
usual frequency of F3, and a cluster of resonances near the usual frequency of F4 (Stevens, 
in preparation). If an alveolar stop is released directly into a lateral configuration, the 
formant frequencies at onset usually match the formant frequencies of a typical lateral, and 
may ha1.e little relationship to the typical onset formants of an alveolar. 
2.4 Sunlmary and Discussion 
This chapter has developed production models to explain, first, the correlation between 
resonant frequency measurements and the place of articulation of a consonant. and second, 
  he types of source and filter variability which make resonant frequencies difficult to measure. 
These discussions have been intended to serve two purposes. First, discussions in this 
chapter provide specific background for the design of acoustic correlate measurements in 
chapter 3. Second. the models of variability in shis chapter are intended as general examples 
of the pan-er of speech production modeling to explain acoustic variability. 
2.4.1 Acoustic correlates of place 
In the design of algorithms to measure formant and front cavity resonance frequencies, 
chapt,er 3 will refer to several of the speech production models developed or reviewed in this 
chapter. This section reviews briefly some of the important results from this chapter which 
will be used again in chapter 3. 
Burst spectrum 
The burst spectrum of a stop is primarily shaped by the resonances of the front cavity. 
if there is one. The burst for a labial stop, with no amplification from front cavity res- 
onances. is usually lower in amplitude than that for an alveolar or velar stop. The front 
cavity resonance frequency of an alveolar or velar stop, if measured correctly, almost always 
determines the place of the stop. 
Errors in measurement of the front cavity resonance may be caused by back cavity 
resonances, which appear as pole-zero pairs in the transfer function of a fricative burst. In 
general, the burst spectra of quickly released stops, usually labials and alveolars, contain 
more evidence of back cavity resonances than the spectra of more slowly released stops, 
usually velars, although there is considerable variability depending on phonetic context. 
The transfer function amplitude of a front cavity resonance is usually higher than that 
of back cavity resonances in the same spectrum. Because of radiation losses, however, the 
bandwidth of a high-frequency front cavity resonance can be quite wide, with the result 
that very high frequency front cavity resonances will occasionally be lower in amplitude 
than back cavity resonances in the same spectrum. 
The spectrum of a fricative burst is also shaped by variation in the source spectrum. The 
relative amplitudes of high-frequency and low-frequency peaks vary considerably depending 
on the relative amplitudes of the monopole and dipole turbulent sources. Often, there will 
also be a large peak below about 700 Hertz. corresponding to low-frequency energy in the 
monopole turbulent source. 
Formant  motion 
Iinon-ledge of formant motion into the follon-ing vowei can provide information ailour con- 
sonant place. 
During aspiration, the first subglottal resonance is often mislabeled as F1, so that mea- 
surements of F1 in aspiration are often meaningless. F1 may also be obscured at  the release 
of a nasal consonant. because of pole-zero pairs corresponding to resonances of the nasal- 
pharyngeal system. 
Higher formants are also difficult to track during aspiration. Irariations in the source 
spectrum may occasionally zero out a formant vi th  a randomly generated spectral null. 
Subglottal resonances may contritdte pole-zero pairs to the spectrum, which may, under 
certain conditions, be mistakenly identified as formants. Finally, even if a formant is tracked 
correctl~; the spectral peak corresponding to a formant which crosses the frequency of a 
subglottal pole will occasionally skip discontinuously across the pole. with an instantaneous 
discontinuity of 200-300 Hertz. 
2.4.2 Production models of variability 
This chapter has developed or reviewed production models of variability in the turbulent 
source spectrum: of bandwidth variation and subglottal resonances in aspiration, and of 
front and back cavity resonances in frication. 
The introduction to this chapter proposed the hypothesis that speech production models 
can help to explain the aggregate statistical distribution of acoustic correlate measurements. 
Based on the examples in this chapter, it is now possible to discuss limitations and impli- 
cations of the hypothesis in more detail. 
Production models can be used with different degrees of success to model different 
kinds of variability. Random or chaotic variation in the source spectrum, for example, is 
caused by a nonlinear physical process rvhich varies little from speaker to speaker. In this 
case, since variability is generated by a known physical process, it is possible to derive 
an explicit probability density based entirely on physical models of turbulent flow (the x2 
model developed in section 2.1.4). 
lTariability in the transfer function amplitude of back cavity resonance peaks, on the 
other hand, was shown to depend on the separation of the associated pole and zero fre- 
quencies, which, in turn, depends on the speed of stop consonant release. It is therefore 
only possible to derive a theoretical distribution of back cavity spectral amplitudes if we 
already happen to know the distribution of stop consonant release rates. The distribution 
of release rates, ho\vever, depends a t  least partly on decisions and physical characteristics 
of the speaker. 
With the exception of turbulent source variation, all of the acoustic correlate variability 
discussed in this chapter depends on anatomical and stylistic differences between speakers. 
The bandwidth of F1, for example, depends on the area of the glottis, which is governed 
by both anatomy and speaking style. The bandwidth of front cavity resonances depends 
on the area of the constriction and the area of the lip opening, both of which are under the 
stylistic control of the speaker. 
\Then the distribution of an  acoustic correlate is under the control of the speaker, the 
predictive power of theoretical models is limited. A detailed probability distribution can 
only be obtained from empirical measurements of either the acoustic correlate (e.g. back 
cavity spectral peaks) or the articulatory correlate je.g. stop consonant release rate). In 
most cases, the acoustic correlate is easier to measure than the articulatory correlate. 
Production models can help to explain the variability of speaker-controlled parameters 
in two lvays. First, a production modei can predict physical limits on the range of variability. 
Sometimes these limits are extremely weak, but chapter 3 will demonstrate that e\<en an 
extremely weak bound on the expected variability can be helpful in the design of acoustic 
correlate measurements. 
Second. a production model can be used to evaluate measured acoustic correlate dis- 
tributions, by defining a relationship between acoustic and articulatory parameters. Since 
acoustic correlates are usually easier to measure than articulatory correlat,s, it is probably 
easier to predict the distribution of the articulatory measurement from the distribution of 
the acoustic correlate. rather than the other way around. If predictions of articulatory 
variation based on one acoustic correlate are confirmed by predictions from other acoustic 
correlates. or by direct articulatory measurements, this confirmation then helps to develop 
our li~lowledge of speech production. 
The development of models of variability in this chapter, therefore. leads to the sug- 
gestion of a particular methodology for learning more about speech production, in which 
measured distributions of acoustic parameters are combined with speech production knowl- 
edge to predict equivalent articulatory distributions. If the acoustic measurements can be 
automated. the proposed method promises rapid collection and confirmation of detailed 
descriptions of speech production variability. 
The nest chapter describes the development and evaluation of rule-based algorithms for 
the measurement of certain acoustic parameters related to the place of a consonant release. 
In tlle original plan for this thesis. these algorithms were designed for the purpose of learning 
about speech variability, using the methodology described above. Unfortunately, it turns 
out that the measurement algorithms developed in chapter 3 are prone to measurement 
error. Rather than predict articulatory distributions on the basis of erroneous acoustic 
measurements, chapter 3 turns instead to the more conservative task of modeling the dis- 
tributio~l of measurement error, using both statistical and speech production knowledge to 





This chapter describes a knowledge-based approach to minimizing and characterizing error 
in the measurement of formants and front cavity resonances near the release of a stop 
consonant. The output of a commercial formant tracker, and time-averaged power spectra 
of the burst. are modified and searched. by rule. to imitate the measurements of a human 
judge on a training set: the resulting algorithms are referred to in this thesis as rule-based 
algorithms. The ~neasurement error of the algorithm, as compared to a human transcriber, 
is then modeled in the same way that differences between two human judges are measured: 
errors on a test set are measured, and. depending on the number of tokens in the test set, 
confidence limits are computed for the error mean: error variance, and probability of large 
errors. 
The explicit goal of this chapter is to design :armant and burst spectral measurements 
which imitate, as closely as possible, the measurements made by a human judge. The 
implicit goal is to create algorithms which can be used in every application for rvllich 
manual measurements have previously been used. specifically. in speech sound classification 
(introduced in section 1.1, and covered in more detail in chapter 5) and for inference of the 
distribution of articulatory variables (introduced in section 2.4.2). 
Phonetic classification and articulatory inference require detailed knowledge about any 
possible errors in an acoustic measurement. This chapter will develop four types of error 
model. First, the mean and standard deviation of a simple additive Gaussian error model 
will be calculated. Errors in the measurement of frequency parameters will be shown to 
contain outliers not well modeled by a Gaussian; these outliers will be modeled using mixture 
Gaussian models, and using a non-parametric analysis of the phonetic contexts in which 
they occur. Finally, errors in the measurement of amplitude parameters, and of F1 a t  stop 
release, will be shown to be correlated with the correct value of the measurement, and 
therefore to require a heteroskedastic error model. 
3.1 Signal Representation 
In order to draw as much as possible on the prior experience of the judges, the measurements 
in this chapter are formulated in terms of signal representations typically used in interactive 
phonetic analysis. 
3.1.1 LPC-based formant frequencies 
In many esperiments in this thesis, estimated formant frequencies during aspiration and 
voicing are based on the roots of an LPC polynomial, as computed by the Entropic Signal 
Processing System formant tracking algorithm discussed in section 1.2.2. 
The order of LPC analysis is based on speaker gender. It is generally agreed that LPC 
analysis is most useful if one complex pole pair is allocated to each expected formant, plus 
two complex pole pairs to represent variations in the spectral tilt. In the Entropic formant 
tracker, speech is do~vnsampled to a 10000 Hertz sampling rate before LPC analysis. Males 
and females are expected to have five and four formants, respectively, in the first 5000 Hertz, 
so male voices were analyzed using fourteenth order LPC analysis (7 complex pole pairs), 
and females mere analyzed using twelfth order analysis. 
3.1.2 Time-averaged power spectrum of the burst 
During transient and frication escitation, the transfer function is not well modeled by an 
all-pole model. The speech production theory sketched in chapter 2 suggests that measure- 
ments of the frequency and amplitude of the front cavity resonance, and of the number of 
measurable back cavity resonances in the spectrum. may be useful for classification. 
In this chapter, burst spectral information is measured from a time-averaged power 
spectrum P,(f), computed using the algorithm discussed in section 2.1.4. DFT spectra are 
first computed using 6ms Hamming ~vindo~vs: and with zero preemphasis. DFT amplitudes 
are squared to provide an estimate of the power spectrum, and 7-10 consecutive overlapping 
power spectra are averaged to form a smoothed spectral estimate (step lms; number of 
spectra to average depends on the experiment). The Hamming windows are located as 
late as possible in the signal, provided that the first window is centered on or before the 
transcribed release, and the last window is centered no less than 2ms prior to the transcrived 
voice onset. 
3.2 Knowledge Representation and Algorithm Design 
This section describes the knowledge-based development of algorithms for accurate measure- 
ment of fornlants during aspiration and voicing, and of front cavity resonance information 
during frication. In this section, the prior knowledge of a human transcriber is formalized 
using Bayesian a priori distributions. These a przorz distributions, combined with some 
knon-ledge of the randomness in the signal representation, are used to derive measurement 
algorithms which maximize an a posteriori probability of correctness. It should be noted 
that human judges are more likely to think in terms of measurement algorithms and rules 
than they are to think in terms of Bayesian priors; the Bayesian analysis pursued here is 
merely an attempt to formalize the knowledge representation. 
3.2.1 Burst front cavity resonance 
Both speech production theory and articulatory measurements suggest that the place of 
articulation of a stop is almost uniquely specified by the length of the front cavity. In almost 
all cases, the first front cavity resonance frequency Fil is related to the front cavity length 
1 by the simple formula Ffl = c/41 f .  so that a correct measurement of the first front cavity 
resonance frequency almost always specifies place of articulation. This section presents 
A Pnon Dalbulon  of Fmnl Cavity ResoMnces 
I 
! 
Figure 3-1: Schematized a priori distribution of possible front cavity resonance frequencies. 
F2(t+20) and F3(t+20) are the F2 and F3 measurements 20 milliseconds after release. 
n-hich are assumed to be the first reliable formant measurements. \Yith no knowledge of 
the stop or vo~vel identity. the most we can say is that the front cavity resonance must be 
Setn-een the vicinity of F2(t+20) and some fixed apper bound. 
Bayesian models of theoretical and empirical knowledge about, front cavity resonance peaks. 
and shows how the models can be used to specify a measurement algorithm. 
A priori dis t r ibut ion 
Prior studies indicate that the front cavity resonance of a velar stop usually equals the onset 
frequency of F2 or F3 of the following vowel. ~vllile the front cavity resonance of an alveolar 
stop usuall!. cquals the onset frequency of F4, FS, or perhaps F6 (e.g. Stelpens. 1996). \Tit11 
no other a pr.io7.i information about the placement of the front cavity resonance. it seems 
rcasonal>le to assume that the front cavity resonance is equally likely to be at any of these 
formant frequencies. 
Unfortunately, formant measurements at release are unreliable, and an estimate of the 
front cavity resonance range based on erroneous formant measure~nents might, in the worst 
case, not include the real resonance peak. There are two solutions: ive can use measurements 
from aspiration or voicing (at least 20 ms after release), or we can use a constant frequencj- 
threshold representing the most extreme expected formant. 
1Ieasurements of F4, F5, and F6 are likely to be erroneous, even if measured in clear 
voicing, so it is probably most useful to assume that the front cavity resonance of an alveolar 
is equally likely to take any frequency below some reasonable constant upper bound. The 
value of this upper bound will be determined empirically in section 3.3 to be roughly 6300 
Hertz. 
F2 and F3 can usually be measured with some accuracy within 20-30 milliseconds after 
release, but the forrnant frequencies 20-30 milliseconds after release may be different from the 
onset frequencies at the moment of release. In order to make use of a delayed measurement 
of F2, we will have to make alloivance for a reasonable amount of formant motion at onset. 
This chapter assumes the simplified a priori distribution shown in figure 3-1. In this 
distribution, the front cavity resonance is assumed to be equally likely to take any frequent!. 
between the F2 onset region and about 6300 Hertz. The F2 onset region is defined as the 
set of frequencies within some maximum distance of a post-frication F2 measurement. This 
maximum distance will be determined empirically in section 3.3 to be roughly 200 Hertz. 
Variance in t h e  signal representation 
In looking for front cavity resonances, we begin with the assumption that a front cavity 
resonance always appears as a convex peak in the DFT spectrum. This assumption greatly 
simplifies analysis, and is almost always true. .According to human judges, the front cavity 
resonance was marked by a peak in all of the 84 alveolar and velar training tokens, and 143 
of the 144 alveolar and velar test tokens. 
According to the model, then, if there is a front cavity resonance, there are always one or 
more convex peaks in the burst spectrum between the F2 onset frequency and 6000 Hertz, 
one of which must be associated with the front cavity resonance. Of the other peaks, some 
may be caused by random fluctuations in the source spectrum, some may be caused by 
back cavity or constriction resonances, and, if the first front cavity resonance is below 2000 
Hertz, one may be the second front cavity resonance. If there is no front cavity resonance 
(that is. if the stop is labial), there may be peaks caused by back cavity resonances and 
random fluctuations, or there may be no clearly defined spectral peaks. 
The amplitude distributions of front cavity resonances, back cavity resonances, and ran- 
dom spectral fluctuations were explored in section 2.2.6. In that section, we concluded that 
the first front cavity resonance is almost always the largest peak in a burst spectrum, with 
the possible exception of some high-frequency alveolar resonances. In a Bayesian analysis. 
the dominance of the front cavity resonance can be represented by a model in which the 
probability distribution of front cavity resonance amplitudes is a monotonically increasing 
function of amplitude. The simplest such model. assuming we begin with a log-ma~nitude 
spectrum. is one in which the distribution of front cavity resonance amplitudes, Px(Ffl). is 
logarithmic between an arbitrary minimum amplitude and an arbitrary maximum ampli- 
tude. independent of the amplitudes of any other peak in the spectrum: 
The theory in section 2.2.6 suggests that equation 3.1 -should be modified slightly, to rep- 
resent the negative correlation between amplitude Px(Ff and frequency Ffl. Section 3.3 
n-ill describe a simple empirical rule, in which the amplitude of a high-frequency front cav- 
ity resonance is occasionally as much as 1dB !ewer than the amplitudes of lower-frequency 
back-cavity resonance peaks in the same spectrum. 
Algori thm design 
Given the amplitudes and frequencies of convex peaks in a burst spectrum, figure 3-1 and 
equation 3.1 can be combined to determine the a posteriori probability distribution of the 
front cavity resonance. The resulting distribution is shown in figure 3-2. 
-According to the model, the probability of the front cavity resonance equaling any 
frequency which is not a convex peak, or which is outside of the range shown in figure 3-1, 
is zero. 11:hat remains is a discrete set of frequencies, corresponding to the convex spectral 
peaks F,, in the range of interest. The a posterzori probability of the front cavity resonance 
Front Caviy Resonance Prob. Given DFT Peak Measuremenla 
Figure 3-2: Schematized a posteriori probability distribution of the front cavity resonance 
frequency Ff given a particular burst spectrum. In the example shown, five convex spectral 
peaks have been identified in the frequency range of interest, with log amplitudes of 74, GO? 
74: 67, and 40dB: respectively (measured relative to an arbitrary minimum amplitude). 
.According to formulas specified in the text, the a posteriori probability of the front cavity 
resonance being located at any of these five peak frequencies is proportional to the log 
anlplitude of the corresponding spectral peak. 
equaling any peak in this set is proportional to the log amplitude of the peak: 
.A maximum likelihood estimation algorithm based on equation 3.2 simply picks the 
largest. spectral peak in the range of interest. If two peaks have nearly the same amplitude, 
further information is needed to differentiate the two. Empirical investigations in section 3.3 
will suggest that, for the particular microphone and analysis conditions used here, if two 
peak amplitudes differ by less than ldB, the peak which is higher in frequency should be 
preferred. 
3.2.2 Other burst spectral measurements 
Other burst spectral measurements may also be useful in distinguishing between the three 
stop places of articulation. This section briefly discusses measurements of burst spectral 
amplitude, and of the number of back cavity resonances. 
In addition to the front cavity resonance measurement described above, there should also 
be some way of identifying bursts which have no front cavity resonance, since in these cases. 
the peak-finding algorithm described above produces a meaningless answer. .kccording to 
the production theory in section 2.3, the front cavity resonance of an alveolar or velar stop 
gives the burst spectrum a 10-20dB boost a t  the resonant frequency. This implies that 
~yelar stops are 10-20dB more intense than labial stops in the F2-F3 region of the spectrum, 
and alveolar stops are more intense than labials in the F4-F5-F6 region of the spectrum 
(provided that the recording levels are similar). -4mplitude measurements in these two 
frequencl. ranges are therefore used to discriminate labial stops from each of the other two 
places of articulation, with the exact frequency ranges determined empirically in section 3.3. 
.According to section 2.2.2, stops which are released quickly have a lower constriction 
impedance, and therefore more coupling between the front and back cavities, than stops 
which are released slonrly. Section 2.3 suggests that labial and alveolar stops are released 
more quickly than velars. To the extent that this is true, there should be more back cavity 
resonances visible as pole-zero pairs in the burst spectra of labials and alveolars than in the 
burst spectrum of a velar. If this distinction exists, it should be possible to take advantage 
of it by simply counting the number of significant peaks in the burst spectrum, ~ilhere the 
definition of "significant" will be determined empirically in section 3.3. 
3.2.3 Formant frequencies above F1 
The roots of a carefully measured LPC polynomial provide a good estimate of formant 
frequencies during voicing, and an LPC root-finding algorithm, such as that used by the 
Entropic formant tracking algorithm. is a good place to start when looking for formants. 
During aspiration, however, LPC may occasionally mistakenly find a tracheal resonance 
instead of a formant, while during frication, production theory predicts that only front 
cavitj- resonances show up as roots of the LPC polynomial. Human transcribers are very 
good at making use of their knowledge of formant continuity to fill in sections of a formant 
track which are missing from the signal. This section presents a Bayesian model of human 
knowledge about formant tracking, and then apply the model to derive an algorithm for 
srlloothing the poles of an LPC formant tracker. 
A priori  d i s t r ibu t ion  
Formants are the natural frequencies of a given physical system (the vocal tract: between the 
glottis and the lips), and as such, they are constrained to change continuously as a function 
of time, except occasionally when a formant crosses the frequency of a subglottal resonance 
(see section 2.2.5). II'e can model this constraint by modeling the a przorz likelihood of a 
formant's location at each time as a bell-shaped curve. centered on the formant value which 
lvould be predicted using continuity constraints. 
Figure 3-3 sho~vs a simple a przorz distribution. in which the formant prior a t  time t 
is a function only of the measured formant at time i. + At, for some suitable step size At. 
The width of the bell-shaped curve should be determined empirically, but it should also 
be made large enough to allow for occasional discontinuities of 200-300 Hertz as a formant 
crosses the frequency of a subglottal resonance. Section 3.3 will determine a general width 
parameter which is a function of the width of this curve. 
Signal variance 
Careful LPC analysis can generally be assumed to produce accurate formant measurements 
during modal voicing, that is, beginning one or two pitch periods after the transcribed voice 
onset. LPC analysis of an aspiration spectrum produces occasional errors, as discussed in 
section 2.2.5. LPC analysis of a frication spectrum, during the first 20 milliseconds or so 
follorving a stop release, is generally expected to measure only formants which happen to 
be associated with the front cavity. and to largely ignore back cavity resonances. 
Formant tracking errors can be small errors, in which the frequency of a peak is shifted 
slightly because of a random spectral null, or large errors, in which the LPC polynomial 
models entirely the wrong peak. Formally. we can assume that measurement errors 6 are 
P~oaabcl-ty lhal Fomanl Fn(l)=t. Gwen Fn(t+dl) 
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Figure 3-3: Schematized a priori distribution of a given formant frequency, as a function of 
a later measurement of the same formant. \\'ith no information about the consonant. or the 
vorvel. we can only predict that the formant is continuous, hence a bell-shaped distribution. 
normally distributed over a narrow region with probability 1 - P,  and normally distributed 
over a much broader region with probability P: 
where :17(n:) is the unit normal distribution. 
Our knowledge that formant errors are more likely during frication than during voicing 
is easily incorporated into equation 3 .3  by making P a function of time. The likelihood ell 
formant errors during frication can be represented by a large P during the first 20111s after 
release. Formant errors during aspiration are less likely, so P can be slightly lower during 
aspiration. Finally: if formant errors during modal voicing are judged to be impossible, P 
can be set to zero beginning 10-20ms after the onset of voicing. 
Measurement design 
Equation 3.3 and figure 3-3 can be combined to specify an algorithm which smooths each 
formant track backward from the vowel toward consonant release. The empirical study 
discussed in section 3.3 will determine that LPC formant measurements after about 201ns 
of voicing can be considered to be reliable. \T70rking backward from the vowel, the a 
posteriori probability distribution of a formant a t  time t, given the formant measurement 
at  time t + At, can be calculated by multiplying the error model of equation 3.3 by the 
continuity model sho~vn in figure 3-3. 
Figure 3-4 shows two examples of a posteriori distributions which might be used in the 
extension of a formant F n ( t  + At) backward in time to Fn(t) .  In the top part of the figure, 
the LPC polynomial at  time t has a root which is close to Fn ( t  + At),  and this root is 
therefore judged to be the most likely estension of the formant. In the bottom part of the 
figure, the closest LPC root a t  time t is far from F n ( t  + At), and is therefore judged to be 
an unlikely estension of the formant. Since the LPC polynomial provides no other formant 
candidates, the maximum likelihood estimate of the formant is just F n ( t )  = Fn( t  + At). 
Prob. that Fn(t)=f. Given LPC Root R(t)=Fn(l+dt)+lOOHz 
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Prob, that Fn(t)=f. Given LPC Root R(t)=Fn(t+dt)+5OOHz 
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Figure 3-4: Schematized a posteriori probability distributions for two formant frequency 
tracks. In the upper plot: the LPC root a t  time t is close to the formant a t  t + At, and is 
therefore judged to be a continuation of the formant. In the lower plot, the closest LPC root 
at time t is far from the formant at time t +At ,  and is therefore judged to be a measurement 
error. 
3.2.4 First formant measure 
The first formant is subject to the same continuity constraints as all of the higher formants. 
but the first formant must also satisfy one additional constraint: a t  the release of a conso- 
nant, the frequency of the first formant should always rise. Transient ringing and subglottal 
resonances at release of a stop, and nasal resonances a t  release of a nasal, often introduce 
strong peaks between roughly 600 and 1000 Hertz which hide the rise of the first vocal tract 
formant. 
Figure 3-5 shows an a przol-z distribution of F l ( t ) .  as a function of F l ( t  + At) .  which 
represents both the continuity of F1 and the fact that F1 is expected to rise as a function 
of t. The distribution is bell-shaped, but asymmetric. F1 is expected to rise: the expected 
value of F l ( t )  is lower than F l ( t + A t ) .  Given no other information, however, the maximum 
likelihood estimate of F1 a t  time t is still F l ( t )  = F l ( t  + At). 
The model of measurement uncertainty for F1  should be the same as it is for other 
formants, although the probability of an erroneous measurement P may be higher for F1 
during aspiration than it is for other formants. 
If P = 0 during modal voicing (i.e. beginning 10-20ms after voice onset), F1 can be 
smoothed backward in time from the vowel, just like the other formants. Tracing backward 
into the release, F1 a t  time t + At is connected backward to the lowest root Frl (t)  of the 
LPC polynomial a t  time t. If Frl (t) is lower than F l ( t  + At) ,  as sho~rrn in figure 3-6a, then 
Frl is usually the most probable formant a t  time t. If Fr l ( t )  is higher than F l ( t  + At)  by 
more than some threshold value, FTl (t)  is judged to be a subglottal or nasal resonance, and 
the maximum likelihood estimate of the formant is F l ( t )  = F l ( t  + At). 
Probabil~ty lhal Fl(l)=f. Given Fl(trdt) 
Figure 3-5: Schematized a priori distribution of F1 at time t ,  given a measurement of 
F l ( f  + At). Distribution is skewed. representling our expectation that  F1 rises as a function 
a f t .  
Probability that Fl(t)=f. Given LPC Root R(t)=Fl(t+dt)-75Hz 
* O O  
Probability that Fl(t)=f. Given LPC Root R(t)=Fl(l+dt)+75Hz 
I 
Figure 3-6: Schematized a posteriori distributions of F1 a t  time t ,  given an LPC root Frl(t) 
n-llich is (a) 75 Hertz below F l ( t  + A t ) ,  or (b)  75 Hertz above F l ( t  + A t ) .  
3.3 Imitating Human Performance on a Training Set 
The presentation in section 3.2 describes the algorithm design process as an exercise in the 
application of speech production theory. In fact, speech production theory allows many 
variations on each of the described algorithms. This section describes experiments in which 
the precise forms of the algorithms described above, and the values of their temporal and 
frequency thresholds, are adjusted by a human judge to meet an empirical performance 
criterion. 
3.3.1 Training data 
The algorithms outlined in section 3.2 were adjusted by a human judge (the author of 
this thesis) so that the algorithms would imitate his measurements on a training set of 
consonant releases. with as few large measurement errors as possible. The training set 
consisted of 20 tokens of each consonant, split evenly by speaker gender, with right contexts 
drawn at randoin from the vowels, glides, and liquids in TIMIT (including 11 alveolar 
tokens in retrofles contest. but none in lateral contest). This database is referred to in this 
thesis as the I<B Train (knowledge-based training) database; a list of tokens is provided in 
appendis -4. section -4.1. 
The judge attempted to produce measurements of the true vocal tract resonances 20111s 
and 50111s after consonant release, and of the true front cavity resonance a t  the instant 
of release. I11 addition to measurements of the vocal tract resonances, two burst spectral 
amplitudes and a conves peak count were measured. lleasurements of lolr--frequency and 
high-frc:juency spectral amplitude are designed to represent, as much as possibie, the ampli- 
tudes of front cal.ity resonances in velar and alveolar stop spectra, respectively. The convex 
peak count is defined as the number of convex peaks in the spectrum within some thresh- 
old distance of the spectral maximum: the amplitude threshold was adjusted to represent. 
as accurately as possible. the distinction between "compact" velar spectra and "diffuse" 
alveolar spectra. 
-411 measurements were performed non-interactively, using a spectral representation sim- 
ilar to tiiat available co the automatic measurement algorithms. Surst spectral information 
was measured from a single time-averaged power spectrum, consisting of the average of 
seven consecutive squared DFT spectra (step lms).  Formant frequency measurements were 
based on a list of candidate formants generated by the ESPS formant tracker, combined 
with time-averaged power spectra 20ms and 5Oms after consonant release. The judge was 
given the identity of each consonant. and its phonetic context. 
3.3.2 Formant measurement algorithms 
.An algorithm for automatic measurement of onset and vowel target formants is defined by 
the application of simple smoothing rules. All automatic formant measurements are based 
on roots of the LPC polynomial, as caiculated by the formant tracker packaged with the 
Entropic Signal Processing System. S o  gross formant measurement errors were found in the 
training data more than lOms after the transcribed voice onset, so formant tracks proposed 
by the ESPS tracker are assumed to be 100% correct beginning 20ms after the transcribed 
voice onset. Earlier formants are smoothed backward from the vowel toward the release, 
~vi th  a 51ns step between analysis frames. 
First formant measures 
At each time t, the first formant F l ( t )  is estimated on the basis of the first root of the LPC 
polynomial, Fr l ( t ) ,  and of the known first formant at time t + 5ms, F l ( t  + 5). If Frl(t)  
is too high, it is judged to be a subglottal or nasal resonance, and the formant estimate 
is F l ( t )  = F l ( t  + 5). If Frl(t)  is sufficiently low, it is judged to be a continuation of the 
formant track: Fl (t) = Frl (t). A threshold specifying that Frl (t)  5 Frl (t  + 5) + 50 Hertz 
was determined to divide these two cases for almost all training tokens. 
Second and third formant measures 
At each time t, the nth formant Fn( t )  is estimated on the basis of its known value at time 
t + 5ms, Fn ( t  + 5), and of the root of the LPC polynomial Frj(t) closest in frequency to 
Fn ( t  + 5). The formant track F n ( t )  must be allowed to jump discontinuously across the 
frequency of a subglottal pole, but should otherwise be constrained to be as continuous 
as possible. In the I<B Train database. a small number of measured formant tracks were 
discontinuous by more than 300Hz in 5ms, but none were discontinuous by as much as 
100Hz. so a ruie was implemented requiring formant frequency discontinuities to be less 
than 100Hz. If the absolute difference between Fn ( t  + 5) and Frj(t)  is less than 400 Hertz. 
then F n ( t )  = F,, ( t ) ,  else F n ( t )  = F n ( t  + 5 ) .  
3.3.3 Burst spectral measurement algorithms 
-111 burst spectral measurements depend on the definition of a frequency band of interest. 
corresponding to the frequency band in figure 3-1 in which the front cavity resonance has a 
non-zero a prior2 probability of occurrence. This band-limited spectrum will be referred to 
as the front cavity resonance spectrum. 
The front cavity resonance spectrum, and the four burst spectral measurements derived 
from it, are defined by a small number of rules. .ipplication of these rules to the convex 
peaks of the burst spectrum produced measurements similar to those transcribed by the 
h~iman judge. 
Front cavity resonance spectrum 
The front cavity resonance spectrum is defined to be a band-limited portion of the time- 
averaged power spectrum of the burst, where the power spectrum was computed, in this 
esperiment, as the average of 7 consecutive squared DFT spectra (step lms), wit11 zero 
preemphasis. 
-4 high-frequency boundary at 6300 Hertz was found to be high enough to include all 
alveolar front cavity resonances in the training data. The low-frequency boundary was 
defined as being 200 Hertz below a measurement of F2. The measurement of F2 20ms after 
release was determined to be early enough to reliably indicate the frequency of a velar front 
cavity resonance, but late enough to be rarely influenced by frication noise. 
Front cavity resonance frequency 
The highest-amplitude peak in the front cavity resonance spectrum was found to correspond 
to the front cavity resonance in almost all cases. 
In three cases, the front cavity resonance spectrum of a non-retrofles alveolar stop 
contained a back cavity resonance, a t  the frequency of F2, with an anlplitude equal to or 
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Figure 3-7: Amplitudes of the highest peak in the F2/F3 and F4/F5/F6 range, velar (top) 
and non-retrofles alveolar (bottom) tokens only. 
1dB higher than that of the front cavity resonance (figure 3-7). In order to correctly identify 
the front cavity resonances of these three training tokens, a rule was implemented favoring 
the highest in frequency out of any set of peaks ~vi th  amplitudes within 1dB of each other. 
In the burst spectra of the 11 retrofles alveolar stops in the I<B Train database (not 
shown in the figure), the front cavity resonance frequency was always the largest peak in 
the spectrum, with no peaks of similar amplitude at higher frequency. All but one of the 
11 retroflex stops had front cavity resonance frequencies between 2000 and 3500 Hertz. 
N u m b e r  of peaks  
.is a measure of compactness, the number of "significant" peaks in the front cavity resonance 
spectrum is counted. A definition of "significance" in Terms of relative amplitude was found 
to provide a reasonable measure of compactness: a "significant" peak is defined to be a 
peak r~hose amplitude is no more than lOdB below the amplitude of the largest peak in the 
front cavity resonance spectrum. 
Ampl i t ude  measures  
Burst amplitude measurements were designed to discriminate between labial stops, which 
do not have a front cavity resonance peak, and alveolar and velar stops, which do. It 
was discovered that, in the KB Train database, the best discrimination between these two 
classes is provided by a pair of frequency bands which, combined, cover a range slightly 
larger than the front cavity resonance spectrum. Low-frequency amplitude is measured 
to be the amplitude of the highest peak in the band between 1000 and 3400 Hertz, and 
therefore often includes strong back cavity resonances a t  the release of an alveolar stop. 
The high-frequency amplitude is measured to be the peak amplitude in the band between 
2'700 Hertz and 7400 Hertz. 
If there is no peak in a band, it is not clear how the "peak amplitude" should be defined. 
In classification experiments, it is useful to assign bands without peaks a "peak amplitude" 
measure which is lower than any peak amplitude observed in the same band in tokens 
which do have peaks, but not too much lower. In experiments in this thesis, two alternate 
and equally arbitrary conventions were adopted: the "peak amplitude" measure of a band 
with no peaks was sometimes set to l5dB below the overall DFT peak amplitude, and 
n7as sometimes set to the amplitude of the lo~vest in-band spectral valley. Neither of these 
performed better than the other in classification experiments. 
3.4 Statistical Models of Measurement Error 
An automatic measurement algorithm is not useful for phonetic studies without reliable 
estimates of the aggregate measurement error. This section describes experiments in which 
the performance of the algorithms described above was compared to the transcriptions of 
human judges on a test set. The distribution of measurement errors was then modeled using 
several statistical models, and confidence limits on the error were computed. 
3.4.1 Reference measurements 
The algorithms described in section 3.3 were tested on a database consisting of 324 con- 
sonant releases: nine consonants (six stops, three nasals) x two genders x eighteen right 
contexts. This database is referred to in this thesis as the Error Modeling database; a list 
of tokens is gi~ven in appendix A, section A.2. 
Two human judges, each with at  least five years of phonetic training, attempted to 
measure vocal tract resonances at  the given stop releases (one of the judges mas the author 
of this thesis). Judges were given full information about each sentence, including the tran- 
scription, and mere allowed to use any spectral representations which they found useful in 
estimating the requested measurements. 
The judges were instructed to measure vocal tract resonance frequencies as accurately 
as possible at  six specified times in each waveform (at ten millisecond intervals, from 5 ms 
to 55 ms after the transcribed release). One of the judges relied primarily on DFT spectra 
computed with a 14 ms Hamming windon., supplemented by LPC spectra computed with a 
20 ms nyindow; the other judge chose to use time-averaged DFT spectra with a 10 nlillisecond 
averaging window. 
In addition to the vocal tract resonance measurements, judges were asked to make 
several measurements on the burst spectra of the stop releases. First, for velar and alveolar 
stops, judges were asked to measure the first front cavity resonance frequency. Second, 
judges were asked to measure the amplitudes of the highest peaks in two bands, which were 
defined in terms of formants: the "lorv-frequency" band was defined as the band containing 
the speaker's typical F2 and F3, while the "high-frequency" band contained the speaker's 
typical F4, F5, and F6. Finally, the judges were asked to estimate the "diffuseness" of the 
spectrum, on a scale from 1 (most compact) to 5 (most diffuse). 
Roughly one-third of the consonants were transcribed by both judges. After transcrib- 
ing these syllables individually, the judges compared their measurements to make sure that 
they were choosing the same peak for each frequency measurement. Remaining differences 
between the judges should therefore be entirely caused by differences in the signal repre- 
sentations used. 
Table 3.1: Signed differences between the t~vo human judges on tokens which were tran- 
scribed by both. F1, F2, and F3 include six measurements per token, for more than 100 
tokens. The burst spectral measures are the front cavity resonance frequency, low frequency 
and high frequency amplitudes, and relative diffuseness. 
The difference between the judges' scores on each measurement are presented in table 3.1. 
In this table. r,  is a test of the goodness of fit of a Gaussian model, which will be described 
in the nest subsection. The high values of r,  in tabie 3.1 indicate that all differences are 
relatively well modeled by a Gaussian distribution, except that differences in the diffuseness 
measure are always small integer values (usually O or 1): and are therefore not well modeled 
I)?. a Gaussian. Since each judge was allowed to choose his own spectral representation. 
there is a large mean difference in the amplitude measurements. 
3.4.2 Confidence limits for d Gaussian error model 
1Ieasurements of the two judges were combined to form a reference set, against which the 
algoritllr,, was tested. For all tokens transcribed by both judges, the two sets of measure- 
ments were averaged. Amplitude measurements of one judge were linearly shifted by the 
amount of the average difference before averaging: frequency and diffuseness measurements 
n-ere alwaged with no prior adjustment. 
The algorithms described previously were used to automatically measure formant fre- 
quencies. burst front cavity resonance and amplitudes. and diffuseness (measured as the 
n~unber of large peaks in the burst spectrumj. These measurements were compared to the 
reference measurements produced by human judges, and the difference will be referred to 
as tlie "measurement error" of the algorithm. 
Table 3.2 gives estimates, and 99% confidence limits, for the error mean and error 
standard deviation of each measurement. In this table, the large average difference be- 
tween automatic and manual measurements of spectral amplitude is caused by the different 
spectral representations used by humans and machine. There are also significant differences 
between the automatic and manual measurements of F1, F3, and the front cavity resonance, 
which can not be easily explained in terms of differences in spectral representation. 
Differences shown as significant in table 3.2 should be interpreted with caution. because 
of the low quantile correlation coefficients rq listed in the table, and the obvious nonlinearity 
of the Q-Q (quantile-quantile) plots sholi~n in figure 3-8. A Q-Q plot (Johnson and Il'ichern, 
1992) displays the measurement errors. sorted in increasing order, plotted against an equal 
number of samples drawn uniformly from a Gaussian distribution. If the measurement errors 
are also drawn from a Gaussian distribution, the Q-Q plot should be a straight line, and the 
normalized correlation rq between the ordinate and abscissa should equal 1.0. Instead, all 
of the r,  coefficients in table 3.2 are significantly iess than unity (p < 0.01), although errors 
Formant Lleasures 
Table 3.2: Mean and standard deviation of differences between automatic measurements and 
measurements transcribed by human judges, with bilateral 99% confidence limits. .'Onset 
F1" includes measurements 0, 10. and 20ms after release, .'\'owel F1" includes measurements 
30. 40. and 5Orns after release. 
Burst Spectral 1,leasures 
F1 Errors (RQ = 0.872) F3 Errors (RQ = 0.853) 
Std Dev (99% Limits) 
114 (106,123) 
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Figure 3-8: Q-Q plots describing the degree to which the measurement error fits a Gaussian 
model: if the errors fit a Gaussian model, the plot should be a straight line. Low-amplitude 
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Figure 3-9: The cumulative probability of finding a measurement error greater than any 
given frequent!., ~vi th  95% confidence limits. Plots have been truncated a t  500 Hertz. in 
order to make the threshold behavior near 150 Hertz more visible. 
in the measurement of spectral amplitudes and number of peaks (not shown) can probably 
l ~ e  considered Gaussian for most practical purposes. 
The reason that the errors do not fit a Gaussian model is clearly displayed in figure 3-8. 
In this figure. the smaller errors fit the normal error model quite well, but the larger errors 
(both positi1-e and negative) are much larger than the errors that would be produced by a 
Gaussian model. 
lleasurement errors which are too large to come from a normal distribution are often 
called outliers, and often result from the amplification of small errors by a nonlinear process. 
In this case. the process of peak picking is decidedly nonlinear: a slight change in the relative 
amplitudes of formant and subglottal resonances. for example, can cause LPC to choose the 
wrong peak. These large outliers are qualitatively different from the low-amplitude errors, 
~vhich are caused by more normally distributed sources of error, including possibly peak 
centering strategies, and differences in signal representation. 
The nest two subsections consider approaches to the modeling of these outliers. 
3.4.3 Explicit modeling of outliers 
In experimental situations, a useful model of measurement error should include, first, an 
estimate of the likelihood of the outliers, and second, an estimate of their size. This section 
considers techniques for explicitly modeling measurement outliers using nonparametric tools 
and mixture Gaussian distributions. 
Table 3.3: Separation of measurement errors into lo~v-amplitude "normal errors" and high- 
amplitude "outliers." Measurements are F1, F2, and F3 (six measurements per consonant 
release) and the front cavity resonance (one measurement per stop release). 
A non-parametric model 
Figure 3-9 shows, for the front cavity resonance and all three formants. the probability 
of encountering an error larger than the given threshold. 95% confidence limits for each 
measurement are shown using dotted lines. The confidence limits were calculated to three 
decimal places by iteratively testing the parameters of a binomial distribution. Sotice that. 
for each measurement. the probability of an error drops off steeply until a sort of threshold 
is reached. and drops off more slolvly thereafter. For practical purposes. errors above this 
tllreshold can be considered outliers. and errors below this threshold can be considered 
relatively normal. 
Table 3.3 lists approximate values of the threshold for each measurement. The three 
formant thresholds are each calculated as the in~werse of the decay constant in an espo- 
nential probability modcl: ~vhere the models were estimated by fitting straight lines to the 
logarithms of the curves shown in figure 3-9. The exponential probability model does a poor 
job of modeling details of the distributions. but the estimates of the thresholds for forrnant 
outliers were considered reasonable. and are therefore used in table 3.3. The front cavity 
resonance threshold. on the other hand, was read directly from figure 3-9: the threshold. 
150 Hertz. is the start of the long flat section in figure 3-9. and seems to represent a natural 
boundary in that distribution. 
-4s a measure of the normality of each subset of the errors, table 3.3 lists Gaussian 
quantile correlations r ,  separately for both lo~v-amplitude and high-amplitude errors. Our 
previous characterization of the low-amplitude errors as "normal errors" seems to be justified 
by the I., statistics. which rise when high-amplitude errors are removed. Surprisingly. the 
degree of normality also seems to rise when the low amplitude errors are remoired. This 
seems to imply that the "outliers" may also be normally distributed, but with a much larger 
variance than that of the low-amplitude errors. 
A concentric mixture Gaussian model 
The idea that low-amplitude and high-amplitude errors are independent,ly Gaussian, with 
similar means but different variances, can be modeled using mixture Gaussian models. 11.e 
can define a "concentric mixture Gaussian model" to be a model composed of two Gaussians 
with the same mean: 
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Figure 3-10: Mixture Gaussian models of the formanr and front cavity resonance measure- 
ment errors (sho~vn: log probability density). Formant mixtures were constrained to have 
the same mean; the front cavity resonance model was not so constrained. 
where -Y(s.) is the unit normal distributio~i, E is the error, and p .  u1, u2, and P are trainable 
parameters. 
Concentric mixture Gaussian models trained for the three formant measurement errors 
are shown in figure 3-10. The front cavity resonance is very poorly modeled by a concentric 
mixture Gaussian, so the means of the two Gaussian elements were allowed to diverge. 
creating the slightly skewed distribution shoriln in r,he figure. 
The parameter P,  for each mixture Gaussian model, is slightly higher than the corre- 
sponding probability of an outlier shown in figure 3-9. This is a natural consequence of 
the form of the mixture Gaussian model. which explains almost all outliers using the wide 
Gaussian element, but adds both Gaussian elements together to esplain tokens toward the 
center of the distribution. 
3.4.4 The effect of context on outlier probability 
The test set contains nine consonants (three nasals and six stops), and a wide variety of 
right contexts, including tnro glides, three retroflex sounds, two lateral sounds, tnro types of 
schna. and nine unreduced vonrels. Speech production theory suggests that  some of these 
syllables have clear, easy to measure formants, and others are subject to more frequent 
errors. 
Contexts likely to cause large measurement errors were identified by visual clustering 
of the test data, nrith guidance from speech production theory. The resulting definitions of 
..high-error" and "low-error" contexts are given in   able 3.4. 
The best predictor cf error in an F1 measurement is found to be identity of the conso- 
nant. Sasal and aspirated consonants cause frequent peak-picking errors near the consonant 
release. while only the aspirated consonants with longer voice onset times ( / t /  and /k/) 
cause a noticeable increase in error rate between 30ms and 50ms after release. 
Table 3.4: Definitions of seven frequency measurements, and of contexts in lvhich the mea- 
suretnents are more likely to suffer peak-picking errors. High-error contests were chosen 011 
the basis of speech production theory, and of observation of the measured errors. 
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Figure 3-11: Cumulative histograms, showing the probability of finding an error larger 
than the abscissa coordinate. The solid lines are the measured probabilities for low-error 
and high-error contexts; the dotted and dashed lines show 95% confidence limits for the 
low-error and high-error  context,^, respectively. 
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Figure 3-11 sho~vs the probability of finding outliers greater than any given frequency, 
for both high-error and low-error contexts, with 95% confidence limits. Apparently, most 
F1 errors larger than about 100 Hertz can be attributed to the effect of the consonant, 
although a small number of very large errors (400-500 Hertz or more) are also found in 
low-error contexts. 
Errors in F2 and F3 near consonant release are influenced by identity of both the conso- 
nant and its right context, but beginning about 30ms after release, it appears that only the 
right context strongly influences error rate. Both F2 and F3 are frequently mis-identified 
during glides and liquids, because of frequent: mergers between neighboring formants (/y/ 
and /r/ show frequent F2-F3 mergers, /rv/ shows frequent F1-F2 mergers, and F3 is often 
weak or ambiguous in 111). F3 is also often lost during syllabic liquids: during retroflex 
sounds, F3 often merges with F2, while during lateral sounds, F3 is often extremely weak. 
-4s sho~vn in figure 3-11, the context classes in table 3.4 are relatively effective at pre- 
dicting the frequency of errors in all F3 measurements, and in F2 measurements at least 
30ms after release. The F2 onset measurements in high-error and low-error contests are 
not significantly different, indicating that the selected contests are not a good predictor of 
F2 onset measurement errors. 
The front cavity resonance measurements show a clear division, at about 200 Hertz. 
between slilall amplitude "normal errors" and large amplitude outliers. Of the 27 "outliers," 
12 occur in the contexts specified in table 3.4. .Alveolar bursts in low contest (/aa/ and 
/ae/) often contain strong back ca\lity resonances which are mistaken for the front cavity 
resonance. The front cavity resonance of a retroflex stop, and of a velar in /y/ contest: 
often appears as a broad mass of energy composed of several smaller peaks; the measurement 
algorithm and the human transcribers often choose peak locations which differ by several 
lluridred Hertz. Finally, the burst in the syllable /dw/ is often weak, with no clear front 
cavity resonance: this was the on l~ ,  contest in c hich voicing of the stop was useful in 
predicting front cavity resonance measurement errors. 
3.4.5 Correlations between measurements and measurement errors 
The discussions in sections 3.4.2 to 3.4.4 assume that the error in measuring a formant 
frequency is uncorrelated tvith the true underlying value of the formant. This assumption. 
called the homoskedasticity assumption, is common in statistical analysis, and it allows 
us to build powerful error models. as described above. Real-world measurenlent processes. 
ho~vever, are often heteroskedastic, that is, measurement errors are often correlated with the 
correct value of the thing being measured (Kennedy 1992). Section 5.1 will show that, if 
an error model is to be carried forward into any further analysis of the data, it is important 
to correctly model the correlation between measurement and error. 
If we assume that the measurement and measurement error are approximately Gaussian. 
it is possible to test the assumption of homoskedasticity using standard linear regression 
analysis. Let xo be a correct formant or burst spectral measurement, x the correspondirlg 
automatic measurement, and E the measurement error: 
The joint distribution of normally distributed xo and E is completely specified by their means 
Table 3.5: Normalized correlation between human transcriptions of the test data and mea- 
surement error of the automatic algorithm. 99% confidence limits are calculated using the 
Student's t distribution with 120 degrees of freedom. 
Sormalized correlation between measurement and error 
1-10 and p,,  their standard deviations a0 and a,, and the normalized correlation coefficient 
Th? assumption of homoskedasticity is exactly the assumption that p = 0. 
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where fro. Zo. p,, and C ,  are the sample mean and sample standard deviation of xo and E .  
respectively. 
The estiinate a is nc-mally distributed with mean p, and the square of the residual 
( E  - a20)2 is distributed as a scaled X2 random variable (Johnson and \\'ichern. 1992). B!. 
appropriate calculations. nye can derive 100(1 - a)% confidence limits on the value of the 
true correlation coefficient p: 
~vllere t ! ~ - ~ ( a / 2 )  is the 012 critical point of a Student's t statistic of order - 1. 
Table 3.5 sho~vs the normalized correlation between several manually transcribed mea- 
surements and the corresponding measurement errors of the rule-based algorithm, estimated 
over the Error hlodeling database. The hypothesis of homoskedasticity is rejected with 99% 
confidence for 6 out of the 10 measurements. Three measurements are much more strongly 
heteroskedastic than the others: the low-frequency and high-frequency burst amplitudes, 
and the measurement of F1 20ms after consonant release. 
Figure 3-12 compares human and automatic transcriptions of the t~vo burst amplitude 
measurements. According to the analysis in section 3.4.2, the standard deviation of the 
measurement error 6 is 5-7dB for both measurements. If measurement error were uncorre- 
lated with the correct measurement value, the lower plot in figure 3-12 should be a smeared 
version of the upper plot, with 5-7dB of variation added to the edges of the token cloud. 
Instead, the lower plot is slightly more compact than the upper plot. Low burst amplitude 
measurements have been increased, and, to a lesser extent, high burst amplitude measure- 
ments have been reduced. The error in this plot is clearly correlated with t,he measurements. 
Burst Spectral Amplitudes, Human Transcriotion: o=labial. '=alveolar. x=velar 
Burst Spectral Amplitudes. Automatic Measures: o=labial. '=alveolar, x=velar 
30 I 
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Figure 3-12: Burst spectral amplitudes, as measured by human transcribers, and by the rule- 
based nleasurement algorithm. hleasurements by human transcribers have been shifted by a 
constant in order to make the plots comparable. The rule-based measurement algorithm has 
a significant tendency to reduce high-amplitude measurements, and increase low-amplitude 
measurements. 
3.5 Discussion 
This chapter develops and evaluates rule-based algorithms for the measurement of certain 
acouztic correlates of stop consonant place. 
3.5.1 Algorithm training 
The exact form of the algorithms developed here. and the values of various frequency and 
amplitude thresholds, were adjusted to imitate the performance of a human judge on a 
database consisting of 20 releases of each of the 9 stop and nasal consonants. The judge 
was given the identity and contest of each stop, but did not use interactive spectral analysis 
to verify measurements, relying instead on spectral representations (time-averaged power 
spectrum, LPC roots) similar to those used by the automatic algorithms. 
The performance of the algorithms on test data suggests that the algorithms were in- 
sufficiently trained. Compared to the measurements of judges on test data (generated 
interactively by judges using multiple spectral representations), the algorithm picks the 
wrong formant peak 10-20% of the time, and the wrong front cavity resonance 20% of the 
time. 
Three reasons for the apparent fragility of the algorithms presented in this chapter can 
be suggested. Correction of these three problems is likely to lead to much more robust 
algorithms than those developed in this chapter. 
First, the algorithms developed here use extremely simple statistical and speech produc- 
tion models: and as a direct result, the models are tuned quite closely to the dist,ribution 
of the training data, and are therefore fragile to small variations. For example, the front 
cavity resonance measurement, which chooses the highest-frequency peak out of all those 
within 1dB of the spectral maximum, might be made more robust by the use of a more 
detailed model of the frequency dependence of the front cavity resonance. Similarly, the 
formant measurement ~iyould probably be more robust if it used a more global continuity 
constraint. 
Second, the training data in this chapter are measured non-interactively, using the same 
spectral data used by the algorithm, while the test data are measured interactively, in order 
to encourage the best possible accuracy. As a result, it is possible that the training data 
measured by the human judge contain errors resulting from a poor spectral representation, 
some of which might have been corrected using interactive analysis. Apparently, limiting 
the human judge to the spectral representations of the algorithm is a mistake. Instead, the 
judge should be allowed to use as many different representations as he finds useful. If the 
algorithm is then unable to imitate the judge's measurements using a more limited spectral 
representation, then the input to the algorithm should also be supplemented, in order to 
obtain the most. accurate measurements possible. 
Finally, the training data set should be more closely matched to the test set. In this 
chapter. the training set consisted of only 20 releases of each consonant, in arbitrary and 
unbalanced phonetic contexts. As a result, unusual right contexts for each consonant were 
not considered in the algorithm design, and some of these contributed extra error to the test 
set. For example, /ky/ and /dw/ were not represented in the training data, and were found 
to contribute more than the average number of front cavity resonance errors in section 3.4.4. 
Enthusiasts of speech production knowledge in the speech recognition community some- 
times suggest that constraints based on speech production knowledge can be used as a 
substitute for additional training tokens. This may be true when the training database 
already consists of several thousand tokens. but when the training database is only a fen 
Ilundred tokens, it is slightly misleading. In this chapter and the previous chapter, we have 
demonstrated that the a priori constraints imposed by speech production knowledge are 
often not very restrictive. but that the application of speech production knowledge as a 
continuous guiding principle in the development of measurement algorithms can be useful. 
Based on the development of measurements in this chapter, it might be suggested that 
speech production knowledge is most accurately characterized as knowledge which g l~ ides  
t he  in terpre ta t ion  of the available training tokens, helping us to better generalize the infor- 
mation available. 
3.5.2 Aggregate error models 
The introduction to this chapter suggests that automatic measurements are only useful if 
Ive have detailed models of the measurement error. This chapter has developed several 
detailed models of the aggregate statistical distribution of measurement errors. lZggregate 
models, however, have an important shortcoming: an aggregate error model makes the 
same error prediction for every utterance, with no regard for the huge range of spectral 
differences between utterances. This section discusses the extent to which aggregate error 
models might be useful in the applications of speech sound classification and inference of 
articulatory correlates. The discussion here concludes by proposing a tighter link between 
the measurement algorithm and the error model; this link \\.ill be developed further in the 
nest chapter. 
Classification 
hlost parametric classifiers, including linear discriminant and mixture Gaussian classifiers, 
use a feedforward classification algorithm: all relevant measurements are presented to the 
classifier as a single measurement vector, and a classification score is computed as an 
algorithm-specific function of the given measurements. There is no way to incorporate 
an aggregate model of measurement error directly into a parametric classifier, since ev- 
erything the classifier knows about variability in the measurements is represented in the 
(algorithm-specific) classifier weights. 
It is possible, however, to combine parametric classifiers and error models under the su- 
pervision of a higher-level program. Carver and Lesser (1992), for example, have developed 
a non-speech sound recognizer using an expert system. In their system, signal processing 
"knowledge sources" contribute knowledge about the error inherent in different signal rep- 
resentations, and the expert system uses this knowledge to decide which representations to 
use for a given classification task. Johnson (1994) proposed selecting the best measurements 
for a given classification task on the basis of phonetic context, using a table lookup scheme. 
and Chun (1996) developed a system which selects measurements using a decision tree: both 
of these systems could be modified to incorporate knowledge about measurement error. 
In all of these systems, spectral representations are not measured until they are re- 
quested by the supervisor program. If measurement errors are compactly distributed (for 
example, if errors are Gaussian), and if the error standard deviation is small compared to 
the range of measurements characterizing a phoneme, this kind of on-demand measurement 
allows significant computational reduction. An expert system classifier using Gaussian error 
models, for esample, might proceed as follolvs. First, an acoustic measurement is requested, 
and the value of the measurement is classified. If the value of the measurement is sufficiently 
close to a category boundary that it might have been pushed across by measurement er- 
ror. another measurement is requested. The process continues, with more measurements 
performed and classified, until the possibility of a misclassification caused by measurement 
error reaches an acceptably low level. In this way. time-consuming acoustic measurements 
are only used in the classification of tokens very ciose to a category boundary. 
If error is not compactly distributed - that is, if there are many outliers - aggregate 
error modeling is not as useful. For example, in the concentric mixture Gaussian models of 
section 3.4.3, any frequency measurement has a 10-20% chance of being an outlier. Outliers 
are often large enough to cause classifica-cion errors: even a measurement which is far from 
an!. category boundary can be shifted across the boundary by a sufficiently large measure- 
ment error. Thus, an expert system uslng a concentric mixture Gaussian error model is 
forced to assume that any measurement, regardless of how close it is to a category boundary. 
has a 10-20% chance of being misclassified because of measurement error. 
h'Ieasurement of probabili ty distributions 
Section 2.4.2 suggests that it may be possible to infer the statistical distribution of an artic- 
ulatory parameter from the measured distribution of its acoustic correlates. If a measured 
acoustic distribution contains errors, however, the inferred articulatory distribution will 
contain similar errors. The power of automatic acoustic measurements to predict articula- 
tory measurements therefore depends critically on the reliability of the measured acoustic 
distribution. 
Suppose xo is the true value of an acoustic correlate measurement, and x = xo + e 
is a possibly erroneous automatic measurement of the same acoustic correlate. If e is 
independent of s o ,  the probability density p,(<) is the convolution of the densities pxo(J) 
and p,(J), where con\~olution is denoted by *, and J is a dummy variable: 
If the error distribution p,(J) is compact (e.g. Gaussian), the convolution in equation 3.9 
is just a smoothing operation, and the distribution px(J) of the automatic measurement is 
just a smoothed version of the distribution pxo(c) of the correct measurement. Suppose yo 
is an articulatory parameter related to xo by a differentiable function xo = f ( y o )  Then the 
probability distribution py, (Z\villinger, 1996) is 
If the smoothed distribution px is used in equation 3.10 in place of p,,, the estimated 
articulatory distribution py(() is just a nonlinearly smoothed version of the true distribution 
 yo (0. 
If the error distribution p,(E) contains outliers (e.g. a concentric mixt,ure Gaussian), 
then equation 3.9 no longer represents a local smoothing operation. For example, if the 
error distribution is a concentric mixture Gaussian composed of a compact Gaussian distri- 
bution p,(<), chosen with probability 1 - P, and an outlier distribution po(<). chosen with 
probability P. then the distribution px(J) is 
The first term on the right in equation 3.11 represents a locally smoothed version of p,,. 
similar t,o the distributions considered above. The second term is also a smoothed version 
of p,,, but. the smoothing is over such a wide range that most features of p,, are lost, and 
the result looks something like a constant noise floor added to the total distribution px(E). 
Thus we find that, if errors are compactly distributed, the distributioils of acoustic and 
articulatory parameters estimated using erroneous measurements are just smoothed copies 
of the actual distributions. An error distribution containing outliers: on the other hand, adds 
a sort of "noise floor" over a broad paramet,er range to both the acoustic and articulatory 
parameter distributions, which may mask details of the true parameter distribution. 
Aggregate  versus individual e r r o r  dis t r ibut ions  
Up to this point, this section has discussed the combination of automatic measurements and 
aggregate error models for use in the applications of phonetic classification and articulatory 
parameter estimation. Compact (e.g. Gaussian) error distributions have been shown to 
produce a locally smoothed measurement distribution, corresponding to a local band of 
possibly misclassified tokens near the category boundary of a phonetic classifier. Error 
distributions with outliers, on the other hand, have been shown to add a roughly constant 
noise floor to the measurement distribution, and to add a corresponding roughly constant 
probability of inisclassification to all tokens considered by a phonetic classifier. Since all of 
the frequency measurements considered in this chapter have significant outliers, it must be 
- - 
'.-I lieteroskedastic error term requires a fe\v extra calculations, which are not reproduced here. 
concluded that classification and articulatory inference based on these measurements \vould 
suffer from a relatively constant noise floor, which mould presumably limit the usefulness 
of these measurements in either application. 
All of this discussion assumes that the only thing known about a given measurement 
error is that it is randomly drawn from a particular distribution. To anyone who has 
ever attempted manual phonetic transcription, however, this assumption is absurd. \IThen 
a human attempts to measure formant frequencies or a front cavity resonance, most of 
the measurements he makes are easy, because the formant or front cavity resonance peak 
is clearly visible in the expected frequency band. Most of the errors made by a human 
transcriber come from a small number of atypical spectra, in which there are either multiple 
candidate formant peaks, or no candidate formant peaks. Furthermore, a human transcriber 
can usually tell which tokens are difficult to measure. and provide a rough estimate of the 
probability that any given formant or front cavity resonance measurement contains a gross 
error. 
Token-by-token estimates of the probability of error would be tremendously useful in an 
espert system speech classifier, and possibly in the inference of articulatory measurements. 
If most formants can be measured with little probability of gross error, an expert system 
classifier can focus resources (in the form of additional measurements) on the tokens which 
are most likely to contain errors. Likewise, an algorithm estimating the histogram of an 
articulatory parameter can weight the acoustic input tokens by their probability of correct- 
ness. so that a single gross measurement error has less influence on the estimated parameter 
distribution. 
.Although automatic measurement algorithms are more susceptible to error than human 
transcribers. most gross automatic measurement errors seem to come from the same kind of 
aml~iguous pectra that produce human errors. Furthermore, estimation of the probability 
of error for each measurement seems to require spectral information which is similar to the 
kind of irlformation used to make the measurement in the first place: for example, knowledge 
of the frequencies and amplitudes of convex peaks in a burst spectrum is important for both 
measuring the front cavity resonance, and for estimating its probability of error. Processing 
this information in order to produce an estimate of error. however, requires a degree of 
self-super\rision which the algorithms developed in this chapter do not possess. 
The nest chapter develops a formant tracker which uses hidden hlarkov modeling 
(H l I l I )  technology to estimate the spectral uncertainty inherent in each formant mea- 
surement. 
The introduction of HlIAI formant tracking into an otherwise knowledge-based thesis 
has sparked philosophical complaints from a few reviewers. Historically, the field of speech 
recognition has occasionally been divided into the camps of knowledge-based and Hhlhl- 
based recognition, where the cmo camps can be caricatured by saying that engineers using 
Hl l l l s  want the biggest possible training database. while engineers using knowledge-based 
systems think that production knowledge obviates the need for extra training data. The 
author of this thesis strongly believes that the historical division of speech recognition into 
these two camps is an anachronism, which only serves to keep engineers from seeking the 
best solutions to speech recognition problems. 
Section 3.5.1 proposes that speech production knowledge is best characterized not as 
a substitute for training data, but rather as an aid in the interpretation of training data. 
Continuing this line of reasoning, chapter 4 uses HhlMs, trained on data, to develop a for- 
mant tracker capable of estimating its own measurement uncertainty. This trained HMhl 
formant tracker is not a substitute for knov.ledge-based formant trackers; it zs a knowledge- 
based formant tracker. Speech production knowledge contribut'es to the choice of formant 
frequencies as production states, to the choice of a bell-shaped formant transition probabil- 
ity, and to the design of the spectral input parameters. In fact, it might be argued that the 
Hill34 formant tracker in the next chapter incorporates more speech production knowledge 
than the rule-based tracker developed in this chapter, because the Hhlhil formant tracker 
uses a global rather than a local continuity constraint. 
Chapter 4 
Stochastic Formant Modeling 
This chapter demonstrates a hidden 3,Iarkov formant tracker which allows us to model the 
uncertainty in each formant measure, individually, as the formant is measured. Several 
examples of formant uncertaintj. are presented, caused, for example, by multiple peaks 
in the expected formant range, or by the disappearance of a formant peak. Methods for 
evaluating the uncertainty model are discussed. 
4.1 Phoneme-Dependent HMM Formant Tracking 
-4 strictly bottom-up measurement algorithm. like those described in the previous chapter. 
can only make use of contest information ~vhich is already known. In contrast, a Bayesian 
approach. such as a hidden Markov model (Kopec. 1986), can be used to explicitly test 
different hypotheses about the unknolvn information. If the goal is an estimate of the 
fosnlant frequencies, we can identify the formant frequencies which are most likely given 
the phonetic transcription. If the goal is recognition of consonant place, we can measure 
the forrnants that best fit the model of each consonant place, and then pick out the model 
which best explains the data. 
This chapter describes a phoneme-dependenr h~dden hlarkov model formant tracking 
algorithm. In the classification experiments of chapcer 5 ,  this model includes a two-level 
search space. in which the formant measurements and the phoneme sequence are identified 
simultaneously, as shown in figure 4-1. In contrast, all of the experiments in this chapter 
assume that the-identity and release time of the consonant are known perfectly, and formant 
tracking will make use of that knowledge. 
4.1.1 A phoneme-dependent transition model 
In an H l I l I  formant tracker, the formant frequencies are treated as hidden states of the 
production mechanism. rather than explicitly observable features of the spectrum (Kopec, 
1986). In the model developed here, as in I<opec's model, the frequency scale is divided 
into discrete formant states, and formant continuity over time is regulated by a bell-shaped 
transition probability. Unlike Kopec's model, the model developed here does not allow 
formants to "disappear" occasionally. Instead, formants are required to exist a t  some real 
frequency at all times, and occasional disappearances of the corresponding spectral peak 
are handled by the output model. This change has little practical consequence, but follows 
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Figure 4-1: Schematic representation of a phoneme-dependent hidden Markov model for- 
mant tracker. Time of the landmark is assumed given. The search space consists of a 
phoneme level, and a formant frequency level. Formant tracks are semi-continuous in fre- 
quency, and discrete in time, with a formant frequency space searched once every 10ms. 
Spacing of the circles in the schematized formant frequency search space, above, represents 
the height of the probability density curve as a function of frequency a t  each time. The 
output space consists of models of spectral amplitude and convexity as a function of formant 
frequency, phoneme identity, and time. Spectral amplitude and convexity are computed us- 
ing appropriate transformations of the periodic time-averaged power spectrum, as described 
in the text. 
vocal tract, must have a real value at  all times, whether or not it is represented in the 
acoustic spectrum. 
The most important difference between the model proposed here and Kopec's model is 
the introduction of phonemic information. In the model proposed here, formant transition 
probabilities are a function of time (relative to the consonant release), and of the underlying 
phoneme sequence. This modification is appropriate in two applications: formant tracking 
with a known phonemic transcription, and phoneme classification with a known release 
time. Formant tracking with a known transcription is considered in this chapter. Phoneme 
classification, using the two-level search space shown in figure 4-1, is considered in chapter 5. 
.A formant tracker with transition probabilities conditioned on both time and phoneme 
label is much more complex than a phoneme-independent tracker. In order to be trainable, 
the basic transition model must be as simple as possible. In the simplest appropriate model, 
each formant is modeled as an independent continuous-state discrete-time Gauss-Markov 
process. The parameters of this process are the mean formant frequency as a function 
of time ~ ~ ( t :  S), the formant variance UP (t: S): and the inter-frame normalized correlation 
coefficient pf ( t ,  S): all of which may be functions of time t and of the underlying phoneme 
string S: 
F n  (t)  - PJ (4 S) Fn(t  - 1) - pf( t  - 1 : s )  P(F, (t)  1 F, ( t  - 1)) = :IT 
o,(t, S) 4- - ~j (t, S) uj(t  - 1, s ) J ~  
(4.1) 
n-here .\'(.z:) is the unit normal distribution. 
4.1.2 A DFT-based output model 
In recognition using a hidden Markov model, state variables are identified by inverting a 
iiypothetical "production model'' which specifies the contingent probability of a spectral 
sequence glven the state. In the model proposed here, the stace variables are formant fre- 
quencies: phoneme identity and release time are implicit state variables, which are assumed 
to be known. The observation sequence consists of the amplitude -4(f, t)  and convexity 
C(  f .  t )  of a time-averaged power spectrum. This section defines the amplitude and conves- 
ity, and describes a model of the output probabilities. 
To reduce complexity. the output model used here adopts two important simplifications. 
First. spectra are calculated using a linear frequency axis, because a linear axis simplifies 
modeling and analysis of formant motion, and despite the fact that there is considerable 
evidence supporting the use of mel-scale or bilinear frequency warping in speech recognition 
(e.g. Davis and Alermelstein, 1980). Second, the influence of a formant is assumed to be 
strictly local: the influence of a formant Fn(t)  on the output spectrum O(t)  is limited to 
changes in the local amplitude A(F,. t) and convexity C(Fn, t) ,  so that 
The spectral amplitude at  frequency f is defined as the ratio of the time-averaged 
power spectral amplitude Px( f ,  t )  to the total DFT energy E( t )  = Sof" Px( f ,  t)df.  Since 
ratio variables are not well modeled by a Gaussian distribution, the ratio P,(f. t ) /E ( t )  is 
Matched ltner lw findng rwnanl  peak m the epactrm 
I 
6 d l 
-0 5L 
-400 -305 -2m - I N  o 100 205 300 a m  
Frequency (Hem) 
Figure 4-2: Lifter used to estimate spectral convexity. The lifter is a seven-sample match to 
the spectrum of a 125Hz-bandwidth spectral resonance. normalized to zero mean and unit 
energy. The resulting lifter has a bandpass cepstrum, amplifying spectral features which 
have half-periods betxeen roughly 67 and 167 Hertz. 
transformed using the logistic transform, 
where tlle normal formula for the logistic transform (e.g. Johnson and \TTichern, 1992) has 
been scaled to return an output in decibels. 
The con\-exit? measurement C (  f .  t ) ,  computed using the lifter shown in figure 4-2, is an 
a!,prosimation of the second derivative of the log spectrum as a function of frequency. Even 
when two formants merge (section 2.2.5). it is often possible to find the hidden formant by 
convolving the spectrum with a short FIR lifter designed to pick out the hidden formant 
resonance curve. The lifter used in this chapter, and its cepstrum, are sholvn in figure 4- 
2. The FIR lifter, sho\vn in the upper panel, n.as designed by using a 400Hz rectangular 
~vindon. to truncate the spectrum of a 125Hz-bandwidth complex pole pair: the resulting 
seven-sample lifter was nor~nalized to have zero mean and unit energy. The lifter has a 
band-pass cepstrum: shorvn in the lower panel of figure 4-2, which amplifies spectral features 
~vi th  half-periods between roughly 67 and 167 Hertz (roughljr the bandwidth of a formant, 
although high frequency formants may have larger bandwidths). 
For simplicity, we lvould like to model the distribution of convexity measurements C (  f ,  t )  
using a Gaussian distribution. A Gaussian model, however, has the undesirable character- 
istic of symmetry: convexity measurements larger than the mean are as unlikely as mea- 
surements smaller than the mean. R'hen human judges measure formant frequencies, they 
usually locate a formant frequency near a local maximum of C (  f ,  t ) ,  implying that the 
convexity likelihood function should be non-decreasing. The experiments described in this 
chapter model convexity using a "half-Gaussian" distribution, in which all convexity values 
above a trained mean parameter are considered equally likely. The half-Gaussian is not re- 
ally a probability density, since it does not integrate to unity; in chapter 5, when normalized 
probabilities become important, a different model will be introduced. 
To summarize. the output model used in this chapter is local, in the sense that a formant 
at frequency Fn is assumed to affect only the amplitude A(Fn, t) and convexity C(Fn, t )  
at the same frequency. The amplitude, after normalization and a logistic transform, is 
modeled using a Gaussian distribution; the convexity is modeled using a half-Gaussian. 
The mean p(t ,  S, n) and standard deviation u(t ,  S, n) of both of these distributions are 
allowed to depend on time t (relative to the landmark), the phoneme string S ,  and the 
formant number n (but not the formant frequency): 
4.2 Estimating Parameters from a Reference Transcription 
The simplified formant model developed above consists of a Gauss-Markov continuity model, 
nvith three trainable parameters, and two Gaussian output distributions, with two trainable 
parameters each. A consonant release model consisting of six spectral frames, matched to 
three formant models, requires training or interpolation of 6 x 3 x 7 = 72 parameters. 
The parameters of 18 consonant release models (9 consonants x 2 speaker genders) 
were trained based on human transcriptions of a small training database. The SF11 Train 
database (described in appendix -4.3) consists of 4 tokens of each of 9 consonants. released 
into the vowels /aa/ and /ah/. Data from these two vowels were pooled for training. on 
the assunlption that their formant frequencies within 50ms of consonant release should be 
similar. 
In order to make the trained model parameters as reliable as possible, given the limited 
training data, the data were grouped according to relevant features before training. The 
grouping for each trainable pasanleter was sligiltiy different, as described in the following 
two sections. 
4.2.1 Means as a function of time 
-kcording to the speech production theory sketched in chapter 2, the vocal tract formant 
frequencies at release of a consonant should depend little on the manner of the consonant. 
The manner of the consonant may affect the excitation of a formant, and therefore its 
amplitude and convexity, but the underlying vocal tract resonant frequencies should depend 
only on consonant place. Conversely. gender of the speaker is unlikely to affect the amplitude 
and spectral convexity of a formant, but ir certainly affects the formant frequency. 
1Iean formant frequencies were trained by grouping together tokens with the same place 
of articulation and the same speaker gender: a total of six training tokens for each of six 
independent training cells. hilean amplitudes and convexities were trained separately for 
each of the nine consonants, regardless of speaker gender, with a total of four training 
tokens for each consonant. 
For training sets of this size, the possibility of incorrect training is significant. .Assuming 
that the training tokens for each consonant are drawn from an underlying Gaussian distri- 
bution. the standard error of the frequency parameter estimates is 1 1 8  times the standard 
deviation, and the standard error of amplitude and convexity parameter estimates is 112 
the standard deviation. 
Fortunately, the number of models trained in this section is sufficiently small to allow 
visual confirmation. The mean formant frequencies, as trained on the 36 training tokens. 
are sho~vn in figure 4-3. 
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Figure 4-3: l lean formant frequencies for three places of articulation, for each gender: 
trained on 36 tokens. Solid=labial, dashed=al\~eolar, dot-dash=velar. 
Randon1 variation of the formant tracks in figure 4-3 appears to be less than about 
lOOHz in most cases, and most large-scs!e features are as they should be. Perhaps the only 
unusual feature of both the male and female distributions is the large gap between the velar 
F2 onset and the velar F3 onset. ITisual examination of the training tokens indicates that 
most velar tokens had relatively low F3 onsets. but that a few tokens with unusually high 
onsets pulled up the means. Perhaps, with more training data. a mixture Gaussian model 
n-ould be a more appropriate representation of the velar F3 onset than a simple Gaussian. 
Figure 4-3 shoivs amplitude and convexity means, averaged across both voiced and 
unvoiced stops. There is quite a bit of random variation in this plot. -4s expected, the 
onset of -42 is highest for velar stops, because of the velar front cavity resonance a t  the 
frequency of F2. -4lso as expected, the convesity C1 rises as a function of time for all 
places of articulation. An unexpected feature of the amplitude tracks is the high .A1 onset 
of both alveolar and velar stops, ~vhich can be attributed to strong subglottal resonances 
and/or voicing information in the vicinity of F1 for several of the stops. Place-dependent 
differences in convexity are apparently not significant, and are generally much less than the 
standard deviation. 
4.2.2 Variance and covariance 
It is impossible to train reliable variance estimates on the basis of four to six training tokens: 
assuming an underlying Gaussian distribution, the variance estimate is a scaled x2 random 
\rariable with a standard error equal to 1/d to 1/a times its expected value. 
Estimated variance parameters were therefore not allowed to  vary with time. The \mi -  
ance as a function of time of each parameter was estimated using the groupings previously 
described, and then these variance tracks were averaged over the six time frarnes in each 
token. The standard deviations of the spectral amplitude calculated in this way were be- 
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Figure 4-4: Mean amplitude and convexity, averaged across all stop tokens, for three places 
of articulation. Solid=labial, dashed=alveolar, dot-dash=~elar. 
tween 2.4 and 6.5dB. and were usually larger for unvoiced stops than for either voiced stops 
or nasals. The .standard deviations of the spectral convexity were between 0.9 and 1.8, 
with large and small values apparently distributed a t  random among the phonemes and 
formants. 
After being averaged over time! the variances of the formant frequencies were, finall!.? 
averaged over both place and gender, in order co produce global formant variance estimates. 
The model standard deviations of F1. F2. and F3 are, respectively, 184, 221, and 303 Hertz. 
The temporal correlation coefficient. p f .  was set to a single constant for all formant 
frequencies. The HlIhI formant tracking algorithm was tested on the 36 training tokens 
with several values of this parameter, and the value pf = 0.88 was found to produce the 
best fit between the a posteriori formant distributions, described below, and the transcribed 
formant frequencies. 
4.3 Real-Time Estimation of Measurement Uncertainty 
The search space of a hidden hlarkov model is usually explored using one of two standard 
dynamic programming algorithms (Rabiner. 1993) : the Viterbi algorithm, and the forward- 
back~vard algorithm. In an HhlRl formant tracker, the Viterbi algorithm might be used 
to identify the single most likely set of formant tracks for a given utterance. The forward- 
backward algorithm, on the other hand, can be used to calculate the a posterzorz probability 
of every possible formant frequency in each time frame, given an utterance and a trained 
model. 
The a posterzori state probabilities produced by the forward-backward algorithm can 
be viewed as frame-by-frame models of the measurement uncertainty of the algorithm. If 
a formant has a clearly defined spectral peak ac the expected frequency, the a posterzorz 
probability distribution is ~vell localized. Conversely, if there are no formant-like peaks in 
the expected frequency range, or if there are several, the location of the formant is uncertain, 
and the a posteriori probability is more diffuse (see the examples in section 4.3.2, below). 
4.3.1 Finding a posteriori formant distributions 
The a posteriori probability of a formant frequency Fn(t) ,  given a vector of model parameters 
X and a finite sequence of observed spectra O(0) .  . . O(T) ,  is defined to be 
In the forlvard-backward algorithm, the joint probabilities p(f ,  0) on the right hand 
side of equation 4.5 are divided into trvo factors, and these factors are computed recursively 
using an efficient algorithm. The two factors are called the forrvard probability an( f ,  t )  and 
the backward probability On( f ,  t) :  
The forward and backward probabilities can be computed recursively according to the 
forn-ard-l~ackward algorithm. If we use a strictly loce! output model, as described in equa- 
tion 4.2. the forrvard-backward recursion formulas are: 
4.3.2 Examples 
Figure 4-5 shows the spectrum, spectral convexity. and posterior formant probabilities a t  
lOms and 50ms after the /b/  release in the nrord "Barb" spoken by a female speaker. A 
posteriori formant probabilities are calculated with the forward-backward algorithm, using 
an observation sequence consisting of six spectra between the release and 5Oms after release. 
Xotice that when there is a clear, narrow formant peak in the spectrum, the a posteriori 
distribution of the corresponding formant is tightly confined. As F1 moves up from the first 
spectrum to the second, it obscures the location of the F2 peak, and as a consequence, the 
a posteriori distribution for F2 at  time 5Oms is more diffuse. 
11 different kind of uncertainty is visible in the F3 region at time 10ms. Here, there 
are two peaks close together (possibly F3 and F4). The forward-backward algorithm tests 
both peaks, to see how well they fit into the global F3 track being developed throughout 
the syllable. and assigns them a posteriori probabilities on this basis. 
Figure 4-6 shon~s the spectrum, spectral convexity. and a posteriori formant probabilities 
lOms and 5Oms after release of the /d/  in '.dark," spoken by a different female speaker. 
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Figure 4-5: Spectrum, spectral convexity, and a posteriori formant probabilities, as calcu- 
lated by the formant tracker, lOms and SOms after release of the first /b/ in "Barb." A 
posteriori probability distributions of all three formants are shown on the same plot, because 
there is no significant overlap between the distributions. 
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Figure 4-6: Spectrum, spectral convexity, and a posteriori formant probabilities, as calcu- 
lated by the formant tracker, lOms and 50ms after release of the / d l  in "dark." A posteriori 
probability distributions of all three formants are sho\vn on the same plot, because there is 
no significant overlap between the distributions. 
Notice, again, that the a posteriori probability is more diffuse when there is more than one 
possible formant location. 
The a posteriori distribution of F3 in this figure demonstrates two problems with the 
formant tracker. First, a t  lOms after release, the formant tracker seems to split the prob- 
ability density of F 3  between t\iro distinct frequencies, a t  about 3050 and 3250Hz. These 
two peaks in the a posteriori distribution correspond to distinct peaks in the convexity 
measure, but the DFT spectrum itself seems to have only one peak, centered a t  about 3200 
Hertz. Apparently, the single DFT peak is too broad to be identified as a single peak by the 
convexity lifter, indicating that possibly the passband of the convexity lifter is too narrow. 
The second tracking difficulty in figure 4-6 occurs a t  50ms after release. F3 is a t  about 
2700 Hertz in this spectrum, and continues to fall into the /r /  as the syllable progresses. 
The formant tracker, however, only has information about spectra between the release and 
SOms after release. Since the formant tracker has no may of knowing that F3 will continue 
to fall. it also has no reliable way of distinguishing between the peaks a t  2700, 3000, and 
3200 Hertz. The peaks a t  3000 and 3200 Hertz are both continuous with apparent peaks in 
the release: but 3200 Hertz is an unusually high frequency for F3, so the algorithm assigns 
most of the a posteriori F3 probability to the peak a t  3000 Hertz. 
4.4 Evaluating the Error Models 
The a poste~iori  formant uncertainty models described above were tested using the 36 tokens 
containing /aa/ and /ah/ in the Error SIodeling database, described in appendix -4.2. 
4.4.1 Cumulative-probability representation of reference measurements 
Since the ulLcertainty model varies from token to token, its ability to predict true formant 
location must be evaluated on a per-token basis. Since the uncertainty model is not a 
parametrized function of frequency, t,he method of evaluation should be non-parametric. 
This section describes a non-parametric, token-by-token estension of the standard Q-Q 
plot (Johnson and ll'ichern, 1992) which can be used to evaluate a real-time uncertainty 
model. 
To the extent that a measurement uncertainty model is correct, the model should pre- 
dict the distribution of possible frequencies of the true formant. Thus, regardless of the 
shape of an a posteriori distribution. the [rue formant should fall in the bottom X%: of the 
distribution roughly ?;% of the time. 
For a given observation sequence 0 ( 0 ) ,  . . . , O(T) ,  the degree of correspondence between 
the uncertainty models P(F,(~)  = f 10(0), . . .) and a reference transcription containing the 
true formants F,(t) can be characterized by a cumulative probability: 
Equation 4.8 contains a continuous integration, but the uncertainty model generated by an 
HSISI formant tracker is discrete. The experiments reported here approximate equation 4.8 
by integrating a trapezoidal interpolation of the discrete Hh4h4 uncertainty model. 
The conversion from formant measurement to cumulative probability is shown in fig- 
ure 4-7. In the figure. the reference formant measurement transcribed by a human judge 
is F2=1616 Hertz. The a posterzorz probability distribution generated by the forward- 
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Figure 4-7: Comparison of a known formant frequency to the uncertainty model generated 
b!. an HSIlI formant tracker. F2 is located at  1616 Hertz, according to the measurements 
of a human transcriber. In the uncertainty model generated by the H l I l I ,  the probal~ility 
of an F2 measurement less than or equal to 1616 Hertz is 35.7%: thus we can sag that the 
cumulative probability represcntation of the human transcription is P = 0.357. 
backward algorithm predicts that there is a 35.7% probability that F2 is less than or equal 
to 1616 Hertz, so the cumulative probability representation of the human transcription is 
Pjs( lGIGIO(0) ,  . . .) = 0.357. 
4.4.2 Evaluation using a binomial distribution 
To the cstent that the uncertainty models are correct, the cumulative probability measure- 
ments Pjl (F,(t)lO(O), . . .) should be uniformly distributed between 0 and 1. 
The uniformity of distribution of a large number of samples can be tested b\- sorting 
them into the bins of a histogram. If the bins are uniformly spaced, there should be an equal 
number of tokens in each bin. Specifically, if N tokens are uniformly distributed into JI  
bins between zero and one, the number of tokens n j  in bin number j is a binomial random 
variable, with mean N/Al and variance N(A4 - 1)/M2. 
Given Ad bins and N tokens, the last bin count nM is a linear function of the other 
variables: 
If we arrange the bin counts into a vector, nnf = [nl,. . . , nnfIT, the covariance matrix 
CAI = ~ [ n ~ ~ n r ~ ]  is singular. The largest non-singular submatrix of CAf is the A f  - 1- 
dimensional submatrix Cnf-lt formed by eliminating the last row and column of CAI: 
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Figure 4-8: Cumulative probability representations of the human formant measurements 
used to train the formant tracker (F l ,  F2, and F3). Deviation from a uniform distribution 
indicates that the formant tracker is not adequately representing variation in the training 
data. 
where I is the identity matrix, and U is an ;\I - 1 x 111 - 1 matrix of ones. 
The binomial distrib~ltion approaches the Gaussian distribution rapidly as i\T increases. 
To the extent that the Gaussian approximation holds, we can evaluate the fit between the 
transcribed formant measurements and the a posterzorz model distributions by using stan- 
dard statistical tools to compare n~l -1  to its expected value, E[n] = (S/Al, . . . . i ~ / l l ~ ) T .  
Figure 4-8 sholvs the actual distribu~ion of cumulative probability measurements for all 
formants in the training data. The top panel is a Q-Q plot, in which the 627 sorted data 
points are plotted against 627 equally spaced quantiles from a uniform distribution. The 
bottom panel is a histogram with A4 = 30 bins. A T~ test using the covariance matrix in 
equation 4.10 shows that this histogram is significantly different from a uniform distribution 
(F = 2.209.p 5 0.01). The most important difference seems to be that the distribution is 
tilted: actual formants are likely to be lower in frequency than the formants predicted by 
the a posterzorz formant models. 
Figure 1-9 sho~vs the distribution of cumulative probability measurements for all for- 
mants in the test data. As shown by the large bar in the leftmost histogram bin, about 
10% of the test formants fall within the lowest 2% of the a posteriori formant probability 
distributions: in other words, in about 10% of the test tokens, the human transcriptions 
are lower in frequency than any value considered possible by the HMhl. Informal analysis 
of the data indicates that these overshoot errors are found more or less equally in all three 
formants. The remaining 90% of the cumulative probability measurements are relatively 
uniform. although still significantly different from a true uniform distribution. 
Model Fit of Test Data (F=5.228 with bins of 0.02, N=592) 
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Figure 4-9: Cumulative probability representations of formants measured by two human 
judges on an independent test set ( F l ,  F2, and F3). Deviation from a uniform distribution 
indicates that the formant tracker is not adequately predicting variation in the new corpus. 
4.5 Conclusions 
The H l I l I  formant tracker developed in this chapter. despite its simplicity, provides useful 
token-by-token models of the formant measurement uncertainty. 
The uncertainty models were found to be significantly different from the distribution of 
true formant measurements. Specifically, the uncertainty models predicted formants lvliich 
v-ere higher in frequency. on average. than the formants measured by human transcribers. 
-1lthough this effect is significant, it is not large: only 10% of the test measurements were 
l~elon- the range predicted by the formant tracker. 
It should be noted that  the fact that  we were able to perform this analj~sis at  all is proof 
of the value of Bayesian formant tracking. The perfor~nance of formant tracking algorithms 
is often rated in terms of an aggregate error rate, but apparently no other formant tracking 
algorithm has ever atteinpted to report its own measurement uncertainty for each token. 
individual!?.. 
Chapter 5 
Classification of Place 
In section 1.1: we argued that perfect formant and burst spectral measurements can be 
used to identify the place of a stop consonant. This chapter describes one modeling esper- 
imerit and two classification experiments which expiore the effect of measurement error on 
classification. 
The rule-based measurements developed in chapter 3 are explored here in some detail. 
First. a model is developed which predicts the effect of measurement error on the error rate 
of a linear discriminant analysis (LD.4) classifier: and this model is tested using a database 
n-ith both manual and automatic measurements. Second, the measurements are evaluated 
in a contest-dependent LDX classifier. in which the test data consists of the entire TEST 
sul)clirectory of TIMIT (Zue et al.: 1990). Contest-dependent LD.4 classification of place 
is shown to be 84% correct (in vo~vel and glide contexts) using automatic measurements of 
formant frequency and burst spectral shape. 
In the third experiment in this chapter? the stochastic formant model (with some mod- 
ification of the design in chapter 4) is tested in contest-dependent classification of voiced 
stops from the TEST subdirectory of TIhlIT. The stochastic formant model classifies con- 
sonants on the basis of formant frequency and amplitude in the first 50ms following release, 
and results in an 83% correct classification rate in vowel and glide contexts. 
1Iost of the experiments in this chapter report the result of classifying the place of 
articulation of voiced and voiceless stop consonants. Section 5.2.2 reports linear discriminanr 
classification of nasal releases. using automatic formant frequency measurements. In the 
H\IlI classification experiment in section 5.3,  only voiced stops are classified. 
5.1 Effect of Measurement Error on the Linear Discriminant 
This section discusses the effect of measurement error on linear discriminant analysis. The 
database to be analyzed in this section consists of manual and automatic formant and burst 
measurements of 131 voiced and voiceless stops in vowel and glide context, extracted from 
the Error \lodeling database (appendix A.2). The difference between LDA classification 
of hunlan and automatic measurements is taken to be the effect of measurement error. 
-4ttempts are made to predict the effect of measurement error on the linear discriminanr 
using an aggregate error model. 
LDA is used in these experiments because the algorithm is fast, and because it provides 
a simple parametric form which can easily be combined with a quantitative error model. 
It should be emphasized, as noted in chapter 1. that LDA is known to be suboptimal 
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Figure 5-i: LD.4 summary of measurements by human judges on 131 stop releases. The 
abscissa is a linear discriminant trained (on independent training data) to represent. the 
labial/alveolar dist,inction: the ordinate is a discriminate trained t,o represent, the labial/velar 
distinction. 
in phonetic classification tasks. The experiment in this section demonstrates 89% correct 
LD.4 classification of exactly the same numbers (manual formant and burst measurenlents 
extracted from the Error llodeling database) ~vhich are separated with approximately 95% 
accuracy in section 1.1. There are two differences 11etn.een these two experiments: the 
type of the classifier (LDX in this section. vs. a knowledge-based design in section 1.1). 
and the training of the classifier (the classifier in section 1.1 is trained on the test data. 
~vhile the classifier in this section is trained on an independent data set). IVithout another 
experiment, it is impossible to separate these two effects. Based on a colnparison of these 
two experiments. then, we are limited to the rather weak claim that LD.4 classification 
increases error rate in this experiment by up to six percentage points. 
5.1.1 Measuring the effect of error 
In order to test models of the linear discriminant error, three context-independent bi- 
nary LD.4 classifiers were trained on manual transcriptions of the KB n a i n  database 
(appendix .\.I). Each classifier represents one binary place distinction: labial/alveolar. 
labial/velar, or alveolar/velar. The labial/alveolar and labial/uelar discriminants make use 
of nine measurements: two burst spectral amplitudes and a peak count. and measurements 
of the first three formants a t  20ms and 5Oms after the consonant release. The alveolar/velar 
distinction makes use of a tenth measurement, the burst front cavity resonance. which is 
not available to the other two discriminant vectors. 
Classifiers were tested using 131 stop releases in vowel right contest from the Error 
llodeling database (appendix A.2). Figure 5-1 sholvs the labial/alveolar and labial/velar 
discriminant representations of manual transcriptions of this database. Figure 5-2 sho~vs 
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Figure 5-2: LDX summary of automatic measurements of burst amplitude, burst peak 
count: and formant motion at  131 stop releases. The abscissa and ordinate are computed 
using the same linear discrimant coefficients applied to the data in figure 5-1. 
Table 5.1: Percentage confusion matrices showing classification of vowel contest stops in 
the Error Modeling database. The first confusion matrix sho~vs classification using manual 
transcriptions: the second shon~s classification using al.ltomatic measurements. 
the same two-dimensional representation of an automatic transcription of the same data. 
using the algorithms developed in chapter 3. 
Table 5.1 describes the classification performance of the LDA classifier, using the mea- 
surements shorvn in figures 5-1 and 5-2. This table uses a round-robin classification strategy: 
each token is separately classified by all three binary classifiers, and the three classifiers vote 
to determine the final place label. If there is no majority, the token is marked as "unknown." 
Classification using manual measurements in table 5.1 is relatively good, a t  89% correct 
classification. This is comparable to the results reported by Lame1 (1988), who found that 
manual transcriptions of formants, burst measures. and voice onset time could be used to 
classify stops with roughly 90% accuracy. Classification using automatic measurements is 
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lips blade body unknown 
66 2 20 
0 82 11 




5.1.2 The form of the discriminant error term 
Suppose that x = xo+e is a possibly erroneous, known measurement of an unknown formant 
frequency x.  -4 linear discriminant statistic E is a linear combination of the elements of x 
which is intended to be useful for classification: 
This discussion will assume that the coefficients z, and the linear discriminant classification 
threshold, have been previously trained on a data set which does not contain xo, and that 
the coefficients and threshold can be considered fixed. 
If the mean E[e] and covariance matrix C ,  of e are known, the mean and variance of 
the linear discriminant error term, E = z'e, are easily calculated. 
If e is Gaussian, E is also Gaussian, and as such, is completely described by its mean and 
variance. 
If e is mixture Gaussian, c is also mixture Gaussian. Specifically. if each element ei of 
the measurement error is well modeled by 7zi mixture elements, then the number of mixtures 
requirec! to fully mode! t is 
Re = ni 
The different mixture elements describing 6 can be conveniently indexed by the vector 
k = (kl: k P , .  . .). Suppose that mixt,ure ki of element ei from the error vector is described 
b\- a mean p i ( k i )  and a variance a?(ki), that the probability of choosing this misture is 
Pi(ki) ,  and. finally: that all of the elements of e are independent. In this case, the mixture 
elements describing 6 have the following mean, variance, and probability of occurrence: 
The above expression for P,(k) can be used in more general, nonparaxnetric models of 
the discriminant error. For example, if each element ei of the error is known to be large 
with probability Pi(+) independent of every other element e j ,  and if 6 is known to be large 
whenever any of the individual measurement errors is large, then c is large with probability 
5.1.3 Estimating confusion matrices from the discriminant error 
Given quantitative models of the manual measurements, and of the measurement error, it 
is possible to  predict a confusion matrix for the automatic measurements. This section 
demonstrates prediction of the automatic measurements confusion matrix using Gaussian 
models of each phoneme class, and of the measurement error. 
Binary discriminant classification of two Gaussian distributions is shown schematically 
Figure 5-3: Binary classifier. If both distributions are Gaussian as sho\vn, the shaded area 
of the category 1 distribution is the probability that a category 1 token will be misclassified. 
in figure 5-3. In this figure, multivariate Gaussian distributions have been reduced to 
univariate Gaussians by multiplication with the discriminant vector 212. The univariate 
nleasureinents J = z i 2 x  are classified in category 1 if J < el2, and category 2 if J > 812. 
~vhere the threshold 012 and discriminant vector zl2 have been previously trained on an 
indepei~dent data set. If the tokens in category 1. J C G1, are distributed normally with 
mean pcl and variance ui l ,  the probability that a token from G1 will be classified as G2 is 
where -Y(t)  is the unit normal distribution. 
In a round-robin classification scheme, the ciassifier in figure 5-3 is given tokens from all 
three groups, G1: Gs, and G3, and asked to label each token as GI or Gg. Tokens from G3 
are necessarily misclassified, since the classifier in figure 5-3 doesn't know about G3. We 
can characterize the behavior of the classifier in figure 5-3 with respect to G3 tokens using 
the complementary probabilities P ~ ~ ( G I G ~ )  and P I ~ ( & ( G ~ ) :  
If the three binary classifiers are assumed to be independent, the entries in a confu- 
sion tnatris can be calculated by multiplying the classification probabilities of each binary 
Table 5.2: Automatic measurement confusions predicted based on statistics of the manual 











and the probability of a token being marked unclassifiable is the complemellt of the three 
probabilities shown. 
Using equations 5.8 to 5.10, it is possible to predict the classification of one set of 
~neasurements using information from another set. For example. if the means and variances 
of the automatic discriminant measurements €, are related to the means and variances of 
the manual measurements Em by the addition of measurement error, 
Homoskedastic Model 
t!len classification of the automatic measurements can be predicted from classification of 
the manual measurements. 
Table 5.2 shows confusion matrices for the automatic measurement set, predicted using 
hornoskedastic and heteroskedastic models of the measurement error. In computing this 
table. the reference measurement vector xo was assumed to have full covariance, while the 
measurement error e was assumed to have diagonal covariance. The mean and covariance of 
xo were measured directly on the 131 stop releases analyzed in this section. The mean and 
variance of the measurement error were copied from models developed in section 3.4 based 
on the full Error Modeling database, a superset of the current test data. The correlation 
between measurements and measurement error in the heteroskedastic model was copied from 
table 3.5. Extending equation 5.11 for a heteroskedastic error model and a full-covariance 
measurement vector required a somewhat lengthy but straightforward derivation, which is 
not reproduced here. 
The classification of automatic measurements is much more accurately predicted by a 
heteroskedastic than a homoskedastic error model. Apparently, correlations between the 
measurement values and measurement error, reported in section 3.4.5, are carried through 
into the linear discriminant statistics. In fact. the heteroskedasticity of the discriminant 
statistics is visible in figures 5-1 and 5-2. In these figures, the automatic measurement 
distributions are more compact than the manual measurement distributions, implying that 
lips blade body 
54 7 18 
7 76 5 






60 5 15 
4 83 4 





lips blade body unknown 
Table 5.3: Average magnitude difference, in each column, between the classification of 
automatic measurements, shown in table 5.1, and the predicted classification using ho- 
moskedastic and heteroskedastic error models, shown in table 5.2. 
the measurement algorithm is selectively increasing low amplitude discriminant statistics, 
and decreasing high amplitude statistics, as is characteristic of heteroskedastic error. 
Section 3.4.5 concludes that the most heteroskedastic measurements are the two burst 
amplitudes, and the frequency of F1 near onset. -4ccording to the speech production the- 
ory sketched in chapter 2, these three measurements are all useful in distinguishing labial 
from lingual tokens. This prediction from theory is empirically confirmed by the linear dis- 
criminant vectors trained in section 5.1.1: the labial/alveolar and labial/velar discriminant 
vectors weight burst amplitude four times as heavily, and F1 onset ten times as heavily, as 
does the alveolar/velar discriminant vector. 
Since the labial/alveolar and labiallvelar discriminants weight burst amplitude and F1 
onset heavily, the classification of tokens as labial (that is, the first column of the confusion 
matrix) should be affected more by the difference between homoskedastic and heteroskedas- 
tic models than the other columns. Table 5.3 shows that this is in fact the case. In this 
table, the actual classification of automatic measurements, in table 5.1, has been subtracted 
from the predictions made by homoskedastic and heteroskedastic error models, shown in 
table 5.2, and the magnitude differences have been averaged for each column of the con- 
fusion matris. As shown, the average error of the homoskedastic model in preuicting the 
actual classification performance in table 5.1 is worst in the first column, which reports 
the percentage of stops classified or misclassified as labial. The first column also sholvs the 
greatest total improvement between the homoskedastic and heteroskedastic models. 
5.2 Classification using Rule-Based Measurements 
This section describes an experiment in which the rule-based measurements described in 
chapter 3 are optimized in order to give the best possible context-dependent linear dis- 
criminant classification of consonant place. For each right context, speaker gender, and 
consonant class, specific parameters of the measurements are optimized using all of the 
relevant consonant releases in the TRAIN subdirectory of TIMIT, excluding those which 
cross a word boundary. The resulting measurements are then tested, again using linear dis- 
criminant classification, on all of the relevant consonant releases in the TEST subdirectory 
of TIRIIT, again excluding those which cross a word boundary. 
The TIh4IT database is transcribed with a sampling period of five milliseconds, which 
is close to the duration of a short frication burst. In order to ensure measurement of 
the entire frication burst, the release times of all stops in the training and test databases 
were re-transcribed with a sampling period of one millisecond. Nasal releases were not 
re-transcribed. 
Table 5.4: Context-dependent measurement parameters were optimized independently for 
each combination of a speaker gender, a consonant manner class, and a right context. The 
18 analyzed right contexts are shown here. Phoneme notation is ARPABET, as used in the 







5.2.1 Optimizing f r e e  parameters 
For each right contest, speaker gender, and consonant class, specific parameters describing 
the measurement algorithms were trained, in order to minimize classification error. on all 
applicable syllables from the TRAIN subdirectory of TIMIT. 
tongue height 
Group ing  s imilar  con tex ts  for t ra in ing  












/ Y /  
/ w / 
contest-dependent measurement parameters was optimized independently for 108 contest 
cells: where the 108 cells included every possible combination of 2 genders. 3 consonant 
classes: and 18 right contests. The 18 right contexts are given in table 5.4. 
For many of the context cells defined in this way, the TR.4IS subdirectory of TIIIIT 
does not contain enough tokens to allow reliable training of the classifier. In order to improve 
parameter training, sparse cells were supplemented by tokens having similar right contests. 
in order to maintain a minimum of 3 tokens of each consonant per linear discriminant 
/I/  
coefficient. Similarity of right contests was measured separately for each consonant and 
/el/ 





each gender. The similarity metric was a simple Euclidean distance metric, measured 
/er / 
betwcen a\-erage formant frequencies (linear scale) and amplitudes (logarithmic scale) at 
10ms intervals during the first 80ms following consonant release. 
lax 
high 
Frequency band  definitions for bu r s t  spec t ra l  measurements  
lax 
low 
Chapter 3 defines four burst spectral measures in terms of three frequency bands: a low- 
frequency band, a high-frequency band, and a front cavity resonance spectrum. In the 
experiment described here, the lolv and high edge frequencies for each of these bands were 
optimized for each context cell, independent135 in order to minimize classification error using 
a contest-dependent LDA classifier. 
Band edge frequencies were optimized using a discrete gradient search algorithm. Each 
edge frequency mas initialized to the frequency specified in section 3.3.3, and the initial 
frequency values were used to estimate an LDA classification error using the training data. 
The frequency parameters were then modified iteratively, in steps of one DFT bin (62.5Hz). 
with the single frequency parameter providing the greatest classification improvement mod- 
ified at each step. During optimization, frequency parameters were not allowed to leave the 
bands specified in table 5.5. 
/ih/ I /eh/ 
/uh/ 1 /ah/ 
Frequency Bands in the Burst Spectrum 
low-frequency amplitude (11 E [880,1440]) to (h l  E [2250,3440]) 
high-frequency amplitude (12 E [2250,3440]) to (h2 E [5690,7440]) 
front cavity resonance (13 E [880,1440]) to (h3 E [5690,7440]) 
Table 5.3: The six band-edge frequencies shown were optimized, within the ranges shown, in 
order to minimize consonant place classification error in context-dependent LDA classifiers. 
T iming  of formant  frequency samples  
The formant smoothing algorithm described in chapter 3 was used, without modification, 
to smooth measurements of F1, F2, and F3 between 0 and 80ms after release (step 5ms). 
Samples were then chosen from each formant frequency track, for each context cell, 
in order to minimize the context-dependent LD.4 classification error. Voiced and unvoiced 
stops were first classified using the optimized burst spectral measurements, and then formant 
samples were added, beginning with the single sample which most decreased classification 
error. Formant selection for nasal consonant classes was similar, but with no burst spectral 
rneasurernents to initialize the algorithm. 
In this way, the classifier for each contest cell was assigned five formant samples. in- 
cluding at least one from each of the three formant tracks. 
5.2.2 L i n e a r  d i s c r i m i n a n t  classification 
Burst and formant measurements. trained as described above, ryere combined using lin- 
ear discriminant analysis in order to classify the place of consonant releases in the TEST 
subdirectory of TIJcIIT. 
The test database consisted of all stop and nasal releases in the 18 right contests listed 
in table 5.1, in the TEST subdirectory of TIJIIT. which do not span a word boundary (that 
is. the consonant is not word-final): a total of 2501 stops, and 1461 nasals. The following 
two subsections discuss the classification of stop reieases and the classification of nasals. 
respectively. 
Classification of s tops 
Tahle 3.6 describes the results of contest-dependenr LDX classification of stops. Classifi- 
cation scores for male and female utterances of both voiced and unrroiced stops have been 
pooled. The three retroflex contests have been pooled under the heading "retroflex." the 
two lateral contexts under the heading "lateral," and all other contexts under the heading 
"vorvels and glides.'' In the table, labial. alveolar, and velar stops have been labeled with 
the name of the primary articulator: lips. tongue blade, and tongue body, respectively. 
In classification, the three places of articulatior~ were assumed to be a przorz. equally 
likely, despite the obvious differences in number of tokens (NT).  In vowel and glide contexts. 
classification using formant measures is 72% correct, classification using burst measures is 
80% correct, and classification using both formant and burst measures is 84% correct. 
Regardless of the measurements used, alveolar and velar stops are more likely to be con- 
fused with each other than with labial stops. This is somewhat surprising, since labial classi- 
fication is significantly worse than velar or alveolar classification in the context-independent 
classifier of section 5.1 (table 5.1). Apparently. context information improves classification 
of labial stops, but has little effect on classification of al\~eolar and velar stops. 
Linear Discriminant. Classification of Stops 
Spoken Formants Burst 
V C NT lips blade body lips blade body 
\rowels lips 771 80% 13 83 
and blade 632 14 70 16 12 77 11 
Glides body 602 15 20 65 12 79 





l i ~ s  blade bodv 
Table 5.6: Confusion matrices using context-dependent formant and burst spectral mea- 
surements, categorized using a context-dependent LDA classifier. Stop tokens only, from 
the TEST subdirectory of TIkIIT. All entries of 10% or less have been omitted. 
Linear Discriminant Classification of Sasals 
Talde 5.7: Confusion matrices: linear discriminant classification of nasal consonants, using 
automatic formant measurements. TEST subdirectory of TILIIT. -411 entries of 13% or less 
h a w  been omitted. 
For~nant classification degrades significantly in both lateral and retroflex contests: the 
neighboring lateral or retroflex sound apparently dominates the evolution of formant fre- 
quencies, reducing the distinction between different places of stop articulation. Classifica- 
tion scores ~vhich make use of burst spectral measures, on the other hand, are not signifi- 
cantly degraded: classification in retroflex context using both burst and formant measures 
is 79% correct. and classification in lateral context is 87% correct. 
Formants 





I 58 ! 
' 72 17 1 
47 39 I 
22 44 3 3 
28 32 -10 
20 51 2 9 
30 45 23 
Spoken 
1- / c 1 ST 
\-o~~-els I lips 1 576 
and ! blade , 563 
Glides I body / 50 
Classification of nasals 
Table 5.7 describes the results of context-dependent LDA classification of nasal releases. 
Irelar nasal releases (/ng/) are quite poorly recognized. There are not very many of 
these. The phoneme /ng/ can never begin a syllable in English; since releases which span 
a word boundary were excluded from both training and test data, all of the /ng/ releases 














Humans, Two Syllables (Lamel, 1988) 
Spoken 1 1  Vo~vel context Semivo~vel context 
c 
lips 
Table 5.8: Classification of consonant place by human listeners, given full closure and release 
information (Lamel, 1988). Entries below 0.3% have been omitted. 
blade 
body 
Table 9.9: Classification of consonant place by human listeners, given release nlaveforms of 
varj-ing length (Sossair and Zahorian, 1991). Entries less than 1% have been omitted. 




Classification, Human Listeners (Kossair and Zahorian, 1991) 
similar contest cells was used to guarantee that no classifier was ever trained with fewer 
than 25 /ng/ release tokens, but in many cases the number of labial and al\leolar tokens 
was much larger than 25. Measurement definitions were trained to minimize a total error 
rate: since there are so few velar tokens, it is possible that the measurement parameters 
mere automatically adjusted to millirnize labial and alveolar errors, with little concern for 
velar errors. 
Classification of all nasal releases in vowel and glide contest is 74% correct, which is 
quite close to the classification rate of stops if only formant frequencies are used. In retroflex 
and lateral contests, nasal classification degrades more than stop classification. to about 
56% correct in retroflex contexts, and 43% correct in lateral contexts. 
lips blade body 
99.4% 0.5 
~- ~ - - - ~  
5.2.3 Comparison to the performance of human listeners 





It is difficult to compare the results of the current study to the classification ability of 
humans, since human listeners can identify consonant place in nonsense words with better 
than 99% accuracy. Table 5.8, for example, describes the ability of human listeners to clas- 
sify stop place of articulation, as measured by Lame1 (1988) (voiced and unvoiced cognates 
listed in her confusion matrices have been combined). In this study. listeners were given an 
entire natural vowel-consonant-vo~ivel sequence. extracted from a continuous read sentence. 
and asked to identify the consonant. 
The ability of listeners to make use of burst information exclusively, or of burst and for- 
manr information together, can be measured by gating the signal, so that listeners hear only 
the desired portion of a stop release. Table 5.9 compares the ability of listeners to classify 
stops given three successively larger sections of a stop release, extracted from a monosyl- 
labic word recorded in isolation, as measured by Nossair and Zahorian (1991) (voiced and 
unvoiced cognates listed in their confusion matrices have been combined). Given a full 
release syllable through the end of the following vowel, listeners were able to classify stop 
place \i,ith 98.2% accuracy. Given only the burst and the formant transition, classification 
lips blade body 
98.9 0.7 0.4 
Burst+50ms 
lips blade body 
97.9% 2.0 
1.4 93.7 5.0 














lips blade body 
99.2 
1.1 95.2 3.7 
99.0 
Burst+Full Vowel 




accuracy dropped very slightly to 97.8%. Finally, given only a 50ms waveform beginning 
at release, listeners were only able to correctly identify 96.1% of the stops. 
In the 50ms condition, Nossair and Zahorian report that unvoiced stops were classified 
much more accurately (93.6%) than voiced stops (86.4%), indicating that voiced stops may 
be more difficult to classify on the basis of the burst and formant onsets than are unvoiced 
stops. Since the burst was apparently less effective for classification of voiced stops, they 
tried an additional experiment in which subjects classified voiced stop syllables, including 
the entire volvel, but with the frication burst removed. Subjects were completely unable to 
classify stops without the burst: average classification was only 74.5% correct. Apparently, 
a voiced stop can only be classified given both burst and formant transition information. 
5.2.4 Effect of right context 
The effect of retrofles and lateral right contexts has been discussed above, in connection 
with tables 5.6 and 5.7. In those tables, we saw that classification of stops or nasals on the 
basis of formant frequencies degrades significantly in retroflex or lateral context, but that 
stops can still be classified relatively well given burst spectral information. Given burst 
spectral information.  here is a significant difference between retroflex and lateral contexts: 
in retrofies contests. confusions between alveolar and velar stops increase. while in lateral 
conrest. confusions between alveolar and labial stops increase. 
The classifier performance can be compared to the human performance reported 5~. 
Lamel. and given in table 5.8. In this study. all phonotactically possible combinations of a 
stop plus a se~ni~.owel /I.r,w/ were presented to listeners (i.e. no alveolars in lateral contest). 
along with all of the affricates, and listeners were asked to identify the phoneme. -4ffricates 
and stops identified as affricates have been omitted from table 5.8. The error pattern on the 
light-hand side of table 5.8 shows increased misclassification of labial stops, which is similar 
to the erlor pattern of the LD.4 classifier in lateral contest. The increased alveolar/velar 
confusion of the LD.4 classifier in retrofles contest, however, was not observed in Lamel's 
data: instead. listeners in Lamel's study tended to misclassify alveolars as affricates in 
retroflex contest. 
.hother study which has published an analysis of human stop identification errors as a 
function of right contest was produced by IT'initz et al. in 1971. In this study. subjects were 
presented with unvoiced stop releases in /aa.iy,uw/ context, and asked to identify the stop. 
In the first listening condition. subjects were provided with only the unvoiced portion of 
the release; in the second condition, subjects were given the unvoiced portion. plus lO01ns 
of the follo~ving vowel. The results are summarized in table 5.10, and compared to the 
classification performance of the LDA classifier in similar contexts (tense, lax, and glide 
contests are grouped together in the LDA classifier results). 
The classification scores reported by llrinitz et al. are significantly lower than the scores 
reported by Nossair and Zahorian, despite the fact that the two mindo'ivs used by \TTinitz et 
al. were apparently longer than the 50ms and burst+transition windo~vs used by Itossair 
and Zahorian. The difference between these two studies can probably be attributed to 
distortion of the tokens used by \TTinitz et al., which were recorded, gated, re-recorded, and 
played back to subjects using analog equipment. 
Despite the unreasonably high average error rates in the \TTinitz et al. study, some of the 
distributions of errors may be roughly correct. For example, Ohala has argued (1989) that 
the tendency of listeners to identify labial and velar stops as alveolar in high front (/iy/) 
contest is correlated with cross-language patterns of historical sound change, in which labials 
Linear Discriminant Classification. -411 S t o ~ s  
Table 5.10: Percentage classification of place as a function of right context. LB=low back 
\~on.els~ HF=high front vowels and glides, HB=high back vowels and glides. Entries below 
10% (LD.4 classifier) and 15% (human subjects) have been omitted. 
Spoken 
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Burst and Formants 
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and velars in this context tend to become tongue blade consonants. This can be compared 
to the pattern of errors of the LDA classifier. The classifier frequently mis-labels velars as 
alveolar in high front context, but seems to have little trouble with labials. 
Both the LDA classifier and the human listeners achieve their best classification scores 
in low back contexts (/aa/ and /ah/). In this context, the most likely confusion: for both 
the LD.4 classifier and human listeners! is the labeling of a velar stop as alveolar. 
In high back context, the linear discriminant classifier tends to misclassify labial stops as 
velar, while human listeners tend to misclassify velar st,ops as labial. It is possible that this 
difference is caused by differences in the number of tokens. The measurement, training data 
contains 243 velar releases in these contexts, compared to only 99 labial releases! so it is 
possible that. the minimum-error training algorithm adjusted the measurement parameters 
to minimize velar errors at the expense of additional labial errors. 
5.3 Stochastic Formant Modeling 
This section describes an experiment in which two-level phoneme-dependent HA111 formant 
models. described in chapter 4, are trained based on automatic transcriptions of all of the 
voiced stop tokens in the TR-4IW subdirectory of TIA'IIT, and test,ed using spectra from all 
relevant tokens in the TEST subdirectory, excluding releases which span a word boundar!,. 
-411 release times are given by the transcription with a precision of one millisecond, as 
described at the beginning of section 5.2. 
5.3.1 Modifications to the model 
In order to allow use as a phoneme recognizer, the HA111 fornlant trackers described in 
chapter 4 are modified in several ways. 
Implementat ion of a two-level search space 
First. the tn-o-level search space shown in figure 4-1 is implemented. Phoneme classification 
proceeds according to a masimurn likelihood rule: the possible phoneme models are tested. 
and the model which is most likely to have produced the observed spectrogram is choscn as 
the correct label. 
The probability of an observed spectrogram. given a particular phoneme model A, can 
be written 
where the sum on the right-hand side can be carried out a t  any time t. 
If the formant frequencies are assumed independent, the right-hand side of equation 5.12 
can be factored int.0 three independent formant probabilities, which can be computed using 
the forward-backward algorithm, as discussed in section 4.3.1: 
Recoding t h e  o u t p u t  model  in  t e r m s  of convex peaks 
In the classification experiments described here, the stochastic formant model was trained 
and tested several times on the entire TRAIN subdirectory of TIMIT, using various combi- 
nations of parameters. In order to expedite retraining of the model, each training and test 
spectrogram mas reduced to a representation consisting of a list of convex peak frequencies 
and their amplitudes, and this representation was pre-computed for all tokens, and stored 
on disk. 
This simplified spectral representation entails several modifications to the DFT output 
model described in section 4.1.2. 
First, the spectral convexity C( f ,  t )  is quantized to a binary "peaklnot-peak" distinc- 
tion. The half-Gaussian model of spectral convexity described in section 4.1.2 is eliminated. 
Instead, the binary convexity of a formant is modeled as a simple Bernoulli random process, 
in which the probability of a formant Fn(t) landing on a convex spectral peak at each time 
t is a trainable parameter, P n ( t ) ,  
The logistic spectral amplitude model described in section 4.1.2 is maintained without 
change rvhen e~laluating the frequency of a convex spectral peak. At frequencies between 
spectral peaks, the output representation does not specify a spectral amplitude .4 ( f ,  t ) .  In 
the experiments described in this chapter: the forward-backward algorithm automaticallj- 
assigns the amplitude probability a low constant value k for all frequencies between spectral 
peaks. 
P( .4 ( f :  t)jC( f !  t )  = 0 )  = k (5.15) 
The value of this fixed output probabiiity is chosen to be low enough to cause the maximum a 
posteriori probability of a formant to always occur at the frequency of a convex peak, unless 
the nearest convex peak is several standard deviations away from the espected formant 
frequency. 
Temporal  correlation in t h e  ou tpu t  model 
The normalized amplitude of a formant may be temporally correlated, just as the frequency 
is. In the experiments described in this chapter. the temporal correlations of formant ampli- 
tudes (nor~lialized by the spectral energy) are modeled by a trainable correlation coefficient 
pAn( t ) ,  analogous to the formant frequency correlation parameter pFn( t )  described in sec- 
tion 4.1.2. In training, pAn(t)  was generally found to be much less than pFn( t ) ,  for each 
formant: typical values of pAn(t) vary between 0.0 and 0.5. A few informal experiments in- 
dicated that classification with pAn( t )  is not significantly better or worse than classification 
without it. 
Because of the large quantity of training data, all model parameters (including means. 
variances, correlation coefficients, and Bernoulli probabilities) were trained independently 
for every time t .  
Additional spectral  measurements  
In order to improve place classification, the model in this chapter uses two additional spectral 
measurements \vhich are not described in chapter 4. 
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Figure 5-4: Example of three convex peak traces at the release of a /d/ by a female speaker. 
The left-hand plot sho~vs the convex peak frequencies closest to expected values of F1, F2. 
and F3. The right-hand plot shows the amplitudes of these three peaks, and the amplitude 
.AH of the largest peak higher in frequency than F3. 
First, the overall spectral energy E( t )  is modeled as an independent output variable. 
The spectral energy in decibels is modeled as a Gauss-Markov process, independent of any 
of the formants. The mean, variance, and temporal correlation of t,he energy as a function 
of time are trained separately for each context-dependent phoneme model. 
Second, the amplitude of the largest spectral peak above F3 is measured for each possible 
value of F3, and the probability distribution of this high-frequency amplitude measure. 
--lf2(f), is used in the output model for F3. For example, a t  frequencies F3(t) ~vhich are 
convex peaks, 
where P3(t) is the trained probability of F3 landing on a convex peak, as discussed in sec- 
tion 5.3.1. The Af> measurement was added to allow some modeling of the high-frequency 
tilt of an alveolar burst  spectrum. In informal experiments, the addition of Af> - to the 
model noticeably increased the correct classification of alveolar stops. 
5.3.2 Example 
Figure 5-4 shows the three lowest convex peak frequencies as a function of time, with their 
amplitudes, a t  the release of a /d/ by a female speaker. The three peak traces have been 
labeled F l ,  F2, and F3, but it is likely that the lowest peak does not follow the first vocal 
tract formant until at least lOms after release. 
Table 5.11 shows a series of log-ratios comparing the probability that figure 5-4 is the 
syllable /dab/ to the probability that it is /gah/. Each row of the table compares the 
probabilities of the /dah/ and /gah/ models producing a frequency or amplitude track 
Table 5.11: Log-likelihood scores used to decide whether the token in figure 5-4 is a /d/ or 
a /g/. The table sho~vs the difference in log-likelihood between /dah/ and /gah/ models 
for each formant frequency model and each formant amplitude, computed independently. 
equal to the corresponding convex peak frequency or amplitude shown in figure 5-4. These 
probabilities are calculated cumulatively, from left to right, using the forward algorithm, 
with each frequency and amplitude computed independent of the others. 
Sotice that some of the parameter tracks match the model for Id / ,  some match the 
niodel for /g/. and most are rather ambivalent. The A f 2  parameter favors the alveolar 
model to~vard the beginning of the syllable. but as the parameter .4f> - drops, so does the 
probability of an alveolar interpretation. The low values of A2 appear to be strong evidence 
for an alveolar interpretation: if this syllable were velar, there would be a strong peak in the 
burst at the frequency of F2, and A2 would therefore be much higher early in the syllable. 
The total log-likelihood of Idah/,  as opposed to /gah/, can be estimated by adding 
all of the component log-likelihoods. ' As shown, the addition of several component log- 
likelihoods strongly favors the /d /  interpretation over the /g/ interpretation. The ratio of 
the two probabilities is exp(7.54) FZ 2000. 
5.3.3 Training from a large speech corpus 
The parameters of the modified formant model described above were  rained using all voiced 
stop releases in the 18 right contexts described in table 5.4 in the TR.4IX subdirectory of 
TIMIT. and excluding releases which cross a word boundary: a total of 3141 stops. Since 
manual transcription of this many stop releases was judged to  be impractical, the model 
parameters were trained on the basis of automatic formant measurements, generated by 
the Entropic formant tracker, and smoothed using the rule-based algorithm described in 
chapter 3. These formant frequencies were matched to peaks in the corresponding DFT 
spectra, and missing information was estimated simultaneously with the model parameters 
using an iterative expectation-maximization algorithm. 
 h he sum of independent component log-likelihoods is not quite equal t o  the total log-likelihood which 
would be computed by the complete stochastic formant model. In the complete model, the  amplitude and 
frequency of a formant are not independent, so it is not possible to  separate the cumulative log-likelihoods 
as shown in table 5.11. 
Speech d a t a  (merging similar contexts) 
The mean, variance, and temporal correlation of each modeled variable were trained inde- 
pendently for each of the context cells defined in section 5.2.1. As noted in that section, 
many of the context cells in the TRAIX subdirectory of TIMIT are too sparse to allow 
reliable training of parameters. 
In order to improve parameter training, context cells nrere collected into groups which 
make sense for the training of each parameter. For example, the model of each formant 
frequency was trained using data from all consonants with the same place of articulation, 
regardless of the consonant manner. Formant amplitude, spectral energy, and high fre- 
quency amplitude models were trained using all tokens with a given phonetic transcription, 
regardless of the speaker gender. 
Even after collapsing irrelevant dimensions as described above, some of the training cells 
were still too sparse for reliable model training. These sparse cells were supplemented by 
tokens with similar right contexts, as discussed in section 5.2.1. 
I ' latching LPC a n d  DFT peaks 
The training database included 3141 voiced stop releases, extracted from the TR.4IS sub- 
directory of TIlIIT. Since manual transcription of this many stop releases was judged to 
l ~ e  impractical. the model parameters were trained on the basis of automatic formant mea- 
surements. 
Formants were first measured, for each training token. using the Entropic LPC-]lased 
formant tracker, and the resulting LPC roots were smoothed using the rule-based algorithm 
developed in chapter 3. 
Since the HA111 output model looks only at the DFT spectrum. all fornlants proposed 
by the LPC-based algorithm were matched with peaks in the DFT spectrum, and forrrlant 
means and variances were computed using the peak frequencies and amplitudes of the 
corresponding DFT peaks. Each formant was matched one-to-one \vith the closest DFT 
peak, provided that the closest peak was ~vithin 400 Hertz. 
Any formant sample at  any point in time which could not be matched with a DFT peak 
was marked as missing. Approximately 12% of the formant samples in \.oiced stops, 20% 
of the formant samples in unvoiced stops, and 11% of the formant samples in nasal release 
syllables could not be matched to a DFT peak, and were marked as missing. 
Es t imat ing  missing information 
The contribution to the model parameters of formants missing from the DFT spectrum 
was estimated using an iterative expectation-maximization algorithm, due to Johnson and 
Il'ichern (1992). Like the Baum-Welch re-estimation algorithms usually used in Hhllh.1 
training, the algorithm used here can be viewed as a gradient maximization of the expected 
log-likelihood of the training data (Rabiner, 1993). Unlike the Baum-Il'elch algorithm, 
however, the algorithm used in this section treats all formants as known, except those 
which have no corresponding DFT peak. 
In the algorithm used here, the mean, variance, and temporal correlation of a frequency 
or amplitude parameter are first initialized using the statistics of the known, measurable 
formants in the training data. The initial values of the mean and covariance are then used 
to predict the contribution to mean and variance of the missing formant frequencies and 
Classification using an HMM formant tracker 
Table 5.12: Confusion matrices for voiced stops, classified using the stochastic formant 
model. Entries of 10% or less have been omitted. 






amplitudes, and the predictions are used to update the model statistics. This process is 
iterated until the parameter statistics stabilize. 
In general, the initial mean. variance. and temporal correlation parameters changed 
little during re-estimation. 









The two-level HI131 formant models of each syllable, trained as described above, were used 
to classify the place of all \juiced stop releases in the 18 right contexts of table 5.4 in the 
TEST subdirectory of TIh4IT) excluding releases which span a word boundary: a total of 
1253 stops. The three places of articulation were treated as being a priori equally likely. 
Classification in vowel a n d  glide context  








Table 5.12 describes the result of classifying voiced stop releases using the modified stochas- 
tic formant algorithm. In vowel and glide contexts. classification is 83% correct. This result 
is similar to the 84% correct classification achieved by Nossair and Zahorian (1991) us- 
ing similar measures (automatically measured fornlant frequencies and amplitudes). In 
their study. Sossair and Zahorian used a contest-independent classifier. which presumably 
made their classification task more difficult, but their speech data was composed of isolated 
monosyllables. rvhich presumably made classification less difficult. 
The stochastic formant model mas intended to improve on the performance of standard 
formant-based classifiers, by allowing "hidden" formant frequencies to evolve even when 
there is no corresponding spectral peak in the output. In training on a large database, how- 
ever. several simplifications were made, which tied the "hidden" formants of the stochastic 
formant model much more closely to obser\red peaks in the spectrum. Perhaps as a result of 
these changes, the classification performance of the modified stochastic formant model does 
not exceed the classification performance reported by Nossair and Zahorian on a context- 
independent (and therefore more difficult) task. 
/b/ / d l  /g/ 
91 
13 74 13 
12 81 
96 
19 62 20 
13 80 
80 12 
Dependence of classification o n  right context  
The LD-4 classifier in section 5.2 performs poorly in retroflex and lateral contexts if only 
formant frequencies are available. but does reasonab!~ well if measurements of the burst 
Table 5.13: Stochastic formant model classification of voiced stops, as a function of right 
context. Entries of 10% or less have been omitted. 
spectrum are available. As shown in table 5.12, the stochastic formant model does reason- 
ablj- nveli in retroflex and lateral contests: 80% correct in retrofles context. 76% correct in 
lareral context. .Apparently, the formant amplitudes measured by the stochastic formant 
model carrjv enough information about the burst to allow reasonably good place classifica- 
tion in liquid context. The pattern of errors in retroflex context is slightly different from 
that of the LD.4 classifier: alveolar stops are almost equally likely to be called labial 01. 
velar, and velar stops are more likely to be called labial than alveolar. 
I'oiced stop classification as a function of vowel context is shown in tal~le 5.13. The data 
show most of the same patterns seen previously with the linear discriminant classifier, and 











This chapter has reported context-independent and contest-dependent LD.4 classification 
of place using rule-based formant and burst spectral measurements, and contest-dependent 
maximum likelihood classification using a stochastic formant model. 
Linear discriminant classification of automatic formant and burst spectral measurements 
results in 76% correct context-independent classification (section 5.1), and 84% contest- 
dependent classification (section 5.2). Experiments in section 5.1 suggest that, of the 24% 
error in the context-independent classifier, more than half is the result of measurement 
error, and up to one fourth is caused by use of LD.4 classification, which is suboptimal. 
If these sources of error can be eliminated, the experiments in sections 5.1 and 5.2 suggest 
very speculatively that context-dependent classification using formant and burst spectral 
measurements may result in better than 96% correct classification of place. This speculation 
is supported by the work of Kewley-Port (1982), who found that formant frequencies alone 
were sufficient to classify place of a stop with 97% accuraca: given context information. 
It is not easy to eliminate the error in automatic formant measurements. Having failed 
to eliminate measurement error, this chapter suggests two other methods for working around 
it. 
First, section 5.1 suggests analyzing the effect of error using an aggregate error model. 
An aggregate error model might be appropriate in a phonetic study, or in a speech recognizer 
based on an expert system. In either of these applications, a detailed error model can be 
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analyzed in section 5.1. 
Second, section 5.3 suggests the use of a stochastic formant model, which may avoid 
some of the effects of measurement error by refusing to explicitly measure the formant 
frequencies. Unfortunately, simplifications described in this chapter apparently force the 
"hidden" formant models to follow explicit convex peaks in the DFT spectrum, in effect 
forcing the stochastic formant model to track explicit estimates of the formant frequencies. 
The resulting 83% correct classification of the stochastic formant model is similar to the 




This thesis demonstrates, in several stages, the relationships by \vllich articulatory variabil- 
ity entails acoustic variabilit.3; and by which acoustic variability is manifested in the forms 
of acoustic measurement error and phonetic classification error. 
-4s predicted in chapter 1, automatic measurements of formant frequencies and 1)urst 
spectral measurements have not proven optimal in phonetic classification experiments. be- 
cause of the effects of measurement error. Although these measurements are not optimal 
for classification. however, they have proven quite useful in demonstrating the links between 
articulatory variability. measurement error. and classification error. The Bayesian uncer- 
tainty models considered in chapter 4. for esample. are reasonably successful in predicting 
measurement error based on measurements of the ambiguity in the acoustic spectrum. Clas- 
sification error, in turn, is shown in chapter 5 to be well predicted by the aggregate statistical 
elror lnodels developed in chapter 3. 
Section one of this chapter discusses the classification r~ su l t s  from chapter 5. and corn- 
pares them to the results obtained in previous classification studies. Section two discusses 
the error modeling results, and explores possible applications. Finally, section three dis- 
cusses possibilities for future development of a stochastic formant model of human speech 
percept ion. 
6.1 Classification of Consonant Place 
The contest-dependent classification results reported in chapter 5 are, for every type of 
acoustic measurement classified, very similar to previously reported results using contest- 
independent classifiers, while the context-independent results reported in chapter 5 are 
slightly worse. Two factors seem to contribute to the difference in results. First, most of the 
published studies in chapter 1 are based on recordings of isolated or stressed monosyllables, 
while the esperiments in chapter 5 are based on speech data excised from TIMIT, which 
presumably contains much more prosodic and contextual variability. Second, the failure 
of the context-dependent classifiers in chapter 5 to surpass previously published context- 
independent results can perhaps be attributed to the training procedure, which may not 
have allowed the trained classifiers to make full use of context information. 
6.1.1 Context-independent classification 
Section 1.3 reports a rather remarkable fact: most previous studies of context-independent 
classification of consonant place agree, to within about 5%, on the amount of place in- 
formation contained in various acoustic cues. According to this consensus of researchers, 
burst spectral measures can be used to classify place with roughly 80-85% accuracy, formant 
frequencies can be classified with 65-70% accuracy, a combination of formant frequencies 
and amplitudes can be classified with 80-85% accuracy (Nossair and Zahorian, 1991), and 
dynamic spectra can be classified with greater than 90% accuracy. 
In this thesis, vowel context stop release tokens in the Error Modeling database (ap- 
pendix -4.2) are classified in several context-independent classifiers. Formant and burst spec- 
tral information measured by human judges on this database are used to classify place with 
89% accuracy. depending on the classifier design. This result matches the results of Lame1 
(1988), who obtained approximately 90% correct classification of place using knowledge- 
based classification of similar measurements by a human judge. .4utomatic measurements 
of formant frequency and burst spectral information in this thesis are substantially less 
reliable, with only 76% correct classification. 
The 89% correct classification of manual transcriptions reported in this thesis is roughly 
comparable to the best speaker-independent classification reported by any study using any 
set of measurements. We can therefore tentatively conclude that the combination of formant 
frequencies and burst spectral information: if measured as human judges measure it (and 
provided that the recording level is appropriately controlled or normalized), is a complete 
representation of the consonant place information available in the release ~vaveform. 
Unfortunately, errors in the automatic measurement of formant and burst information 
are apparently so frequent that they make classification difficult. The 76% classification 
rate reported in section 5.1 is no better than the classification rates reported previously 
using onset spectral measures alone (e.g. in Blumstein and Stevens, 1979), even if we allow 
a margin of error to account for the suboptimal classifier structure. 
Section 3.1 demonstrates that the difference between the 89% correct classification of 
manual measurements and thL 76% correct classification of automatic measurements can be 
attributed to measurement error. A listing of the measurements which are most responsible 
for classification error is difficult to provide in a formal experiment, but can be provided 
heuristically through an analysis of section 3.4. For example, it might be speculated that a 
classification error occurs whenever a measurement of the onset of F2 or F3, or of the front 
cavity resonance in any alveolar or velar token. is mistaken by more than about 300Hz. 
By multiplying probabilities complementary to those shown in figure 3-11, we find that 
300Hz errors in these three measurements would cause classification errors in about 28% 
of tokens. This is slightly larger than the 24% error rate actually observed. implying that 
measurement redundancy helps to reduce the error rate somewhat. 
6.1.2 Context-dependent classification 
Context-dependent classification rates in this thesis are generally similar to the context- 
independent classification rates reported elsewhere. In section 5.2, formant frequencies are 
classified correctly 72% of the time (compare to 65-70% in context-independent studies), 
burst spectral measures are classified correctly 80% of the time (compare to 80-85% in 
context-independent studies), and a combination of both is classified correctly 84% of the 
time. In section 5.3. formant frequency and amplitude information is classified correctly 
83% of the time, which is comparable to the 84% achieved by Nossair and Zahorian (1991) 
in a context-independent study. 
It is not at all clear why context-dependent results in this thesis match previous context- 
independent results so closely, for all types of measurements. Of the studies reviewed in 
section 1.3, the only study which examined context-dependent classification (by I<e\vley- 
Port, 1982) found that context information improved classification using manually tran- 
scribed formant frequencies by about 30%, from 68% correct to 97% correct. In contrast. 
the context-dependent LDA classifier in section 5.2 of this thesis performs only 8% better 
than the equivalent context.-independent classifier in section 5.1. 
Speculatively, it seems possible that the training attempted in chapter 5 does not make 
effective use of context information. In that chapter, sparse context cells are supplemented 
by tokens with similar right contexts, so that many of the classifiers are trained using tokens 
from 2-4 right contexts. Perhaps this pooling of tokens during training eliminates some of 
the benefit of context information. 
If we assume that all of the context-dependent classifiers in chapter 5 are only about 
8% better than equivalent context-independent classifiers would be, the data in chapter 5 
can be taken as approximate confirmation of the previously reported results. Classification 
of formant frequencies is roughly 60-70% correct, and the classification of either burst 
spectral measures, alone, or formant frequencies and amplitude, together, is 7585% correct. 
depending on the variability of the speech data. Classification of formant frequencies and 
burst spectral measures, taken together. is aiso 5 8 5 %  correct. 
6.2 Predicting the Effect of Measurement Error 
.~lrhougl~ this thesis is unable to eliminate measurement error. it demonstrates repeatedly 
that it is possible to characterize and predict measurement error using quantitative models. 
Three rather different modeling methods are presented. First, production models devel- 
oped in chapter 2 are used to help design the knowledge-based measurement algorithms in 
chapter 3. Second. aggregate error models developed in chapter 3 are used to predict the 
confusion nlatris of a contest-independent linear discriminant classifier in chapter 5. Fi- 
nally. an H l I l I  formant tracker is used in chapter 4 to develop novel real-time measurement 
uncertainty models. 
6.2.1 Production models of the sources of error 
Chapter 2 revie1r.s and extends several production models which, in combination with em- 
pirical data from previous studies, are used to make rough quantitati1.e predictions of the 
form and range of formant and front cavity resonance measurement error. The sources of 
error examined include random variation of a turbulent spectrum, increased bandlvidth of 
formants during aspiration, and the presence in the spectrum of back cavity and subglottal 
resonances. 
By modeling turbulence noise as a Gaussian random process, and assuming a uniformly 
distributed phase spectrum, section 2.1.4 derives a X2 model of the probability distribution 
of the time-averaged power spectrum. Based on this model, random spectral nulls are sholi~n 
to be much more likely than random spectral peaks. In an example spectrum, consisting 
of independent 330Hz bands (measured as the average of two 6ms Hanning ivindows), the 
X 2  model predicts that one out of every 100 measured bands contain a randomly generated 
spectral peak of 5.2dB or more, while the same number of measured bands contain a null 
of at least 1ldB. 
Based on a simplified model of the contribution of glottal losses to formant bandwidth, 
chapter 2 demonstrates that a doubling in average glottal area can lead to an increase by 
four in the first formant bandwidth. It is argued that such a large increase is sufficient to 
reduce the Q of F1 during aspiration to nearly unity, making the formant difficult to find 
in the spectrum. 
The influence of subglottal resonances on LPC is predicted through analysis of the LPC 
prediction error a t  the frequency of a formant peak. Based on this analysis, it is predicted 
that LPC will usually only track a subglottal resonance if a nearby formant is hidden by 
formant merger, or if the amplitude of a nearby formant is less than the amplitude of the 
subglottal resonance. Data from a study by Ishizaka et al. (1976) are cited to show that 
a subglottal resonance is unlikely to have a larger amplitude than any nearby formant. 
unless the formant amplitude is reduced by glottal losses during aspiration: or by a random 
spectral null. 
Finally, the transfer function amplitudes of front and back cavity resonance peaks in 
frication are derived. It is demonstrated that the amplitude of a high-frequency front 
cavity resonance is inversely proportional to the square of the resonance frequency, while 
the amplitude of a back cavity resonance depends primarily on the separation of the pole 
and zero. Based partly on empirical data and partly on the models, it is argued that 
the transfer function amplitude of a front cavity resonance peak is usually larger than the 
transfer function amplitude of a back cavity resonance peak, but that this is not aliva1.s 
true if the front cavity resonance frequency is sufficiently high. 
6.2.2 Predicting classification on the basis of aggregate error models 
After developing knowledge-based algorithms for the measurement of formant frequencies 
and burst spectral information, chapter 3 addresses the issue of measurement error in these 
algorithms. Several models of the measurement error are developed. X simple additive 
Gaussian error model is shown to be insufficient. for two reasons. First, measurements of 
formant and front cavity resonance frequencies are affected by occasional nonlinear peak- 
picking errors. which typically show up as "outliers" ~vhich are too large to be predicted 
by a Gaussian distribution. Second, measurements of burst amplitude, and of the onset 
frequency of F1, are heteroskedastic. that is. :he measurement errors are correlated with 
the correct value of the measurement. 
Section 5.1 demonstrates the use of quantitative error models in predicting the per- 
formance of a linear discriminant classifier. X simple additive Gaussian error model is 
insufficient for accurate prediction of the confusion matrix. but a heteroskedastic Gaussian 
model predicts the confusion matrix reasonably weli. 
The prediction of discriminant error from measurement error in section 5.1 shoivs one 
way in which aggregate error models, of the sort developed in chapter 3, might be used 
in a larger kno\vledge-based speech recognizer. A knowledge-based recognizer built. for 
example. using a blackboard expert system (e.g. Carver and Lesser, 1992) usually depends 
on quantitative estimates of the reliability of various competing recognition hypotheses. 
Section 5.1 demonstrates the use of quantitative error models to predict the reliability of 
several binary classifiers, and of the round-robin classifier built from them; similar prediction 
based on quantitative error models might be useful in judging the reliability of llypotheses 
in a blackboard-based speech recognizer. 
Simple quantitative models are currently used to describe the difference between tran- 
scribers in large acoustic phonetic studies. In their study of vowel formants, for example. 
Hillenbrand et al. (1995) qualified their formant frequency measurements with a table de- 
scribing the mean absolute difference between the measurements of different transcribers. 
Sections 3.4 and 5.1 suggest that such simple models may not be sufficient for all purposes, 
because of error outliers or heteroskedasticity. In particular, section 3.4 suggests that stud- 
ies \vhich rely on automatic measurements of any kind should qualify their results with a 
carefully tested error model. 
6.2.3 Real-time predictions of measurement uncertainty 
Section 6.2.2 suggests that aggregate error models of the type developed in chapter 3 might 
be useful in predicting the reliability of competing hypotheses in a blackboard-based speech 
recognition system. .An aggregate error model, however, only contains general information 
about the type of measurement being made. A blackboard expert system might get more 
benefit from an error model which includes information about quirks of the specific token 
being recognized, including the distribution of spectral peaks in each band of interest. 
The stochastic formant model developed in chapter 4 generates specific uncertainty 
models which predict the possible errors in each and every formant measurement, as it is 
made. These uncertainty models are designed to pass on information about the quirks of 
the token under study, including the distribution of peaks in each band of interest, to an!. 
higher level recognition algorithm which might employ the model. 
The stochastic formant model can also be used to classify speech sounds by itself. ~vithout 
being fitted into a larger speech recognizer. Section 3.3 implements a classification modei 
iri which formants are viewed as production states. which may or may not match peaks in 
the acoustic spectrum at any given time. This model is designed to avoid the problem of 
measurement error by avoiding measurements: stochastic models of the formants associated 
with each place of articulation are used to classify a stop release waveform, without e\.er 
explicitly measl~ring the formant frequencies of the waveform being classified. 
The classification performallce of the stochastic formant model in section 5.3 is almost 
exactly equal to the classification performance obtained using LD.4 classification of explicit 
formant and burst spectral measurements. There are two likely reasons for the similarity in 
performance between these two algorithms. First. the stochastic formant model is modified. 
in chapter 5. to accept a list of convex peak frequencies and amplitudes as input in lieu of 
the entire DFT spectrum. Speculatively, it may be that the reason the stochastic formant 
model is unable to beat the performance of an LD.4 classifier is that the input to the 
stochastic formant model and the input to the LD.4 classifier contain similar lists of spectral 
peak frequencies and amplitudes. Second, the stochastic formant model in chapter 5 is 
trained on data generated by the knowledge-based formant measurement algorithm, so it is 
entirely possible that the formant models trained in chapter 5 are only able to learn spectral 
distinctions which are also already captured in the knowledge-based formant frequency 
representation. 
-4pparently, we do not yet have enough information about the stochastic formant model 
to judge its usefulness in speech classification. The next section will describe future work 
which might help to evaluate the usefulness of stochastic formants in a speech classifier. 
6.3 Future Work: Stochastic Formant Models of Perception 
Perceptual studies indicate that listeners can hear cues offered via formant, frequencies 
(e.g. Delattre, Liberman, and Cooper, 1955). On the basis of these perceptual studies. 
phoneticians have occasionally argued that human speech perception includes some kind of 
low-level formant tracking module, which passes information about the formant frequencies 
of a signal up to higher-level classification modules. 
Unfortunately, nobody has ever been able to build a formant tracking algorithm which 
is sufficiently free of errors to be a plausible model of a low-level perceptual process. Tl'hen 
a formant tracker misses a formant, it usually proposes a pattern of formants which is quite 
different from the correct formant pattern. When human listeners make vowel identification 
mistakes, on the other hand, the formant patterns of the proposed vowel are usually similar 
to the pattern of the correct vowel (Huang, 1991). Formant trackers always make mistakes, 
but human listeners almost never make the kinds of mistakes that they ii-ould make if 
perception depended on a formant tracker. Therefore, most phoneticians today do not 
believe that perception depends on a low-level formant tracker. 
The stochastic formant model provides a completely new model of the way formant 
tracking might be used in speech perception. In the stochastic formant model, there is 
no formant tracker, and hence the algorithm is not affected by formant tracking errors (at 
least as the model is presented in chapter 4: the convex peak representation in chapter 5 
can be viewed as a kind of formant tracker). Instead of explicit formant measurements, 
each phoneme model is composed of implicit formant models, each of which is tasked with 
esplaining the distribution of energy in its own frequency band. If a formant peak is missing 
from the spectrum, the other formants are not shifted up or dolrrn to compensate. Instead. 
the phoneme model adds together the uncertainty of the missing formant, the certainty of 
those formants which are clearly measured, and the information available from non-formant 
components (e.g. energy) to compute a total recognition score. Thus the stochastic formant 
model is designed to make misclassification errors of one or two distinctive features, as do 
human listeners, rather than making arbitrary complete phoneme errors, as do formant 
tracking algorithms. 
The stochastic formant model has not been aggressively portrayed as a model of per- 
ception in this thesis for two reasons. First, the models proposed in this thesis use a linear 
frequency scale. Before the stochastic formant model cdn be credibly related to human 
perception, it will have to be re-designed to accept an input similar to the input accepted 
the human perceptual system. The frequency scale should be warped to fit an auditory 
criterion; some kinds of masking and gain control may also prove to be useful. A nonlinear 
frequency scale may result in loss of formant frequency resolution at high frequencies; some 
esperimentation will be needed to determine whether this loss of resolution is a help or a 
hindrance to correct phoneme classification. 
Second, the stochastic formant model has not been aggressively portrayed as a model 
of perception because the prototype classifier tested in chapter 5 did not work very well, 
compared to existing speech recognition systems which use no explicit formant or sub-band 
information of any kind. It mas speculated, in section 6.2.3, that the algorithm's poor 
performance in chapter 5 is probably due to the reduced dimensionality of the input, and 
to the dependence of the training procedure on possibly erroneous formant contours pro- 
duced by the knori-ledge-based formant smoothing algorithm. These speculations should be 
tested: the model should be trained directly on DFT spectra, using some kind of param- 
eter re-estimation algorithm, and tested in a phoneme classification task using a complete 
observation space. 
Finally, if the model is to be convincing, it should be tested against a controi: a more 
established speech classification algorithm, as much like the stochastic formant model as 
possible. but ~frith no knowledge of the formant structure of speech. If the observation 
space consists of 50ms from a mel-frequency spectrum, for example, a suitable control 
algorithm ~i-ould be a frame-based continuous-density model of the mel-frequency spectrum 
or cepstrum, with variation over time in the density means, perhaps something like the 
~lonstationary HAlhI proposed by Deng et al. (1994). 
Appendix A 
Speech Data 
A . l  KB Train: Training tokens for knowledge engineering 
The I<B Train database is composed of 180 consonant releases selected from the TR-I IS  
subdirectory of TINIT. These 180 consonant reieases include 20 releases of each consonant. 
10 each spoken by male and female speakers, in arbitrary context. This is the only database 
in this thesis which contains consonant releases which span a word boundary. 
The tabulated lists below give the TI l I IT  filename of each sentence, the consonant 
identity. and the release time. Release times were re-transcribed during acoustic analysis. 
so the release times given may not correspond exactly to the release times transcribed 
in TIMIT. Ten manual acoustic measurements are listed. For each token, the first three 
formants 20ms and 50ms after stop release are shown. For stops, the low-frequency and 
high-frequency burst amplitudes (lfa and hfa) and number of peaks (np) are shown. Finally. 








A.2 Error Modeling: Data used to develop error models 
The Error Modeling corpus is used for three purposes in this thesis. First, automatic 
rule-based measurements of this corpus are compared to the manual transcriptions given 
below, and the difference is used to train models of the measurement error in section 3.4. 
Second, this database is used in section 4.4 to test the a posteriori uncertainty distributions 
generated by the stochastic formant model. Finally, manual and automatic measurements 
of the vowel context stops in this database are classified, using LDA and other classifiers, 
in sections 1.1 and 5.1. 
The tabulated lists below give the TIhiIIT filename of each sentence (the si/sx specifi- 
cation has been omitted to save space), as well as the release time, right context (V), and 
ten acoustic measurements. Release times of nasals are as indicated in the TIhiIIT tran- 
scription; release times of stops have been re-transcribed. RiIost tokens are extracted from 
the TEST subdirectory of TIMIT, but a few combinations of context and consonant which 
did not exist in the TEST subdirectory were extracted from the TRAIN directory. None 
of the consonant releases in this database span a word boundary (according to the TIMIT 
transcription), but some span word-internal syllable boundaries. 
.-\caustic measurements listed are a combination of measurements by two human judges: 
if both judges transcribed a given token, their measurements have been averaged. Listed 
measurements include all three formants lOms and 5Oms after release, the burst front cav- 
ity resonance (fcr), burst low-frequency and high-frequency amplitudes (lfa and hfa). and 
burst diffuseness (df). Blank measurements indicate a formant which did not exist in the 
spectrum. or for some other reason could not be measured. 
b releases 









A.3 SFM Train: Training data for the HMM formant tracker 
In chapter 4 of this thesis, the stochastic formant model is trained as a formant tracker 
using manual transcriptions of a small 36-token training set (9 consonants x 2 genders x 
2 right contexts, /aa/ and /ah/). All of the 36 training tokens are taken from the TRAIS 
subdirectory of TIhllIT, and there is no overlap between this data set and the KB Train 
and Error Modeling data sets. None of the consonant releases in this database span a word 
boundary (according to the TIAllIT transcription), but some span word-internal syllable 
boundaries. 
The list below shows the TIhIIT filename, release time, speaker gender (f/m), conso- 
nant (C), and right context (V) of each of the 36 training tokens, together with formant 
measurements lOms and 50ms after consonant release. 
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